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2018 Bad Ax Disc Mulcher 
Forestry Head for Skid-steers

Features
= Bearing Anti-wrap Protection
= Premium Strength Steel Body & Disc
= Bolt-on Infeed and Discharge Assemblies
= Controlled Discharge Deflector
= Adjustable Tree-pusher Bar
= Claw Hooks on Pusher Bar
= Dual Re-cutter Bars
= Pressure Gauge to Monitor Capacity
= Anti-cavitation Shut Down Circuit
= Universal Skid-steer Mount
= Hoses are included (Couplers are Not)

= Piston or High Pressure Gear Motor Options
= 30-45 GPM up to 5000 PSI (3600 PSI gear mtr) 
= 70-120 Hydraulic Horsepower Required 
= 60 inch Diameter Disc - 1.25” Max Thickness
= No Welding on Disc - Fully Machined 
= 200 MPH Tip Speed @ Up to 1100 RPM
= Direct-drive with Wrapflex Coupler
= Quadco Reversible Teeth
= Bolt-on Replaceable Tooth Mounts
= Heavy-duty, Custom Bearing Housing
= 80 mm Roller Bearings
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Other Related
Products

Auxiliary Hydraulic Oil Cooler, Skid-steer Mounted, Heavy-duty 120,000 BTU Cooler with
Dual Fans For Heavy-duty Applications - Ask for the “Cool Flow” cooler from Loftness

Hoses are included. - Couplers are NOT included.
Main Hoses: 1” with #16 MORB Male O-ring and #12 adapter, Case Drain Line (required) : 1/2” - #8 MORB Male O-ring

Crating Charge (net price) $225

Total List Price  $_______________Product Code: ________    ____     
Groups 1 2

Circle/select 1 item from each of 2 groups in the proper size/model column and code column.

Group Bad Ax Code 60

1 60 inches Quadco Teeth - 156042  ( $20 ea.) 60BA $20,747

2

Hydraulic Motor System (Hydraulic Horsepower  = GPM x PSI / 1714)

30-45 GPM - Piston Motor - 5000 PSI - 70-120 Hydraulic HP 1 $5,750

30-45 GPM - Gear Motor - 3600 PSI - 70-90 Hydraulic HP 2 $3,250

Specs

Width of Cut in Inches 60

Overall Width in Inches 67

Number of Teeth 44

Weight in Pounds 3080

Crated Weight in Pounds 3300

Hydraulic Horsepower Range (Hydraulic Horsepower  = GPM x PSI / 1714) 70-120

Piston Motor Max Hydraulic Pressure in PSI 5000

Gear Motor Max Hydraulic Pressure in PSI 3600


