
Offeror
Name:

Contract Product Code Description

NEW PRICE

A. Atlas Copco
CM02-21 CM21AA01 XAS 110, Trailer Mounted Diesel Air Compressor, 110 CFM, 100 PSI
CM02-21 CM21AA02 XAS 110 KDU , Utility Mounted Elcolsure Diesel Air Compressor, 110 CFM, 100 PSI
CM02-21 CM21AA03 XAS 185, Trailer Mounted Diesel Air Compressor, 185 CFM, 100 PSI
CM02-21 CM21AA04 XAS 185 KDU , Utility Mounted Elcolsure Diesel Air Compressor, 185 CFM, 100 PSI
CM02-21 CM21AA05 XAS 188 Trailer Mounted Diesel Air Compressor, 189 CFM, 100 PSI
CM02-21 CM21AA06 XATS 250, Trailer Mounted Diesel Air Compressor, 250/189 CFM @ 100/150 PSI
CM02-21 CM21AA07 XAS 440, Trailer Mounted Diesel Air Compressor, 440/400 CFM @ 100/150 PSI

CM02-21
CM21AA08 XAS 440, Trailer Mounted Diesel Air Compressor, 440/400 CFM @ 100/150 PSI, PFF instrument quality air

CM02-21 CM21AA09 XATS 400, Trailer Mounted Diesel Air Compressor, 397/366 CFM @ 150/200 PSI

CM02-21
CM21AA10 XATS 400, Trailer Mounted Diesel Air Compressor, 397/366 CFM @ 150/200 PSI, PFF instrument air quality

CM02-21 CM21AA11 XAVS400 CD T4F, Trailer Mounted Diesel Air Compressor, 400/366 CFM @ 150/200 PSI
CM02-21 CM21AA12 XAVS 650, Trailer Mounted Diesel Air Compressor, 650/575 CFM, 200/250 PSI
CM02-21 CM21AA13 XAS 900, Trailer Mounted Diesel Air Compressor,  867/750 CFM, 100/150 PSI

CM02-21
CM21AA14 XAS 900, Trailer Mounted Diesel Air Compressor,  867/750 CFM, 100/150 PSI, PFF Portable Full feature

CM02-21 CM21AA15 XAS 950 PD T4F Trailer Mounted Diesel Air Compressor 950/754 CFM, 100/200 PSI

CM02-21
CM21AA16 XAS 950 PD T4F Trailer Mounted Diesel Air Compressor 950/754 CFM, 100/200 PSI, Portable Full Feature, 

Air treatment

CM02-21
CM21AA17 XAS 1800, Trailer Mounted Diesel Air Compressor, STANDARD 1800/1600/1400 CFM, 100/150/200 PSI

CM02-21
CM21AA18 XAS 1800 JD T4F PFF, Trailer Mounted Diesel Air Compressor, Aftercooler/Water Separator PD/DD Filters 

1800/1600/1400 CFM, 100/150/200 PSI

CM02-21
CM21AA19 XRVS 1000 CD T4F, Trailer Mounted Diesel Air Compressor,Aftercooler / Water Separator 1366/911 CFM

CM02-21
CM21AA20 XRVS 1550 CD T4F, Trailer Mounted Diesel Air Compressors,Aftercool / Water Separator, EFT,  PD/DD filter 

1606/1350 CFM  218 / 581 PSI

CM02-21
CM21AA21 V21 SD T4F High Pressure range Trailer Mounted Diesel Air Compressor, 758/725 CFM, 232/382 PSI

CM02-21 CM21AA22 E-Air H185 ELECTRIC Trailer Mounted Air Compressor, 191/131 CFM, 72/191 PSI , 460V
CM02-21 CM21AA23 E-Air H250 ELECTRIC Trailer Mounted Air Compressor, 233/178 CFM, 72/191 PSI , 460V
CM02-21 CM21AA24 E-Air H450 ELECTRIC Trailer Mounted Air Compressor, 466/360 CFM, 72/190 PSI , 460V

CM02-21
CM21AA25 E-Air V1100  ELECTRIC VSD Range - Skid Mounted Air Compressor, 1100/800 CFM 72/200 PSI 460V

CM02-21
CM21AA26 E-Air  T400 ELECTRIC Fixed Speed Range - Skid Mounted Air Compressor 406/403 CFM  100/150 PSI 460V 

CM02-21
CM21AA27 E-Air  T500 ELECTRIC Fixed Speed Range - Skid Mounted Air Compressor 495/493 CFM  100/150 PSI 460V 

CM02-21
CM21AA28 E-Air  T900 ELECTRIC Fixed Speed Range - Skid Mounted Air Compressor 888/871 CFM  100/150 PSI 460V 

CM02-21 CM21AB01 C185WDO-T4F, Trailer Mounted Diesel Air Compressor, 185 CFM, 100 PSI
CM02-21 CM21AB02 P185WDO-T4F, Trailer Mounted Diesel Air Compressor, 185 CFM, 100 PSI
CM02-21 CM21AB03 P185WDOU-T4F, Utility Mounted Compressor
CM02-21 CM21AB04 P250/HP210WDO-T4F, Trailer Mounted Diesel Air Compressor, 250/210 CFM, 100/150 PSI
CM02-21 CM21AB05 P425/HP375WCU-T4F, Trailer Mounted Diesel Air Compressor, 425/375 CFM, 100/150 PSI
CM02-21 CM21AB06 VHP400/HP450WCU-T4F, Trailer Mounted Diesel Air Compressor, 400/450 CFM, 200/150 PSI

CM02-21 CM21AB07 XP825/HP750WCU-T4F, Trailer Mounted Diesel Air Compressor, 825/750 CFM, 125/150 PSI

CM02-21 CM21AB08 HP915WCU-T4F, Trailer Mounted Diesel Air Compressor, 915 CFM, 150 PSI
CM02-21 CM21AB09 HP1600WCU-T4F, Trailer Mounted Diesel Air Compressor, 1600 CFM, 150 PSI

FORM D - OFFERED ITEMS PRICING                                                                           

Xylem Dewatering Solutions, Inc. 

INSTRUCTIONS: Fill in price column only. Shaded columns for H-GAC use only.   No changes/modifications to Form D will be accepted and will result in 
bid item being deemed non-compliant.                                                                  

A. Portable Air Compressors

B. Doosan 

Note: Grayed out columns for H-GAC use only.

Page 1 of 28



CM02-21 CM21AC01 185 DPQ Kubota T4F
CM02-21 CM21AC02 375H DPQ CAT-JD T3 Remanufactured
CM02-21 CM21AC03 375H DPQ  CAT-C4.4 T4F
CM02-21 CM21AC04 400HH DPQ CAT 4.4 T4F
CM02-21 CM21AC05 400HAF DTQ  CAT 4.4 T4F
CM02-21 CM21AC06 425 HAF DTQ CAT T4F
CM02-21 CM21AC07 375HAF DPQ JD-4045HF or CAT-C4.4  T4F
CM02-21 CM21AC08 900 HAF DTQ--CAT C9 (Reman) T3
CM02-21 CM21AC09 900H DTQ CAT-C9ATAAC  T4 F
CM02-21 CM21AC10 1600HAF DTQ CAT T3 (Reman) 
CM02-21 CM21AC11 1600H DTQ CAT-C15ATAAC  T4F

CM02-21 CM21AD01 PDS100S-6B4 w/ Trailer, 100 CFM @ 100 PSI
CM02-21 CM21AD02 PDS130S-6B4 w/ Trailer, 130 CFM @ 100 PSI
CM02-21 CM21AD03 PDS185S-6C2 w/ Trailer, 185 CFM @ 100 PSI

CM02-21 CM21AF01 D185PDZ- Deutz Engine 185 CFM/100 PSI Tool Storage
CM02-21 CM21AF02 D185PIZ - Isuzu engine 185 CFM/100 PSI Tool Storage
CM02-21 CM21AF03 D185UDZW-Deutz engine 185 CFM/100 PSI - Truck Mount
CM02-21 CM21AF04 D210PHDZ Deutz engine 210 CFM/150 PSI tool storage
CM02-21 CM21AF05 D260PDDZ - Deutz 260 CFM/100 CFM or 185 cfm/150 PSI - Tool Storage
CM02-21 CM21AF06 210UJD4PTOW - 210 CFM/150 PSI Truck Mount with PTO drive
CM02-21 CM21AF07 D110PKU 110 CFM / 100 PSI - Kubota enigne truck mount or portable. 
CM02-21 CM21AF08 D375PHJD4 - 375 CFM / 150 PSI - John Deere enigne

A. Allmand
CM02-21 CM21BA01 NL7.5K Night-Lite Pro/ PROII NL7.5 Kubota 1005, 7.5w generator
CM02-21 CM21BA02 ML7.5K Maxi-Lite Kubota 1005, 7.5w generator
CM02-21 CM21BA03 ML15 Maxi-Lite Isuzu, 15kw generator

CM02-21 CM21BB01 Model PL6000K Portable Light Tower, 6 KW output, Kubota D1005 engine, 50 gallon fuel capacity, 13.1 bhp, 
1000 hour run time (1 tank)

CM02-21 CM21BC01 LCV6WKUB-T4F, Vertical Mast, 6kW, Kubota Engine D1005, Manual Winch, Towable Light Tower

CM02-21 CM21BC02 LCV8WKUB-T4F, Vertical Mast, 8 kW, Kubota Engine D1105,  Manual Winch, Towable Light Tower. 

CM02-21 CM21BD01 MLT6SM, Vertical Mast, 6kW, Mitsubishi Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD02 MLT6SK, Vertical Mast, 6kW, Kubota Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD03 MLT3060M, Standard Mast, 6kW, Mitsubishi Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD04 MLT3060K, Standard Mast, 6kW, Kubota Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD05 MLT4060M, Standard Mast, 6kW, Mitsubishi Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD06 MLT4060K, Standard Mast, 6kW, Kubota Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD07 MLT5060M, Standard Mast, 6kW, Mitsubishi Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD08 MLT5060K, Standard Mast, 6kW, Kubota Engine - Manual Winch, Towable Light Tower
CM02-21 CM21BD09 MLT3060MV, Vertical Mast, 6kW, Mitsubishi Engine - Electric Winch, Towable Light Tower
CM02-21 CM21BD10 MLT3060KV, Vertical Mast, 6kW, Kubota Engine - Electric Winch, Towable Light Tower
CM02-21 CM21BD11 MLT4060MV, Vertical Mast, 6kW, Mitsubishi Engine - Electric Winch, Towable Light Tower
CM02-21 CM21BD12 MLT4060KV, Vertical Mast, 6kW, Kubota Engine - Electric Winch, Towable Light Tower
CM02-21 CM21BD13 MLT5060MV, Vertical Mast, 6kW, Mitsubishi Engine - Electric Winch, Towable Light Tower
CM02-21 CM21BD14 MLT5060KV, Vertical Mast, 6kW, Kubota Engine - Electric Winch, Towable Light Tower
CM02-21 CM21BD15 MTT15, Combination Light Tower, Generator, Water Trailer, 13kW Single Phase
CM02-21 CM21BD16 MTT20IF4, Combination Light Tower, Generator, Water Trailer, 19kW Single Phase
CM02-21 CM21BD17 MWT500 500 Gallon Water Trailer with 2" Water Pump

CM02-21 CM21BE01 LTN6L-0620117, Compact Light Tower - 4-lamps, Lombardini diesel engine

CM02-21 CM21BE02 LTN6K-062734, Compact Light Tower - 4-lamps, Kubota diesel engine

CM02-21 CM21BE03 LTN6C-0620118, Compact Light Tower - 4-lamps, Caterpillar diesel engine

CM02-21 CM21BE04 LTN6KV-5200002722, Compact Light Tower - 4-lamps, Kubota diesel eng, Vertical Mast

CM02-21 CM21BE05 LTN8KV5200002727, Compact Light Tower - 4-lamps, Kubota diesel eng, Vertical Mast

CM02-21 CM21BE06 LTN6C-P-0620298, Compact Light Tower - 4-lamps, Caterpillar diesel eng. & power winch

CM02-21 CM21BE07 LTW6K-0620372, Wide Body, 6 kW Light Tower - 4-lamps, Kubota diesel engine

D. Magnum Products

E. Wacker

B. Baldor

C. Doosan

C. Sullair

D. MMD Airman Air Compressors

B. Light Towers

F. Sullivan Palatek

Page 2 of 28



CM02-21 CM21BE08 LTW8K-0620374, Wide Body, 8 kW Light Tower - 4-lamps, Kubota diesel engine

CM02-21 CM21BE09 LTW20Z-0620375, Wide Body, 20 kW Light Tower - 4-lamps, Kubota diesel engine

CM02-21 CM21BE10 LTW6KV-5200012864, Wide Body, 6 kW Light Tower - 4-lamps, Kubota diesel eng Vertical Mast

CM02-21 CM21BE11 LTW8KV-5200012865, Wide Body, 8 kW Light Tower - 4-lamps, Kubota diesel eng Vetical Mast

CM02-21 CM21BE12 LTW20Z-1-5200012866, Wide Body, 20 kW Light Tower - 4-lamps, Kubota diesel eng Vertical Mast

CM02-21 CM21BG01 Model RL 4 Portable Light Tower, 6 kW output, Kubota diesel, 30 gallon fuel capacity, 4,000 Watts metal 
halide lights round, 5-7 acre coverage  

CM02-21 CM21BG02 Model AL 4 Heavy-duty  Portable Light Tower, 6 kW output, Kubota diesel, 30 gallon fuel capacity, 4,000 
Watts metal halide lights, cast aluminium horizontal mounted, 7 ½ acre coverage, 3,500 lbs heavy-duty axle 
rating  

CM02-21 CM21BG03 Model RL4 LED GAS portable light tower, Champion 196cc Gasoline engine,, LED modiles 4x230w, Generator 
3.5 kW Inverter, fuel capacity 17.5 gal provide up to 80 hours run time

CM02-21 CM21BG04 Model AL 5 Internal Storage Portable Light Tower, 8 kW output, Kubota diesel, 30 gallon fuel capacity, 4,000 
Watts metal halide lights, 7½ acre coverage, 3,500 lbs Heavy-duty axle

CM02-21 CM21BG05 Model AL5HT, features a hydraulic articulating tower with the option for up to 8,000 Watts of light, 4,000 
Watts of light from 4 x 1000 Watt metal halide lamps, Reliable Kubota engine and 8kW generator, Up to 20kW 
generator option with plenty of extra power to run additional tools and equipment, Rotating and articulated 
hydraulic mast reaches out to the front, back and sides for additional flexibility

CM02-21 CM21BH01 MLTDA7, Modular Light Tower, Generator, 7kW output, diesel engine, 30 gallon fuel capacity, 4,000 Watts 
metal-halide,5-7 acre coverage.

CM02-21 CM21BH02 MLTSDW7, Modular Light Tower,Generator/Welder, 7kW output, 225 Welder amp, diesel engine, 30 gallon 
fuel capacity, 4,000 Watts metal-halide,5-7 acre coverage.

CM02-21 CM21BH03 MLTCAM TRAILER ASM MLT CAMERA MOUNT
CM02-21 CM21BH04 MLT Light Tower Modular less power source
CM02-21 CM21BH05 MLTDA72 Modular Light Tower w/ DA7000SSA2 Genset
CM02-21 CM21BH06 GB3LED Light Ballon Tripod LED 300W
CM02-21 CM21BH07 GB3LEDB  Light ballon ONLY LED
CM02-21 CM21BH08 GB3LEDC Light Ballon 4-whl cart LED 300W
CM02-21 CM21BH09 GBLED Light Ballon LED 800W/w Pentapod
CM02-21 CM21BH10 GBLEDB Light Ballon LED800W lamp only
CM02-21 CM21BH11 GBC8LED Light Ballon 4-whl cart LED 800W
CM02-21 CM21BH12 GBC Light Balloon 4-whl Cart 1KW E-ballast
CM02-21 CM21BH13 GBP Light Balloon Lamp ONLY 1KW E-ballast
CM02-21 CM21BH14 GBS Light Balloon EquipMount 1KW E-ballast
CM02-21 CM21BH15 GBW Light Balloon Penta Stand 1KW E-ballast
CM02-21 CM21BH16 GB12BP Light Balloon Lamp ONLY 400W E-Ballas
CM02-21 CM21BH17 GB12BS Light Balloon Off Set Pole 400 W Light
CM02-21 CM21BH18 GB12BW Light Balloon Tripod 400 Watt Light
CM02-21 CM21BH19 GB2000 Light Balloon for Light Towers 2000W
CM02-21 CM21BH20 GB43SC Light Balloon 4-Spot 400W ea 4-whl cart

CM02-21 CM21BH21 GB43LED Light Balloon 4-Spot 300W LED 4-whl Cart
CM02-21 CM21BH22 GB4000 Light Balloon 4000W for Light Towers

CM02-21 CM21BI01 HiLight V4S, Halogen, Manual Vertical Mast, Portable Light Tower, 43,055 ft coverage, 6.8KW output, Kubota 
Diesel Engine, 50hr run time per tank

CM02-21 CM21BI02 HiLight V4W, Halogen, Manual Vertical Mast, Portable Light Tower, 43,055 ft coverage, 8KW output, Kubota 
Diesel Engine, 160hr run time per tank

CM02-21 CM21BI03 HiLight V5+ S, LED, Manual Vertical Mast, Portablel Light Tower, 53,819 ft. coverage, 3KW output, Kubota 
Diesel Engine, 150hr run time per tank

CM02-21 CM21BI04 HiLight V5+ S, LED,Electric Winch, Portable Light Tower, 53,819 ft. coverage, 3KW output, Kubota Diesel 
Engine, 150hr run time per tank

I. Atlas Copco

G. Terex

H. Multiquip
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CM02-21 CM21BI05 HiLight V5+ S, LED, Electric Winch + Photo Cell, Portable Light Tower, 53,819 ft. coverage, 3KW output, 
Kubota Diesel Engine, 150hr run time per tank

CM02-21 CM21BI06 HiLight B5+ LED, Smart Vertical Mast, Portable

CM02-21 CM21BI07 HiLight E3+ US  LED, Manual Vertical Mast, Portable

CM02-21 CM21CA01 GS-1530, 21ft Working Height, 600 lbs Lift Capacity, Electric Scissor Lift 

CM02-21 CM21CA02 GS-1930, 25 ft Working Height, 500 lbs Lift Capacity, Electric Scissor Lift

CM02-21 CM21CA03 GS-2032, 26 ft Working Height, 800 lbs Lift Capacity, Electric Scissor Lift

CM02-21 CM21CA04 GS-2632, 32 ft Working Height, 500 lbs Lift Capacity, Electric Scissor Lift 

CM02-21 CM21CA05 GS-3232, 38 ft Working Height, 500 lbs Lift Capacity, Electric Scissor Lift 

CM02-21 CM21CA06 GS-2046, 26 ft Working Height, 1,200 lbs Lift Capacity, Electric Scissor Lift 

CM02-21 CM21CA07 GS-2646, 32 ft Working Height, 1,000 lbs Lift Capacity, Electric Scissor Lift

CM02-21 CM21CA08 GS 2646 AV, 32 ft 6 in Working Height, 900 lbs Lift Capacity.

CM02-21 CM21CA09 GS-3246, 38 ft Working Height, 700 lbs Lift Capacity, Electric Scissor Lift

CM02-21 CM21CA10 GS 2669 DC, 32 ft Working Height, 1500 lbs Lifting Capacity, Electric Scissor Lift

CM02-21 CM21CA11 GS 2669 RT, Rough Terrain Scissor Lift, 32 ft Working Height, 1500 lbs Lift Capacity, GAS

CM02-21 CM21CA12 GS 3369 DC, 39 ft Working Height, 1000 lbs Lifting Capacity, Electric Scissor Lift

CM02-21 CM21CA13 GS 3369 RT, Rough Terrain Scissor Lift, 39 ft Working Height, 1000 lbs. Lift Capacity, GAS

CM02-21 CM21CA14 GS 4047 DC, 45 ft Working Height, 550 lbs Lifting Capacity, Electric Scissor Lift

CM02-21 CM21CA15 GS 4069 DC, 46 ft Working Height, 800 lbs Lifting Capacity, Electric Scissor Lift

CM02-21 CM21CA16 GS 4069 RT, Rough Terrain Scissor Lift, 46 ft working height, 800 lbs lift capacity, GAS

CM02-21 CM21CA17 GS-3384 RT, 39 ft Working Height, 2,500 lbs Lift Capacity, Rough Terrain Scissor Lift 

CM02-21 CM21CA18 GS-3390 RT, 39 ft Working Height, 2,500 lbs Lift Capacity, Rough Terrain Scissor Lift, oscillating axle

CM02-21 CM21CA19 GS-4390 RT, 49 ft Working Height, 1,500 lbs Lift Capacity, Rough Terrain Scissor Lift

CM02-21 CM21CA20 GS-5390 RT, 59 ft Working Height, 1,500 lbs Lift Capacity,  Rough Terrain Scissor Lift, automatic leveling 
hydraulic outriggers

CM02-21 CM21CA21 AWP-20S AC, 26 ft 1 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA22 AWP-25S AC, 30 ft 10 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA23 AWP-30S AC, 35 ft 6 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA24 AWP-36S AC (tilt-back frame included), 42 ft 5 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA25 AWP-40S AC (tilt-back frame included), 46 ft 4 in Working Height, 300 lbs Lift Capacity

CM02-21 CM21CA26 IWP-20S AC, Standard Base, 26 ft 6 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA27 IWP-25S AC, Standard Base, 30 ft 5 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA28 IWP-30S AC Wide Base, 35 ft 6 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA29 DPL-25S AC, 31 ft 4 in Working Height, 750 lbs Lift Capacity

CM02-21 CM21CA30 DPL-30S AC, 36 ft Working Height, 750 lbs Lift Capacity

CM02-21 CM21CA31 DPL-35S AC, 40 ft 10 in Working Height, 600 lbs Lift Capacity

CM02-21 CM21CA32 GR-12, 17 ft 5 in Working Height, 500 lbs Lift Capacity

CM02-21 CM21CA33 GR-15, 20 ft 8 in Working Height, 500 lbs Lift Capacity

CM02-21 CM21CA34 GR-20, 25 ft 11 in Working Height, 350 lbs Lift Capacity

CM02-21 CM21CA35 GRC-12, Run about Contractor, 18 ft working height, 500 lbs. lift capacity

CM02-21 CM21CA36 QS-12, Quick Stock, Working Height 17 ft 5 in, 500 lbs Lift Cpacity

CM02-21 CM21CA37 QS-15, Quick Stock, Working Height 20 ft 8 in, 500 Lift Capacity

CM02-21 CM21CA38 QS-20, Quick Stock, Working Height 25 ft 11 in, 350 Lift Capacity

CM02-21 CM21CA39 GR-26 J, Run About with Jib, 31 ft Working Height, 500 lbs Lift Capacity

CM02-21 CM21CB01 1930ES,  19' Platform Height, Electric Pro-Fit Scissor Lift - 500# Capacity

CM02-21 CM21CB02 1932E2, 19' Compact Electric Scissor Lift

CM02-21 CM21CB03 2030ES,  20' Platform Height, Electric Pro-Fit Scissor Lift - 800# Capacity

CM02-21 CM21CB04 2032E2, 20' Compact Electric Scissor Lift

CM02-21 CM21CB05 2630ES,  26' Platform Height, Electric Pro-Fit Scissor Lift - 500# / 800# Capacity

CM02-21 CM21CB06 2646ES,  26' Platform Height, Electric Pro-Fit Scissor Lift - 1000# Capacity

CM02-21 CM21CB07 3246ES,  32' Platform Height, Electric Pro-Fit Scissor Lift - 700# /1000# Capacity

CM02-21 CM21CB08 3369LE,  33' Platform Height, Electric Le Series Scissor Lift - 1000# Capacity

CM02-21 CM21CB09 4069LE,  40' Platform Height, Electric Le Series Scissor Lift - 800# Capacity

CM02-21 CM21CB10 260MRT, 26' Platform Height Rough Terrain Scissor Lift, Diesel (4WD)

CM02-21 CM21CB11 3394RT, 33' Platform Height Rough Terrain Scissor Lift, Diesel  (2WD)

CM02-21 CM21CB12 4394RTS, 43' Platform Height Rough Terrain Scissor Lift, Diesel (4WD)

CM02-21 CM21CB13 500RTS, 50' High Reach Rough Terrain Scissor Lift

A.Genie Industries

B. JLG

C. Scissor / Personnel & Self-Propelled Vertical Lifts
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CM02-21 CM21CC01 Model AMV-36 Self-Propelled Vertical Lift, 20'-24' Platform Height, 4'-6" Reach

CM02-21 CM21CC02 Model VAL15/28-H Self-Propelled Vertical Lift, 15'-5" Platform Height, 4'-1" Reach

CM02-21 CM21CC03 Model RAL Self-Propelled Vertical Lift, 25'-36' Platform Height, 8'-7" Reach

CM02-21 CM21CC04 Model AMR-40 Self-Propelled Vertical Lift, 22'-4" Platform Height, 8'-7" Reach

CM02-21 CM21CC05 Model MCL-36 Self-Propelled Vertical Lift, 19'-30' Platform Height, 10-9" Reach

CM02-21 CM21CC06 Model LAL Self-Propelled Vertical Lift, 34'-65' Platform Height, 15'-22' Reach

CM02-21 CM21CD01 SJlll-3215, 15' Platform Height, Compact Scissor Lift - 600# Capacity, Electric

CM02-21 CM21CD02 SJlll-3219, 19' Platform Height, Compact Scissor Lift - 550# Capacity, Electric

CM02-21 CM21CD03 SJ111-4832, 32' Platform Electric Scissor Lift

CM02-21 CM21CD04 SJ 3220, 20' Platform Height, Conventional Scissor Lift - 900# Capacity, Electric

CM02-21 CM21CD05 SJ 3226, 26' Platform Height, Conventional Scissor Lift - 500# Capacity, Electric

CM02-21 CM21CD06 SJ 4620, 20' Platform Height, Conventional Scissor Lift - 1300# Capacity, Electric

CM02-21 CM21CD07 SJ 4626, 26' Platform Height, Conventional Scissor Lift - 1000# Capacity, Electric

CM02-21 CM21CD08 SJ 4632, 32' Platform Height, Conventional Scissor Lift - 700# Capacity, Electric

CM02-21 CM21CD09 SJ 6826, 26' Platform Height, Conventional Scissor Lift - 120# Capacity, Electric

CM02-21 CM21CD10 SJ 6832, 32' Platform Height, Conventional Scissor Lift - 850# Capacity, Electric

CM02-21 CM21CD11 SJ 6826 RT, 26' Platform Height, Compact rough Terrain Scissor Lift - 1250 # Capacity, Gas

CM02-21 CM21CD12 SJ 6832 RT, 32' Platform Height, Compact Rough Terrain Scissor Lift - 1000 # Capacity, Gas

CM02-21 CM21CD13 SJ 7127 RT, 27' Platform Height, Mid-Size Rough Terrain Scissor Lift - 1500# Capacity, Gas

CM02-21 CM21CD14 SJ 7135 RT, 35' Platform Height, Mid-Size Rough Terrain Scissor Lift - 1000# Capacity, Gas

CM02-21 CM21CD15 SJ 8243 RT, 43' Platform Height, Mid-Size Rough Terrain Scissor Lift - 1000# Capacity, Gas

CM02-21 CM21CD16 SJ 8850 RT, 50' Platform Height, Mid-Size Rough Terrain Scissor Lift - 800# Capacity, Gas

CM02-21 CM21CD17 SJ 8831 RT, 31' Platform Height, Full-Size Rough Terrain Scissor Lift - 2500# Capacity, Gas

CM02-21 CM21CD18 SJ 8841 RT, 41' Platform Height, Full-Size Rough Terrain Scissor Lift - 1500# Capacity, Gas

CM02-21 CM21CD19 SJ 9250 RT, 50' Platform Height, Full-Size Rough Terrain Scissor Lift - 2000# Capacity, Gas

CM02-21 CM21CE01 1930E Optimum 18' 11" Electric Scissor Lift
CM02-21 CM21CE02 2032E Compact 20' 3" Electric Scissor Lift
CM02-21 CM21CE03 2632E Compact 26' 3" Electric Scissor Lift
CM02-21 CM21CE04 2747E Compact 26' 9" Electric Scissor Lift
CM02-21 CM21CE05 3347E Compact 32' 10" Electric Scissor Lift
CM02-21 CM21CE06 Compact 2668 RT Rough Terrain 26' 11" Scissor Lift
CM02-21 CM21CE07 Compact 3368 RT Rough Terrain 33' 4" Scissor Lift
CM02-21 CM21CE08 HS 3388 RT Rough Terrain 32' 10" Scissor Lift
CM02-21 CM21CE09 HS4388 RT Rough Terrain 42' 8" Scissor Lift
CM02-21 CM21CE10 HS 5388 RT Rough Terrain 52' 6" Scissor Lift
CM02-21 CM21CE11 XLT C.A.T. 23 - DC  Manual Vertical Lift 23' 7" Platform Height
CM02-21 CM21CE12 XLT C.A.T. 23 - AC Manual Vertical Lift 23' 7" Platform Height
CM02-21 CM21CE13 Quick Up 15 Personnel Vertical Lift 14' 9" Platform Height
CM02-21 CM21CE14 Quick Up 20 Personnel Vertical Lift 19' 4" Platform Height
CM02-21 CM21CE15 Quick Up 24 Personnel Vertical Lift 23' 11" Platform Height
CM02-21 CM21CE16 Quick Up 29 Personnel Vertical Lift 28' 7" Platform Height
CM02-21 CM21CE17 Quick Up 33 Personnel Vertical Lift 32' 10" Platform Height
CM02-21 CM21CE18 Quick Up 35 Personnel Vertical Lift 35' 5" Platform Height
CM02-21 CM21CE19 Quick Up 40 Personnel Vertical Lift 39' 1" Platform Height
CM02-21 CM21CE20 HM13 - Star 13 - 13' 1" Self-Propelled Vertical Lift
CM02-21 CM21CE21 HM22J - Star 22 - 20' 4" Self-Propelled Vertical Lift
CM02-21 CM21CE22 HM26J - Star 26 - 26' 3" Self-Propelled Vertical Lift

CM02-21 CM21DA01 TZ-34/20, Trailer Mounted Z Boom, 40' Working Height, 18'-4" Horizontal Reach, 500 lbs Lift Capacity

CM02-21 CM21DA02 TZ-50 DC, Trailer Mounted Z Boom, 55'-6" Working Height, 29'-2" Horizontal Reach, 500 lbs Lift Capacity

CM02-21 CM21DA03 S-40, 2WD, Telescopic Boom Lift, 46' Working Height, 31'- 8" Horizontal Reach, 500 lbs Lift Capacity

CM02-21 CM21DA04 S-40 XC- 4WD, Telescopic S-Boom,  Working Height,  Horizontal Reach, Lift Capacity

CM02-21 CM21DA05 S45 XC- 4WD, Telescopic S-Boom,  Working Height,  Horizontal Reach, Lift Capacity

C. Lift-A-Loft

D. Skyjack

E. Haulotte Group

D.  Telescopic / Articulating Boom Lifts
A. Genie Industries
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CM02-21 CM21DA06 S-45, With Jib, 2WD Telescopic Boom Lift, 51' Working Height, 36'- 8" Horizontal Reach, 500 lbs Lift 
Capacity

CM02-21 CM21DA07 S-60XC - 4WD, Telescopic Boom Lift, 66' Working Height, 50'-10" Horizontal Reach, 

CM02-21 CM21DA08 S-65XC - 4WD, Telescopic Boom Lift,  Working Height, Horizontal Reach, 

CM02-21 CM21DA09 S-80 XC, 4WD, Telescopic Boom Lift,  Working Height,  Horizontal Reach.

CM02-21 CM21DA10 S-85 XC, 4WD, Telescopic Boom Lift, Working Height,  Horizontal Reach.

CM02-21 CM21DA11 SX-105 XC 4WD, 4WS  Telescopic Boom Lift,  Working Height,  Horizontal Reach.

CM02-21 CM21DA12 SX-125 XC 4WD, 4WS Telescopic Boom Lift,  Working Height,  Horizontal Reach.

CM02-21 CM21DA13 SX-135 XC 4WD, 4WS Telescopic Boom Lift,  Working Height,  Horizontal Reach.

CM02-21 CM21DA14 SX-150 Telescopic Boom Lift,  158 ft Working Height, 80 ft Horizonatl Reach

CM02-21 CM21DA15 SX 180, Telescopic Boom Lift, 186' Working Height, 80' Horizontal Reach

CM02-21 CM21DA16 Z-30/20N with Jib, Articulating Z Boom Lift, 36' Working Height, 21-5" Horizontal Reach.

CM02-21 CM21DA17 Z-33/18, Articulating Z Boom Lift, 38' Working Height, 18ft 3in Horizontal Reach.

CM02-21 CM21DA18 Z-34/22 Articulating Z Boom Lift, Electric, 68" wide, with industrial air-filled tires,40'-6" Working Height, 22'-
3" Horizontal Reach.

CM02-21 CM21DA19 Z-34/22N Articulating Boom Lift, Electric, 58" wide, with solid rubber non-marking tires, 40'-6" Working 
Height 22'-3" Horizontal Reach

CM02-21 CM21DA20 Z34/22 IC, Articulating Z Boom Lift, Diesel Enging, 40 ft 6 in Working Height, 22 ft 3 in Horizontal Reach, 14 
ft 11 in Up & Over

CM02-21 CM21DA21 Z-40/23N with Jib, Articulating Z Boom Lift, 46'-5" Working Height, 22'-8" Horizontal Reach

CM02-21 CM21DA22 Z-45/25 DC, Articulating Z Boom Lift, 51'-6" Working Height, 25' Horizontal Reach

CM02-21 CM21DA23 Z45 XC with jib - 4WD

CM02-21 CM21DA24 Z-60/37 DC, Articulating Z Boom Lift, Working Hieght 65'-7", Horizontal Reach 36'-7"

CM02-21 CM21DA25 Z-60/37 EF, Fuel Electric Hybrid, Articulating Z Boom, Working Height 65'-7"

CM02-21 CM21DA26 Z62/40 , Articulating Z Boom Lift, 67'-11" Working Height, 40"-11" Horizontal Reach

CM02-21 CM21DA27 Z-80/60 with Jib, 2WD, Articulating Z Boom Lift, 84' Working Height, 60' Horizontal Reach.

CM02-21 CM21DA28 Z-135/70, 4WD with 4 wheel steering, Articulating Z Boom Lift, 141' Working Height, 69'-9" Horizontal 
Reach.

CM02-21 CM21DB01 Model E300AJ, Electric Articulating Boom Lift, 30' Platform Height, 500# Capacity.

CM02-21 CM21DB02 Model E400A, Electric Telescopic Boom Lift, 40' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB03 Model E400A (Narrow), Electric Telescopic Boom Lift, 40' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB04 Model M400A, Electric Telescopic Boom Lift, 40' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB05 Model M400A (Narrow), Electric Telescopic Boom Lift, 40' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB06 Model 600S, Telescopic Boom Lift, 60' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB07 Model 800S, Telescopic Boom Lift, 80' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB08 Model E450A, Electric Articulating Boom Lift, 45' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB09 Model M450A, Electric Articulating Boom Lift, 45' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB10 Model 450 Series II, Articulating Boom Lift, 2WD Diesel, 45' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB11 Model 450 Series II, Articulating Boom Lift, 4WD Diesel, 45' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB12 Model 600A, Articulating Boom Lift, 2WD Diesel, 60' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB13 Model 600A, Articulating Boom Lift, 4WD Diesel, 60' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB14 Model 740AJ, Fall Arrest Aerial Device, 74' Platform Height, 500# Capacity.

CM02-21 CM21DB15 Model 800A, Articulating Boom Lift, 80' Platform Height, 500 lb. Capacity.

CM02-21 CM21DB16 Model 1250AJP, Ultra Series Articulated Boom, 4WD Diesel, 125' Platform Height, 500/1000# Capacity

CM02-21 CM21DB17 Model 10-VP Self-Propelled Vertical Lift, 10'-6" Platform Height

CM02-21 CM21DB18 Model 15-VP Self-Propelled Vertical Lift, 15' Platform Height

CM02-21 CM21DB19 Model 10-VPSP Self-Propelled Vertical Lift, 15'-4" Platform Height

CM02-21 CM21DB20 Model 20-VP Self-Propelled Vertical Lift, 19'-9" Platform Height

CM02-21 CM21DB21 Model 20-DVL Self-Propelled Vertical Lift, 19'-6" Platform Height

CM02-21 CM21DB22 Model 15-DVSP Self-Propelled Vertical Lift, 15' Platform Height

CM02-21 CM21DB23 Model 15-DVL Self-Propelled Vertical Lift, 15' Platform Height

CM02-21 CM21DC01 HA33 JE - 32' 10" Electric Articulating Boom Lift

CM02-21 CM21DC02 HA43 JE - 42' 8" Electric Articulating Boom Lift
CM02-21 CM21DC03 HA 46 JRT Rough Terrain45' 11" Articulating Boom Lift
CM02-21 CM21DC04 HA51 JRT Rough Terrain 50' 2" Articulating Boom Lift
CM02-21 CM21DC05 HA61 JRT Rough Terrain 61' 2" Articulating Boom Lift
CM02-21 CM21DC06 HA80 JRT Rough Terrain 77' 5" Articulating Boom Lift
CM02-21 CM21DC07 HA100 JRT Rough Terrain 97' 9" Articulating Boom Lift

B. JLG

C. Haulotte/Bil-Jax Group
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CM02-21 CM21DC08 HA130 JRT Rough Terrain 129' 7" Articulating Boom Lift
CM02-21 CM21DC09 HB 40 4WD 39' 4" Telescopic Boom Lift
CM02-21 CM21DC10 HB44J 4WD 44' 1" Telescopic Boom Lift
CM02-21 CM21DC11 HB62 4WD 61' 8" Telescopic Boom Lift
CM02-21 CM21DC12 HB68J 4WD 67' 7" Telescopic Boom Lift
CM02-21 CM21DC13 HB76J 4WD 76' 5" Telescopic Boom Lift
CM02-21 CM21DC14 36XT - 37' 6" Self-Propelled Boom Lift
CM02-21 CM21DC15 45XA - 45' Self-Propelled Boom Lift
CM02-21 CM21DC16 2622T - 26' 6" Telescopic Towable Boom Lift
CM02-21 CM21DC17 3632T - 36' 5" Telescopic Towable Boom Lift
CM02-21 CM21DC18 4642T - 46' 4" Telescopic Towable Boom Lift
CM02-21 CM21DC19 3522A - 36' 2" Articulating Towable Boom Lift
CM02-21 CM21DC20 4527A - 45' 8" Articulating Towable Boom Lift
CM02-21 CM21DC21 5533A - 55' 3" Articulating Towable Boom Lift

CM02-21 CM21EA01 8M416, Trench Shield 8" Sidewalls, 4' H x 16' L, 16" pipe clearance, 5157 lbs., 3022 (lbs.) PSF Shield Capacity 
(Optional models available up to 10' H x 28' L, 76" pipe clearance, 16,563 lbs., 906 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA02 8H416, Trench Shield 8" Sidewalls, 4' H x 16' L, 16" pipe clearance, 5830 lbs., 4104 (lbs.) PSF Shield Capacity 
(Optional models available up to 10' H x 28' L, 76" pipe clearance, 19,403 lbs., 1258 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA03 8 DS Spreader Sets for use on 8M, 8H shields (8" Schedule 80 Pipe)

CM02-21 CM21EA04 6M416, Trench Shield 6" Sidewalls, 4' H x 16' L, 16" pipe clearance, 4575 lbs., 2164 (lbs.) PSF Shield Capacity 
(Optional models available up to 10' H x 28' L, 76" pipe clearance, 15,217 lbs., 649 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA05 6H416, Trench Shield 6" Sidewalls, 4' H x 16' L, 16" pipe clearance, 5255 lbs., 3025 (lbs.) PSF Shield Capacity 
(Optional models available up to 10' H x 28' L, 76" pipe clearance, 18,070 lbs., 912 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA06 8 DS Spreader Sets for use on 6M, 6H shields (8" Schedule 80 Pipe)

CM02-21 CM21EA07 4L46SW, Trench Shield 4" Sidewalls, 4' H x 6' L, 16" pipe clearance, 1573 lbs., 3319 (lbs.) PSF Shield 
Capacity (Optional models available up to 8' H x 16' L, 48" pipe clearance, 5616 lbs., 881 (lbs.) PSF Shield 
Capacity)

CM02-21 CM21EA08 4M412, Trench Shield 4" Sidewalls, 4' H x 12' L, 16" pipe clearance, 3265 lbs., 2522 (lbs.) PSF Shield Capacity 
(Optional models available up to 10' H x 24' L, 76" pipe clearance, 11,921 lbs., 563 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA09 8 DS Spreader Sets for use on 4L, 4M shields (8" Schedule 80 Pipe)

CM02-21 CM21EA10 3L46, Trench Shield 3" Sidewalls, 4' H x 6' L, 24" pipe clearance, 621 lbs., 1141 (lbs.) PSF Shield Capacity 
(Optional models available up to 8' H x 12' L, 24" pipe clearance, 2205 lbs., 256 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA11 3M46SW, Trench Shield 3" Sidewalls, 4' H x 6' L, 24" pipe clearance, 967 lbs., 2219 (lbs.) PSF Shield Capacity 
(Optional models available up to 8' H x 12' L, 51" pipe clearance, 3403 lbs., 423 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA12 3SQ Spreader Sets for use on 3L Series(Square Tubing)

CM02-21 CM21EA13 5 DS Spreader Sets for use on 3M Series(5" Schedule 80 Pipe)

CM02-21 CM21EA14 2AEX-66 Aluminum Trench Shield, 6' H x 6' L, 724 lbs. (Optional models available up to 8' H x 12' L, 1647 
lbs.)

CM02-21 CM21EA15 4AEX-68 Aluminum Trench Shield, 6' H x 8' L, 1438 lbs. (Optional models available up to 8' H x 16' L, 3197 
lbs.)

CM02-21 CM21EA16 MH8SW Manhole Shield, 8' H x 8' W x 8' L, 45" pipe clearance, 3565 lbs., 707 (lbs.) PSF Shield Capacity 
(Optional models available up to 4' H x 10' W x 10' L, 2500 lbs., 536 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA17 RMH Round Manhole Shield, 8.5' diameter, 4' H,  45" pipe clearance, 1097 lbs., 1920 (lbs.) PSF Shield 
Capacity (Optional models available up to 10' diameter, 8' H, 1936 lbs., 1862 (lbs.) PSF Shield Capacity)

CM02-21 CM21EA18 HS-5x5-2640 Aluminum Hydraulic Shield, 5' H x 5' L, 720 lbs., 29" - 43" Range (Optional models available up 
to 8' H x 12' L, 1903 lbs., 59" - 95" Range)

CM02-21 CM21EB01 4' H x 8' L Steel Trench Shield (Optional models available up to 4' H x 32' L)

CM02-21 CM21EB02 6' H x 6' L Steel Trench Shield (Optional models available up to 6' H x 32' L)

CM02-21 CM21EB03 8' H x 6' L Steel Trench Shield (Optional models available up to 8' H x 32" L)

CM02-21 CM21EB04 10' H x 10' L Steel Trench Shield (Optional Models available up to 10' H x 24' L)

CM02-21 CM21EB05 4' H x 8' L Aluminum Aps Shield (Optional 4' H x 12' L model available)

CM02-21 CM21EB06 5' H x 5' L Aluminum Aps Shield 

CM02-21 CM21EB07 6' H x 6' L Aluminum Aps Shield (Optional models available up to 6' H x 14' L)

E.  Trench Shoring Equipment
A. Improved Construction Methods

B. Speed Shore
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CM02-21 CM21EB08 8' H x 6' L Aluminum Aps Shield (Optional models available up to 8' H x 16' L)

CM02-21 CM21EB09 26" - 36" Static Spreader (Optional spreaders available up to 60" - 96")

CM02-21 CM21EB10 6' H x 6' L Aluminum Hydraulic Shield (Optional models available up to 6' H x 10' L)

CM02-21 CM21EB11 8' H x 8' L Aluminum Hydraulic Shield (Optional models available up to 8' H x 12' L)

CM02-21 CM21EB12 10' H x 10' L Aluminum Hydraulic Shield (Optional 10' H x 12' L model available)

CM02-21 CM21EB13 26" Hydraulic Spreader (Optional spreaders available up to 92")

CM02-21 CM21EB14 Round Mangaurd, 6' x 4' H (Option models available up to 10' x 8' H)

CM02-21 CM21EB15 V-1.5 - 27 Aluminum Vertical Single Shore (Optional models available up to V-1.5 - 88) 

CM02-21 CM21EB16 V-1.5 - 88/24 Aluminum Vertical Single Shore (Optional models available up to V-1.5 - 88/56) 

CM02-21 CM21EB17 V-3.5 - 27 Aluminum Vertical Shore, Double Cylinder (Optional models available up to V-3.5 - 88) 

CM02-21 CM21EB18 V-3.5 - 88/24 Aluminum Vertical Shore, Double Cylinder (Optional models available up to V-3.5 - 88/56) 

CM02-21 CM21EB19 V-5 - 27 Aluminum Vertical Shore, Double Cylinder (Optional models available up to V-5 - 88) 

CM02-21 CM21EB20 V-5 - 88/24 Aluminum Vertical Shore, Double Cylinder (Optional models available up to V-5 - 88/56) 

CM02-21 CM21EB21 V-7 - 27 Aluminum Vertical Shore, Double Cylinder (Optional models available up to V-7 - 88) 

CM02-21 CM21EB22 V-7 - 88/24 Aluminum Vertical Shore, Double Cylinder (Optional models available up to V-7 - 88/56) 

CM02-21 CM21FA01 Model GTP-50HX, 2" Trash Pump driven by Honda 5.5 Hp gasoline engine, Solids handling 1" 1,512.00$           

CM02-21 CM21FA02 Model GTP-80HX, 3" Trash Pump driven by Honda 8.0 Hp gasoline engine, Solids handling 1.5" 2,142.00$           
CM02-21 CM21FA03 Model GTP-100HX, 4" Trash Pump driven by Honda 11 Hp gasoline engine, Solids handling 2"

3,143.25$           

CM02-21 CM21FB01 Model 12D-GX160, 2" x 2" Heavy Duty Trash Pump, Double Grease Seal, Gasoline Engine, Passes a 1-3/16" 
Solid, Shut-Off Head is 116', 185 GPM Flow Rate

CM02-21 CM21FB02 Model 13D-GX270, 3" x 3" Heavy Duty Trash Pump, Double Grease Seal, Gasoline Engine, Passes a 1-1/2" 
Solid, Shut-Off Head is 102', 400 GPM Flow Rate

CM02-21 CM21FB03 Model T4A60S-4LE2T FT4 Isuzu, 4" x 4" Heavy Duty Trash Pump, Mechanical Oil Seal, Skid-Mounted Final 
Tier 4 Diesel Engine, Auto-Start Controls, Passes 3" Solid, Shut-Off Head 145', 810 GPM Max Flow Rate. 
Options Available: DOT Wheel-Kit and Eradicator® Solids Management System

CM02-21 CM21FB04 Model T4A60S-4LE2T FT4-ESP (Enclosed Silent Package) Isuzu, 4" x 4" Heavy Duty Trash Pump, 
Mechanical Oil Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes 3" Solid, Shut-Off 
Head 145', 810 GPM Max Flow Rate. Pump & Engine mounted on a full containment base with a "sound-
attenuated" aluminum enclosure. Options Available: DOT Wheel-Kit and Eradicator® Solids Management 
System

CM02-21 CM21FB05 Model T6A60S-4LE2X FT4 Isuzu, 6" x 6" Heavy Duty Trash Pump, Mechanical Oil Seal, Skid-Mounted Final 
Tier 4 Diesel Engine, Auto-Start Controls, Passes 3" Solid, Shut-Off Head 152', 1650 GPM Flow Rate.  Options 
Available: DOT Wheel-Kit and Eradicator® Solids Management System

CM02-21 CM21FB06 Model T6A60S-4045T FT4 John Deere, 6" x 6" Heavy Duty Trash Pump, Mechanical Oil Seal, Skid-Mounted 
Final Tier 4 Diesel Engine, Auto-Start Controls, Passes 3" Solid, Shut-Off Head 152', 1650 GPM Flow Rate.  
Options Available: DOT Wheel-Kit and Eradicator® Solids Management System

CM02-21 CM21FB07 Model T6A60S-4045T FT4-ESP (Enclosed Silent Package) John Deere, 6" x 6" Heavy Duty Trash Pump, 
Mechanical Oil Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes 3" Solid, Shut-Off 
Head 152', 1650 GPM Max Flow Rate. Pump & Engine mounted on a full containment base with a "sound-
attenuated" aluminum enclosure. Options Available: DOT Wheel-Kit and Eradicator® Solids Management 
System

CM02-21 CM21FB08 Model T6A60S-QSF2.8P FT 4 Cummins, 6" x 6" Heavy Duty Trash Pump, Mechanical Oil Seal, Skid-Mounted 
Final Tier 4 Diesel Engine, Auto-Start Controls, Passes 3" Solid, Shut-Off Head 152', 1650 GPM Max Flow 
Rate. Options Available: DOT Wheel-Kit and Eradicator® Solids Management System

CM02-21 CM21FC01 Model WT20X4K 2" Trash Pump driven by Honda 5.5 HP Gasonline Engine, Solids Handling 1"

CM02-21 CM21FC02 Model WT30X4K 3" Trash Pump driven by Honda 8.0 HP Gasonline Engine, Solids Handling 1.5"

CM02-21 CM21FC03 Model WT40X3K 4" Trash Pump driven by Honda 11 HP Gasonline Engine, Solids Handling 2"

CM02-21 CM21FD01 STV-50X 2" SEMI-TRASH, KOSHIN K180

CM02-21 CM21FD02 STH-50X 2" SEMI-TRASH, HONDA GX120

CM02-21 CM21FD03 STV-80X 3" SEMI-TRASH, KOSHIN K180

CM02-21 CM21FD04 STH-80X 3" SEMI-TRASH, HONDA GX160

CM02-21 CM21FD05 STH-100X 4" SEMI-TRASH, HONDA GX240

CM02-21 CM21FD06 KTH-50X 2" TRASH, HONDA GX160

F.  Portable "Self-Priming" Trash Pumps
A. Godwin

B. Gorman-Rupp

C. Honda

D. Koshin
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CM02-21 CM21FD07 KTH-80S 3" TRASH, HONDA GX270

CM02-21 CM21FD08 KTH-100S 4" TRASH, HONDA GX390

CM02-21 CM21FD09 KTH-150 6" TRASH, HONDA GX660

CM02-21 CM21FD10 KTD-150 6" TRASH, YANMAR 3TNM72 DIESEL

CM02-21 CM21FD11 SERH-50B 2" HIGH PRESSURE, HONDA GX160

CM02-21 CM21FD12 KDP-50X 2" DIAPHRAM, HONDA GX120

CM02-21 CM21FD13 KDP-80XW 3" DIAPHRAM, HONDA GX120

CM02-21 CM21FE01 Model PFP-20HPKHL-MR, Kohler 20hp at 3600 RPM, gasoline engine,  single stage centrifugal pump, one 1 
1/2" delivery outlet with 1/4-turn ball valve, one 2 1/2" suction inlet, flow 300 gpm 

CM02-21 CM21FE02 Model PFP-27HP-HV, Kohler 27hp at 3600 RPM, gasoline engine, single stage centrifugal pump, two 2 1/2" 
delivery outlet with 1/4- turn ball valve, one 4" suction inlet, flow 700 gpm.  

CM02-21 CM21FF01 Model PFP-21HP-DSL-MR, Kubota developing 21hp at 3600 RPM, diesel engine, single centrifugal pump, one 
1 1/2" delivery outlet, one 2 1/2" suction inlet, flow 300 gpm. 

CM02-21 CM21FG01 Model MTP4SZ 4"x4" Heavy Duty, Wet Prime Pump, 900 GPM Max, 150' TDH Max, 3" Solids Handling, 49 
HP Deutz TD 2.9 L4 Tier 4 Final Approved Diesel Engine, 110 Gal Fuel Tank, DOT Trailer Mounted

CM02-21 CM21FG02 Model MTP6SZ 6"x6" Heavy Duty, Wet Prime Pump, 1680 GPM Max, 170 TDH Max, 3" Solids Handling, 75 
HP Deutz TD 2.9 L4 Tier 4 Final Approved Diesel Engine, 113 Gal Fuel Tank, DOT Trailer Mounted

CM02-21 CM21FH01 QP2TH, Centrifugal Trash Pump, Honda Powered Engine, Passes a 1" Solid, Shut-Off Head is 98'', 211 GPM 
Flow Rate

CM02-21 CM21FH02 QP2TK Pump-Trash 2 Kubota OC60 Diesel

CM02-21 CM21FH03 QP3TH, Centrifugal Trash Pump, Honda Powered Engine, Passes a 1.5" Solid, Shut-Off Head is 95', 396 GPM 
Flow Rate

CM02-21 CM21FH04 QP3TI Pump-Trash 3 AUTO Honda iGXx270 w/Floats

CM02-21 CM21FH05 QP3THX Pump Trash 3 Silent Pipe Frame

CM02-21 CM21FH06 QP4TH, Centrifugal Trash Pump, Honda Powered Engine, Passes a 2" Solid, Shut-Off Head is 92', 555 GPM 
Flow Rate

CM02-21 CM21FH07 QP4TK Pump Trash 4 Kubota OC95 Diesel

CM02-21 CM21FH08 QP4TKT10 Pump Trash QP4TK Trailer 1.5 GAL

CM02-21 CM21FH09 QP4TKT16 Pump Trash QP4TK Trailer 16Gal

CM02-21 CM21FH10 QP4TKT28 Pump Trash QP4TK Trailer 28Gal

CM02-21 CM21FH11 MQ62TKS, Pump Trash 6 Kohler Skid 16Gal

CM02-21 CM21FH12 MQ62TKT, Pump Trash 6 Kohler Trailer 28Gal

CM02-21 CM21FH13 MQ600H, Pump Trash 6 HATZ 1600 GPM Skid

CM02-21 CM21FH14 QP2TZ, Centrifugal Trash Pump, Diesel Powered Engine, Passes a 1" Solid, Shut-Off Head is 95', 198 GPM 
Flow Rate

CM02-21 CM21FH15 QP3TZ, Centrifugal Trash Pump, Diesel Powered Engine, Passes a 1.5" Solid, Shut-Off Head is 90', 383 GPM 
Flow Rate

CM02-21 CM21FH16 QP4TZ, Centrifugal Diesel Powered Engine, Passes a 2" Solid, Shut-Off Head is 85', 526 GPM Flow Rate

CM02-21 CM21FH17 MQ62TDD, Centrifugal Trash Pump, Diesel Powered Engine, Passes a 2" Solid, Shut-Off Head is 100', 1,083 
GPM Flow Rate

CM02-21 CM21FH18 MQ600TD80, Centrifugal Trash Pump, Diesel Powered Engine, Passes a 3" Solid, Shut-Off Head is 150', 1,600 
GPM Flow Rate

CM02-21 CM21FH19 QP2H, 2" Centrifugal Pump w/Honda engine, 158 GPM Flow Rate

CM02-21 CM21FH20 QP303H, 3" Centrifugal Pump w/Honda engine, 245 GPM Flow Rate

CM02-21 CM21FH21 QP402H, 4" Centrifugal Pump w/Honda engine, 425 GPM Flow Rate

CM02-21 CM21FH22 QP205SH, 2" High Pressure Pump w/Honda engine, 106 GPM Flow Rate 

CM02-21 CM21FH23 QPT205SLT, 2" High Pressure Pump w/Honda engine, 126 GPM Flow Rate 

CM02-21 CM21FH24 QP305SLT, 3" High Pressure Pump w/Honda engine, 145 GPM Flow Rate 

CM02-21 CM21FH25 QPT405SLT, 4" High Pressure Pump w/Honda engine, 210 GP

CM02-21 CM21FH26 MQD2H, 2" Diaphragm Pump w/Honda engine, 50 GPM Flow Rate 

CM02-21 CM21FH27 MQD3H, 3" Diaphragm Pump w/Honda engine, 90 GPM Flow Rate 

E. Kohler

F. Kubota

G. Magnum Power Products

H. Multiquip

I. Pioneer

Page 9 of 28



CM02-21 CM21FI01 Model: GT4O95L72-TD2.9: 4"x4" Self Priming Pump, full trim DI impeller, Deutz TD2.9 engine, 58 HP, Auto-
Start Controls, DOT Open Trailer Configuration, 75 gallon fuel capacity, oil bath mechanical seal, Max Head = 
220', Max GPM = 1150. SKU# PPTPGT4-GL000

CM02-21 CM21FI02 Model: GT6O13L72-TD2.9: 6"x6" Self Priming Pump, 12.5" DI Impeller, Deutz TD2.9 engine, 58 HP, Auto-
Start Controls, DOT Open Trailer Configuration, 75 gallon fuel capacity, oil bath mechanical seal, Max Head = 
190', Max GPM = 1600. SKU# PPTPGT6-GL000

CM02-21 CM21FJ01 Model CET-Tohatsu V72, 42hp at 5000RPM, gasoline engine, single stage centrifugal pump., one 2 1/2" 
delivery outlet, one 3" suction inlet,flow 475 gpm

CM02-21 CM21FJ02 Model CET-Tohatsu V82, 55hp at 5000RPM, gasoline engine, single stage centrifugal pump., two 2 1/2" 
delivery outlet, one 4" suction inlet, flow 560 gpm.  

CM02-21 CM21FK01 Model PFP-26HP-DSL, Vanguard 26hp at 3600 RPM, diesel engine, two stage centrifugal pump, two 2 1/2" 
delivery outlets, one 4" suction inlet, flow 560gpm

CM02-21 CM21FK02 Model PFP-31HP-2D, Vanguard 31hp at 3600 RPM, gasoline engine, dual stage centrifugal pump, two 2 1/2" 
delivery outlet, one 4" suction inlet, 625 gpm. 

CM02-21 CM21FL01 Model PFP-46HPVW-2D, Volkswagen 46hp at 3600 RPM, gasoline engine, dual stage centrifugal pump, two 2 
1/2" delivery outlet, one 4" suction inlet, flow 670 gpm.  

CM02-21 CM21FM01 PT2-0009318, 2" Centrifugal Trash Pump w/Wacker engine

CM02-21 CM21FM02 PT2A-0009092, 2" Centrifugal Trash Pump w/Honda engine

CM02-21 CM21FM03 PT2H-0009094, 2" Centrifugal Trash Pump w/Hatz engine

CM02-21 CM21FM04 PT3-0009321, 3" Centrifugal Trash Pump w/WM 4-cycle engine

CM02-21 CM21FM05 PT3A-0009098, 3" Centrifugal Trash Pump w/Honda engine

CM02-21 CM21FM06 PT3H-0009100, 3" Centrifugal Trash Pump w/Hatz engine

CM02-21 CM21FM07 PT6LT-5200017430, 6" Centrifugal Trash Pump w/Lombardini diesel engine, Trailer Mounted

CM02-21 CM21FM08 PT6LS-5200014741, 6" Centrifugal Trash Pump w/Lombardini diesel engine, Skid Mounted

CM02-21 CM21FM09 PG2-0009496, 2" Centrifugal Dewatering Pump w/Wacker engine

CM02-21 CM21FM10 PG2A-0007658, 2" Centrifugal Dewatering Pump w/Honda engine

CM02-21 CM21FM11 PG3-0009498, 3" Centrifugal Dewatering Pump w/Wacker engine

CM02-21 CM21FM12 PG3A-0007659, 3" Centrifugal Dewatering Pump w/Honda engine

CM02-21 CM21FM13 PTS4V-0620971: 3" Centrifugal Trash Pump w/electric start & Briggs & Stratton Vanguard engine

CM02-21 CM21FN01 PKV110-PKV10100401 1" Centrifugal, Robin/Subaru Gasoline Engine

CM02-21 CM21FN02 PKX220-PKX22000350 2" Centrifugal, Robin/Subaru Gasoline Engine

CM02-21 CM21FN03 PKX320-PKX320-00350 3" Centrifugal, Robin/Subaru Gasoline Engine

CM02-21 CM21FN04 PKX401-PKX40100363 4" Centrifugal, Robin/Subaru Gasoline Engine

CM02-21 CM21FN05 PKX220ST-PKX220S0350 2" Semi-Trash, Robin/Subaru Gasoline Engine

CM02-21 CM21FN06 PKX320ST-PKX320S0350 3" Semi-Trash, Robin/Subaru Gasoline Engine

CM02-21 CM21FN07 PKX201H-PKX201H0353 2" High Pressure, Robin/Subaru Gasoline Engine

CM02-21 CM21FN08 PKX201T-PKX201T00373 2" Trash, Robin/Subaru Gasoline Engine

CM02-21 CM21FN09 PKX301T-PKX301T00373 3" Trash, Robin/Subaru Gasoline Engine

CM02-21 CM21FN10 PKX401T-PKX401T0350 4" Trash, Robin/Subaru Gasoline Engine

CM02-21 CM21FN11 PTX301D-PTX301D0101 3" Diaphragm, Robin/Subaru Gasoline Engine

CM02-21 CM21FO01 Mini-Striker LR Waterax pump lightweight high pressure pump
CM02-21 CM21FO02 Striker-2 Waterax pump 2 stage pump w/ 13 hp Honda engine vehicle mount
CM02-21 CM21FO03 Striker-2 Waterax pump 2 stage pump w/ 13 hp Honda engine portable pump
CM02-21 CM21FO04 Striker-3 Waterax pump 3 stage pump w/ 13 hp Honda engine vehicle mount
CM02-21 CM21FO05 Striker-3 Waterax pump3 stage pump w/ 13 hp Honda engine portable
CM02-21 CM21FO06 BB 4-18  hp B&S 4 Waterax stage pump with pressure up to 440 psi and 104 gpm base mount
CM02-21 CM21FO07 BB 4-18  hp B&S 4 Waterax stage pump with pressure up to 440 psi and 104 gpm portable
CM02-21 CM21FO08 BB 4-21  hp Honda Waterax 4 stage pump with pressure up to 440 psi and 106 gpm base mount
CM02-21 CM21FO09 BB 4-23 hp B&S 4 Waterax Stage pump with pressure up to 440 psi and 106 gpm base mount
CM02-21 CM21FO10 BB 4-23 hp B&S 4 Waterax Stage pump with pressure up to 440 psi and 106 gpm portable
CM02-21 CM21FO11 BB - 4 D902 3 cylinder Waterax Kabota fuel injected diseal up to 395 psi and 106 gpm
CM02-21 CM21FO12 B2X Mid Range fire pump 2 Waterax stage 18 hp B&S engine 300 gpm and 190 psi base mount
CM02-21 CM21FO13 B2X Mid Range fire pump 2 Waterax stage 18 hp B&S engine 300 gpm and 190 psi portable
CM02-21 CM21FO14 B2X Mid Range fire pump 2 Waterax stage 21 hp Honda engine 300 gpm and 200 psi base mount
CM02-21 CM21FO15 B2X Mid Range fire pump 2 Waterax stage 23 hp B&S engine 300 gpm and 190 psi base mount
CM02-21 CM21FO16 B2X Mid Range fire pump 2 Waterax stage 23 hp B&S engine 300 gpm and 190 psi portable

J. Tohatsu

K. Vanguard

L. Volkswagen

M. Wacker

N. Robin/Subaru

O. Waterax
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CM02-21 CM21FO17 B2X - D902  3 cyclinder Waterax Kabota fuel injected diesel up to 310 psi and 180 gpm
CM02-21 CM21FO18 Versax 6 hp Waterax twin impeller self priming pump portable
CM02-21 CM21FO19 Versax 6 hp Waterax twin impeller self priming pump vehicle mount
CM02-21 CM21FO20 Versax 9 hp Waterax twin impeller self priming pump portable
CM02-21 CM21FO21 Versax 9 hp Waterax twin impeller self priming pump vehicle mount
CM02-21 CM21FO22 MK3 - UMARK -3 HIGH PRESSURE  Waterax 4 -staghe F. pump including fuel line
CM02-21 CM21FO23 MK3 - UMARK -3 HIGH PRESSURE  Waterax 4 -staghe F. pump kit including fuel line & hand primer

CM02-21 CM21FP01 PAS100 HF, 4" Trailer Mounted Trash Pump, 1232 GPM Flow Rate, 167ft Max Head, 3" Solids Handling, Dry 
Prime, Deutz Diesel Engine

CM02-21 CM21FP02 PAS100 HF T4F KD, 4" Trailer Mounted Trash Pump, 1232 GPM Flow Rate, 167ft Max Head, 3" Solids 
Handling, Dry Prime,Kohler Diesel Engine

CM02-21 CM21FP03 PAS150 HF, 6" Trailer Mounted Trash Pump, 2290 GPM Flow Rate, 167ft Max Head, 3" Solids Handling,
Dry Prime, Deutz Diesel Engine

CM02-21 CM21FP04 PAS150 HF T4F KD, 6" Trailer Mounted Trash Pump, 2290 GPM Flow Rate, 167ft Max Head, 3" Solids 
Handling,
Dry Prime, Koher Diesel Engine

CM02-21 CM21FP05 PAS200 HF, 8" Trailer Mounted Trash Pump, 3655 GPM Flow Rate, 164ft Max Head, 3" Solids Handling, Dry 
Prime, Deutz Diesel Engine

CM02-21 CM21FP06 PAS200 HF T4F PD, 8" Trailer Mounted Trash Pump, 3655 GPM Flow Rate, 164ft Max Head, 3" Solids 
Handling, Dry Prime, Perkins Diesel Engine

CM02-21 CM21FP07 PAS100 HF, 4" Trailer Mounted Trash Pump, Sound  Attenuated, 1232 GPM Flow Rate, 167ft Max Head, 3" 
Solids Handling, Dry Prime, Deutz Diesel Engine

CM02-21 CM21FP08 PAS100 HFS T4F KD, 4" Trailer Mounted Trash Pump, Sound  Attenuated, 1232 GPM Flow Rate, 167ft Max 
Head, 3" Solids Handling, Dry Prime, Kubota Diesel Engine

CM02-21 CM21FP09 PAS150 HF, 6" Trailer Mounted Trash Pump, Sound  Attenuated, 2290 GPM Flow Rate, 167ft Max Head, 3" 
Solids Handling, Dry Prime, Deutz Diesel Engine

CM02-21 CM21FP10 PAS150 HFS T4F KD, 6" Trailer Mounted Trash Pump, Sound  Attenuated, 2290 GPM Flow Rate, 167ft Max 
Head, 3" Solids Handling, Dry Prime, Kubota Diesel Engine

CM02-21 CM21FP11 PAS200 HF, 8" Trailer Mounted Trash Pump, Sound  Attenuated, 3655 GPM Flow Rate, 164ft Max Head, 3" 
Solids Handling, Dry Prime, Deutz Diesel Engine

CM02-21 CM21FP12 PAS200 HFS T4F PD, 8" Trailer Mounted Trash Pump, Sound  Attenuated, 3655 GPM Flow Rate, 164ft Max 
Head, 3" Solids Handling, Dry Prime, Perkins Diesel Engine

CM02-21 CM21FP13 PAS 300 HFS, 12" Trailer Mounted Trash Pump, Sound  Attenuated 9510 GPM Flow rate, 233ft Max Head 
Solids Handling, Dry Prime

CM02-21 CM21FP14 PAS 300 MFS , 12" Trailer Mounted Trash Pump, 8500 GPM Flow rate, 170ft Max Head Solids Handling, Dry 
Prime

CM02-21 CM21FP15 PAS 300 HF 4F VD,  8" Trailer Mounted Trash Pump, 9510 GPM Flow rate, 285ft Max Head, 4" Solids 
Handling, Dry Prime

CM02-21 CM21FP16 PAC F1212 JD -  S 156HP   Trailer Mounted Trash Pump, 8500 GPM Flow rate,170 ft Max Head, 4" Solids 
Handling, Dry Prime ANSI 12"

CM02-21 CM21FP17 PAC H64  JD -  275HP   Trailer Mounted Trash Pump, 2050 GPM Flow rate,500 ft Max Head, 4" Solids 
Handling, Dry Prime ANSI 6x4"

CM02-21 CM21FP18 PAC H108 JD -  325 HP   Trailer Mounted Trash Pump, 64000 GPM Flow rate,360 ft Max Head, 4" Solids 
Handling, Dry Prime ANSI 10x8"

Q. AMT Pump
CM02-21 CM21FQ01

Model 1G4XHR-GX120, 1" x 1" Utility Pump, Buna mechanical seal, Portable, Lightweight, Solids handling 
and dirty water design.  Honda GX120 Gasoline Engine,  Shut-off head is 90', 75 GPM flow rate

CM02-21 CM21FQ02
Model 2S5XHR-GX160, 2" x 2" Self-Priming Trash Pump, cast aluminum housing, viton mechanical 
seal,Honda GX160 5HP Gasoline engine, passes a 1-1/4" solid, Shut-off head is 125', 230 GPM flow rate

CM02-21 CM21FQ03
Model 2S5XHR-GX200, 3" x 3" Self-Priming Trash Pump, cast aluminum housing, viton mechanical 
seal,Honda GX200 5HP Gasoline engine, passes a 1-1/4" solid, Shut-off head is 110', 290 GPM flow rate

CM02-21 CM21FQ04
Model 3S9XHR-GX270, 3" x 3" Self-Priming Trash Pump, cast aluminum housing, viton mechanical 
seal,Honda GX270 8HP Gasoline engine, passes a 2" solid, Shut-off head is 110', 370 GPM flow rate

CM02-21 CM21FQ05
Model 4S13XHR-GX390, 4" x 4" Self-Priming Trash Pump, cast aluminum housing, viton mechanical 
seal,Honda GX390 13HP Gasoline engine, passes a 2" solid, Shut-off head is 105', 530 GPM flow rate

CM02-21 CM21FQ06 Model 338G-96-GX120, 2" x 2" Self-Priming Diaphragm Pump, cast aluminum housing, Honda GX120 4HP 
Gasoline engine, passes a 1-5/8" solid, Shut-off head is 25', 50 GPM flow rate

CM02-21 CM21FQ07 Model 337H-96-GX160, 3" x 3" Self-Priming Diaphragm Pump, cast aluminum housing, Honda GX160 4HP 
Gasoline engine, passes a 1-5/8" solid, Shut-off head is 25', 88 GPM flow rate

P. Atlas Copco
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CM02-21 CM21GA01
Model 4GST, 4" x 4" Automatic-priming pump, 24.8HP Tier 4 Kubota V1505T4 diesel engine, Trailer Mounted 
with integral 108 gallon fuel tank,  passes 3" solid, maximum head 116', flow (gpm) 270-1,000

CM02-21 CM21GA02
Model 6GST, 6" x 6" Automatic-priming pump, 74HP Tier 4 Kubota V3800RI74T diesel engine, Trailer 
Mounted with integral 118 gallon fuel tank,  passes 3" solid, maximum head 202', flow (gpm) 600-2,200

CM02-21 CM21GA03
Model 8GST, 8" x 8" Automatic-priming pump, 114HP Tier 4 Kubota V3800TI114T4 diesel engine, Trailer 
Mounted with integral 118 gallon fuel tank,  passes 4" solid, maximum head 183', flow (gpm) 830-3,300

CM02-21 CM21GA04
Model 12GST, 12" x 12" Automatic-priming pump, 174HP Tier 4 CAT C4.4 diesel engine, Skid Mounted with 
integral 250 gallon fuel tank,  passes 4" solid, maximum head 135', flow (gpm) 1,900-5,900

CM02-21 CM21GA05
Model 14GST, 14" x 14"  Diaphragm-priming pump, 250HP Tier 4 CAT C7.1 diesel engine, Skid Mounted 
with integral 5 gallon test tank,  passes 4" solid, maximum head 138', flow (gpm) 2,500-8,100

CM02-21 CM21GA06
Model 18GST, 18" x 14" Diaphragm-priming pump, 250HP Tier 4 CAT C7.1 diesel engine, Skid Mounted with 
integral 5 gallon fuel tank,  passes 4-1/2" solid, maximum head 135', flow (gpm) 2,700-10,000

CM02-21 CM21GA07
Model 4GHT, 4" x 4" Automatic-priming pump, 65HP Tier 4 Kubota V2403TI65T4 diesel engine, Trailer 
Mounted with integral 108 gallon fuel tank,  passes 3" solid, maximum head 174', flow (gpm) 300-1,400

CM02-21 CM21GA08
Model 6GHT, 6" x 6" Automatic-priming pump, 114HP Tier 4 Kubota V3800TI114T4 diesel engine, Trailer 
Mounted with integral 118 gallon fuel tank,  passes 3" solid, maximum head 223', flow (gpm) 560-2,250

CM02-21 CM21GA09
Model 8GHT, 8" x 8" Automatic-priming pump, 173HP Tier 4 CAT C7.1 diesel engine, Trailer Mounted with 
integral 118 gallon fuel tank,  passes 4" solid, maximum head 261', flow (gpm) 1,000-3,500

CM02-21 CM21GA10
Model 12GHT, 12" x 12" Automatic-priming pump, 300HP Tier 4 CAT C7.1 diesel engine, Skid Mounted with 
integral 325 gallon fuel tank,  passes 4" solid, maximum head 169', flow (gpm) 2,200-7,800

CM02-21 CM21GA11
Model 18GHT, 18" x 14" Diaphragm-priming pump, 415HP Tier 4 CAT C9.3B  diesel engine, Skid Mounted 
with integral 5 gallon fuel tank,  passes 4-1/2" solid, maximum head 177', flow (gpm) 3,700-13,500

CM02-21 CM21GA12
Model 24GHT, 24" x 18" Diaphragm-priming pump, 600HP Tier 4 CAT C18 diesel engine, Skid Mounted with 
integral 5 gallon fuel tank,  passes 4-1/2" solid, maximum head 237', flow (gpm) 3,700-13,500

CM02-21 CM21GA13
Model 4GSH, 4" x 3" Automatic-priming pump, 114HP Tier 4 Kubota V3800TI114T4 diesel engine, Trailer 
Mounted with integral 118 gallon fuel tank,  passes 5/8" solid, maximum head 433', flow (gpm) 350-1,350

CM02-21 CM21GA14
Model 6GSH, 6" x 4" Automatic-priming pump, 173HP Tier 4  CAT C4.4  diesel engine, Trailer Mounted with 
integral 118 gallon fuel tank,  passes 7/8" solid, maximum head 412', flow (gpm) 500-2,100

CM02-21 CM21GA15
Model 8GSH, 8" x 6" Automatic-priming pump, 300HP Tier 4 CAT C7.1 diesel engine, Skid Mounted with 
integral 128 gallon fuel tank,  passes 1-3/8" solid, maximum head 411', flow (gpm) 750-3,750

CM02-21 CM21GA16
Model 12GSH, 12" x 8" Automatic-priming pump, 415HP Tier 4  CAT C9.3B diesel engine, Skid Mounted 
with integral 260 gallon fuel tank,  passes 1-1/2" solid, maximum head 340', flow (gpm) 2,000-6,750

CM02-21 CM21GA17
Model 6GHH, 6" x 4" Automatic-priming pump, 300HP Tier 4 CAT C7.1 diesel engine, Trailer Mounted with 
integral 128 gallon fuel tank,  passes 7/8" solid, maximum head 748', flow (gpm) 300-1,450

CM02-21 CM21GA18
Model 8GHH, 8" x 6" Automatic-priming pump, 415HP Tier 4 CAT C9.3B diesel engine, Skid Mounted with 
integral 253 gallon fuel tank,  passes 1-3/8" solid, maximum head 745', flow (gpm) 750-2,800

CM02-21 CM21GA19
Model 12GHH, 12" x 10" Automatic-priming pump, 600HP Tier 4 CAT C18 diesel engine, Skid Mounted with 
integral 5 gallon fuel tank,  passes 2-1/2" solid, maximum head 648', flow (gpm) 1,500-6,800

CM02-21 CM21GA20
Model 6GSR, 6" x 6" Rotary Lobe Wellpoint pump, 24.8HP Tier 4 Kubota V1505-E4B diesel engine, Trailer 
Mounted with integral 52 gallon fuel tank,  passes 2-1/2" solid, maximum head 50', maximum flow (gpm) 800

CM02-21 CM21GA21
Model 8GSR, 8" x 8" Rotary Lobe Wellpoint pump, 49HP Tier 4  Kubota D1803 diesel engine, Trailer Mounted 
with integral 115 gallon fuel tank,  passes 2-1/2" solid, maximum head 50', maximum flow (gpm) 1,600

G.  Portable "Priming-Assisted" Trash Pumps
A. Global Pump
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CM02-21 CM21GA22 Model 12GSR, 12" x 12" Rotary Lobe Wellpoint pump, 74HP Tier 4 Kubota V3800RI74T4 diesel engine, Skid 
Mounted with integral 120 gallon fuel tank,  passes 2-1/2" solid, maximum head 50', maximum flow (gpm) 
3,200

CM02-21 CM21GA23
Model 4GSC, 4" x 4" Centrifugal Wellpoint pump, 14HP Tier 4 Kubota D-902-E4B diesel engine, Trailer 
Mounted with integral 52 gallon fuel tank,  passes 5/8" solid, maximum head 102', maximum flow (gpm) 600

CM02-21 CM21GA24
Model 6GSC, 6" x 6" Centrifugal Wellpoint pump, 24.8HP Tier 4  Kubota V1505-E4B diesel engine, Trailer 
Mounted with integral 70 gallon fuel tank,  passes 3/4" solid, maximum head 108', maximum flow (gpm) 1,200

CM02-21 CM21GA25
Model 8GSC, 8" x 8" Centrifugal Wellpoint pump, 40HP Tier 4 Caterpillar C2.2T diesel engine, Trailer 
Mounted with integral 110 gallon fuel tank,  passes 7/8" solid, maximum head 108', maximum flow (gpm) 1,800

CM02-21 CM21GB01 Model CD140M, 4" x 4" Self-priming pump, John Deere 4045HFC04 diesel engine with Prime Guard Panel, 
Trailer Mounted; passes up to 3" solid, flow rates to 1240 USGPM

73,647.00$         

CM02-21 CM21GB02 Model CD 80M, 3" x 3" Self-priming pump, Yanmar 3TNV80FSDSA FT4 diesel engine, Trailer mounted, 
passes up to 1.6” solids; flow rates to 460 USGPM 29,871.75$         

CM02-21 CM21GB03 Model CD100S, 4" x 4" Self-priming pump, Yanmar 3TNV88C  FT4  diesel engine, with Prime Guard,  Trailer 
mounted, passes up to 1.8” solids; flow rates to 1010 USGPM 29,871.75$         

CM02-21 CM21GB04 Model CD103M, 4" x 4" Self-priming pump, Isuzu 4LE2T FT4 diesel engine, with Prime Guard, trailer  
mounted,  passes up to 3” solids; flow rates to 1020 USGPM

42,612.75$         

CM02-21 CM21GB05 Model CD150S, 6" x 6" Self-priming pump, Isuzu 4LE2X FT4  diesel engine, with Prime Guard,  Trailer 
mounted, passes up to 3” solids; flow rates to 2290 USGPM 45,257.25$         

CM02-21 CM21GB06 Model CD160M, 6" x 6" Self-priming pump,  John Deere 4045HFC04 FT4 diesel engine with Prime guard 
Panel, Skid Mounted; Trailer Mounted, passes up to 3” solids; flow rates to 1880 USGPM 

81,861.00$         

CM02-21 CM21GB07 Model CD225M, 8" x 8" Self-priming pump, John Deere 4045HFC04  FT4 diesel engine with Prime Guard 
panel, Trailer mounted, passes up 3” solids; flow rates to 3240 USGPM 

75,735.75$         

CM02-21 CM21GB08 Model CD250M, 10" x 10" Self-priming pump, John Deere 4045HFC04 FT4 diesel engine with Prime Guard 
panel, trailer mounted  passes up to 3” solids; flow rates to 3720 USGPM 

86,261.25$         

CM02-21 CM21GB09 Model DPC300, 12" x 12" Self-priming pump, John Deere 4045HFC04 FT diesel engine with Prime Guard 
panel, skid mounted;   oil lubricated mechanical seal, passes up to 3.7” solids;  flow rates to 4660 USGPM 107,385.75$       

CM02-21 CM21GB10 Model CD400M, 18" x 18" Self-priming pump, John Deere 6090HC09 FT4 diesel engine with Prime Guard 
panel, skid mounted, oil bath mechanical seal, passes  up to 5" solids, flow rates to 9770 USGPM 226,392.00$       

CM02-21 CM21GB11 Model CD500M, 24" x 18", Caterpillar C18-755HP Final Tier 4 diesel engine, with Prime Guard panel, skid 
mounted,  passes up to 3” solids, flow rates up to 16120 USGPM

359,415.00$       

CM02-21 CM21GB12 Model NC80, 4” x 3” pump, Yanmar 3TNV80FSDSA FT4 Diesel Engine, trailer mounted, passes up to   tank,  
flow rates to 520 USGPM

34,239.75$         

CM02-21 CM21GB13 Model NC100S, 4” x 4” pump, Yanmar 3TNV88C FT4 Diesel Engine, with Prime Guard, trailer mounted, flow 
rates up to 1070 USGPM

48,054.00$         

CM02-21 CM21GB14 Model NC150S, 6” x 6” pump, Isuzu 4LE2X FT4 Diesel Engine  with Prime Guard, trailer mounted 

54,626.25$         

CM02-21 CM21GB16 Model HL100M, 4"x 4", JCB TCAE-93 FT4 Diesel Engine with Prime Guard,  trailer mounted , flow rates to 
920 USGPM 

77,516.25$         

CM02-21 CM21GB17 Model HL150M, 6" x 6", Caterpillar C7.1 FT4 diesel engine, with Prime Guard, trailer mounted, flow rates up 
to 1650 USGPM  

126,051.75$       

CM02-21 CM21GB18 Model HL200M, 8" x 6", CAT C7.1 FT4 Diesel Engine  with Prime Guard, trailer mounted, flow rates to 2540 
USGPM

131,058.00$       

CM02-21 CM21GB19 Model HL225M, 10" x 8", John Deere 6090HC09 FT4 diesel engine, with Prime Guard, skid mounted, flow 
rates to 3660 USGPM

168,144.75$       

CM02-21 CM21GB20 Model HL250M, 12" x 10",   Caterpillar C15-FT4 Diesel Engine  with Prime Guard, skid mounted,  flow rates 
to 5390 USGPM

242,729.25$       

CM02-21 CM21GB21 Model HL110M, 4" x 4” John Deere 4045HFC04 FT4 diesel engine, with Prime Guard, skid mounted, flow 
rates up to 500 USGPM

121,265.25$       

CM02-21 CM21GB22 Model HL130M, 6" x 4" John Deere 6090HC94 FT4 diesel engine, with Prime Guard, skid mounted, flow rates 
to 1500 USGPM

179,066.25$       

CM02-21 CM21GB23 Model HL160M, 8" x 6", Caterpillar C15 FT4 Diesel Engine, with Prime Guard, skid mounted, flow rates to 
2140 USGPM

248,553.00$       

B. Godwin

C. Gorman-Rupp
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CM02-21 CM21GC01

Model PAV3B60C-3TNV80F FT4, 3" X 3" Heavy Duty Priming Assisted Trash Pump, Mechanical Oil Lube 
Seal, Skid-Mounted Final Tier 4 Yanmar Engine, Auto-Start Controls, Passes  3" Solid, Shut-Off Head 136', 
450 GPM Max Flow Rate. Options Available: Wheel-Kit.  

CM02-21 CM21GC02 Model PA4A60C-4LE2T FT4 Isuzu, 4" X 4" Heavy Duty Priming Assisted Trash Pump, Mechanical Oil-Lube 
Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head is 135', 
925 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC03 Model PA4A60C-4LE2T FT4-ESP (Enclosed Silent Pump) Isuzu, 4" X 4" Heavy Duty Priming Assisted Trash 
Pump, Mechanical Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" 
Solid, Shut-Off Head is 135', 925 GPM Flow Rate.  Pump & Engine mounted on a full containment base with a 
"sound-attenuated" aluminum enclosure. Options Available: DOT Wheel-Kit

CM02-21 CM21GC04

Model VPA4A60C-3CH1 FT4, 4" x 4" Heavy Duty Priming Assisted Trash Pump, Muchanical Oil Lube Seal, 
Skid mounted Final Tier 4 Isuzu Diesel Engine, Autostart Controls, Passes 3" solid, Shut off Head is 150', 850 
GPM Flow Rate, Options Acailable: DOT Wheel kit.

CM02-21 CM21GC05

Model PA6C60-4045T FT4 John Deere, 6" X 6" Heavy Duty Priming Assisted Trash Pump, Mechanical Oil-
Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head is 
158', 2300 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC06
Model PA6C60-4045T FT4-ESP (Enclosed Silent Pump) John Deere, 6" X 6" Heavy Duty Priming Assisted 
Trash Pump, Mechanical Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 
3" Solid, Shut-Off Head is 158', 2300 GPM Flow Rate.  Pump & Engine mounted on a full containment base 
with a "sound-attenuated" aluminum enclosure. Options Available: DOT Wheel-Kit

CM02-21 CM21GC07

Model PA6D60-4045T FT4 John Deere, 6" X 6" Heavy Duty Priming Assisted Trash Pump, Mechanical Oil-
Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head is 
158', 2300 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC08

Model PA6D60-4045T FT4-ESP (Enclosed Silent Pump) John Deere, 6" X 6" Heavy Duty Priming Assisted 
Trash Pump, Mechanical Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 
3" Solid, Shut-Off Head is 158', 2300 GPM Flow Rate.  Pump & Engine mounted on a full containment base 
with a "sound-attenuated" aluminum enclosure. Options Available: DOT Wheel-Kit

CM02-21 CM21GC09

Model VPA6A60C-4LE2FT4FT 4 Isuzu, 10" X 10" Heavy Duty Priming Assisted Trash Pump, Mechanical Oil-
Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head is 
114', 1520 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC10

Model PA8E60-4045H FT 4 John Deere, 8" X 8" Heavy Duty Priming Assisted Trash Pump, Mechanical Oil-
Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head is 
200', 3750 GPM Flow Rate. Options Available: DOT Wheel-Kit
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CM02-21 CM21GC11

Model PA8E60-4045H FT 4-ESP(Enclosed Silent Pump John Deere, 8" X 8" Heavy Duty Priming Assisted 
Trash Pump, Mechanical Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 
3" Solid, Shut-Off Head is 200', 3750 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC12

Model PA10A60-4045H FT 4 John Deere, 10" X 10" Heavy Duty Priming Assisted Trash Pump, Mechanical 
Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head 
is 156', 3920 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC13

Model PA12A60-4045H FT 4 John Deere, 12" X 12" Heavy Duty Priming Assisted Trash Pump, Mechanical 
Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start Controls, Passes a 3" Solid, Shut-Off Head 
is 108', 6200 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC14

Model PA12A60-4045H FT 4-ESP(Enclosed Silent Pump)  John Deere, 12" X 12" Heavy Duty Priming 
Assisted Trash Pump, Mechanical Oil-Lube Seal, Skid-Mounted Final Tier 4 Diesel Engine, Auto-Start 
Controls, Passes a 3" Solid, Shut-Off Head is 108', 6200 GPM Flow Rate. Options Available: DOT Wheel-Kit

CM02-21 CM21GC15

Model PAH6B60-6068H FT4 John Deere 10" x 6" Heavy Duty High Pressure Priming Assisted Final Tier 4 
Diesel Engine-Driven Pump.  Auto-Start Controls, Mechanical Oil-Lube Seal Mounted on Steel Skid, Passes 3" 
Solids, Shut-Off Head is 250'.  Max Flow is 4445 GPM. Options Available: Wheel Kit

CM02-21 CM21GC16

Model PAH8A60-6090H FT4 John Deere 10" x 8" Heavy Duty High Pressure Priming Assisted Final Tier 4 
Diesel Engine-Driven Pump. Auto-Start Controls, Mechanical Oil-Lube Seal Mounted on Steel Skid, Passes 3" 
Solids, Shut-Off Head is 344. Max Flow is 5250 GPM. Options Available: DOT Highway Trailer

CM02-21 CM21GC17 Model PAH10B60-6135H FT4  John Deere 12" X 10" Heavy Duty High Pressure Priming Assisted Final Tier 4 
Diesel Engine-Driven Pump. Auto-Start Controls, Mechanical Oil-Lube Seal Mounted on Steel Skid. Passes a 2" 
Solid, Shut-Off is 380' Max Flow is 6,100 gpm. Options Available: DOT Highway Trailer

CM02-21 CM21GC18 Model PAH10A60-C10 Caterpillar 12" X 10" Heavy Duty High Pressure Priming Assisted IT4 "Flex" Diesel 
Engine-Driven Pump.  Mechanical Oil-Lube Seal Mounted on Steel Skid. Passes a 2" Solid, Shut-Off is 575'. 
Max Flow is 6,400 GPM.

CM02-21 CM21GC19 Model PAH16A-B-C18 Caterpillar 18" X 16" Heavy Duty High Pressure Priming Assisted IT4 "Flex"Diesel 
Engine-Driven Pump.  Mechanical Oil-Lube Seal Mounted on Steel Skid. Passes a 4" Solid, Shut-Off is 200 
ft./88 psi. Max Flow is 15,000 gpm.

CM02-21 CM21GD01 SEH-25L 1" CENTRIFUGAL, HONDA GX25

CM02-21 CM21GD02 SEH-40 1.5" CENTRIFUGAL, HONDA GXH50

CM02-21 CM21GD03 SEV-50X 2" CENTRIFUGAL, KOSIN 180

CM02-21 CM21GD04 SE-50EX 2" CENTRIFUAL, ROBIN/SUBARU EX13

CM02-21 CM21GD05 SHE-50X 2" CENTRIFUGAL, HONDA GX120

CM02-21 CM21GD06 SEV-80C 3" CENTRIFUGAL, KOSHIN K180

CM02-21 CM21GD07 SE-80EX 3" CENTRIFUGAL, ROBIN/SUBARU EX17

D. Koshin
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CM02-21 CM21GD08 SHE-80X 3" CENTRIFUGAL, HONDA GX160

CM02-21 CM21GE01 Model MTP4DZD, 4"x4" Heavy Duty, Dry Prime Vacuum Assisted Trash Pump, Oil Bath Seal, 1450 GPM 
Max, 165 TDH Max, 3" Solids Handling, 49 HP@2600RPM Deutz D 2.9 L4 Tier 4 Final Approved Diesel 
Engine, 110 Gal Fuel Tank, DOT Trailer Mounted

CM02-21 CM21GE02 Model MTP6DZD, 6"x6" Heavy Duty, Dry Prime Vacuum Assisted Trash Pump, Oil Bath Seal, 2750 GPM 
Max, 150 TDH Max, 3" Solids Handling, 75 HP@2600RPM Deutz TD 2.9 L4 Tier 4 Final Approved Diesel 
Engine, 113 Gal Fuel Tank, DOT Trailer Mounted

CM02-21 CM21GF01 Model PP43O75L71-KDW1003: 4"x3" Vacuum Assist Dry-Prime Pump, 7.5" SS Impeller, Kohler KDW1003 
engine, 15.5 HP continuous at 1800rpm, open DOT GL1 Trailer configuration, 25 gallon fuel capacity, oil bath 
mechanical seal, auto start controls, passes 1.63" solid, max head = 133', max GPM = 540

CM02-21 CM21GF02 Model PP44S10L71-KDI1903: 4"x4" Vacuum Assist Dry-Prime Pump, 10" SS Impeller, Kohler KDW1903 
engine, 49 HP continuous at 1800rpm, open DOT GL2 Trailer configuration, 75 gallon fuel capacity, oil bath 
mechanical seal, auto start controls, passes 3" solid, max head = 160', max GPM = 1700, SKU #: PPTP43O75-
GL000

CM02-21 CM21GF03 Model PP44S10L71-D2.9: 4"x4" Vacuum Assist Dry-Prime Pump, 10" SS Impeller, Deutz D2.9 engine, 36 HP 
continuous at 1800rpm, Open DOT GL2 Trailer configuration, 75 gallon fuel capacity, oil bath mechanical seal, 
auto start controls, passes 3" solid, max head = 160', max GPM = 1700

CM02-21 CM21GF04 Model PP66S12-KDI12504: 6"x6" Vacuum Assist Dry-Prime Pump, 11" SS Impeller, Kohler KDI12504 
engine, 63 HP continuous at 1800rpm, open DOT GL2 Trailer configuration, 75 gallon fuel capacity, oil bath 
mechanical seal, auto start controls, passes 3" solid, max head = 160', max GPM = 2700

CM02-21 CM21GF05 Model PP66S12L71-TD2.9: 6"x6" Vacuum Assist Dry-Prime Pump, 11" SS Impeller, Deutz TD2.9 engine, 58 
HP continuous at 1800rpm, Open DOT GL2 Trailer configuration, 75 gallon fuel capacity, oil bath mechanical 
seal, auto start controls, passes 3" solid, max head = 160', max GPM = 2700

CM02-21 CM21GF06 Model PP88S12L71-TCD3.6: 8"x8" Vacuum Assist Dry-Prime Pump, 12.25" SS Impeller, Deutz TCD3.6 
engine, 111 HP continuous at 1800rpm, Open DOT UP3 Trailer configuration, 135 gallon fuel capacity, oil bath 
mechanical seal, auto start controls, passes 3" solid, max head = 200', max GPM = 4500

CM02-21 CM21GF07 Model PP86S17L71-1206F-E70TTA (242): 8"x6" Vacuum Assist Dry-Prime Pump, 17" SS Impeller, Perkins 
1206F-E70TTA (242)  engine, 242 HP continuous at 1800rpm, Open DOT GL3 Trailer configuration, 175 
gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 440', max GPM = 
4400

CM02-21 CM21GF08 Model PP108S17L71-1706J-E93TA: 10"x8" Vacuum Assist Dry-Prime Pump, 17.5" SS Impeller, Perkins 
1706J-E93TA engine, 335 HP continuous at 1800rpm, Open DOT GL3-XL-A Trailer configuration, 210 gallon 
fuel capacity, oil bath mechanical seal, auto start controls, passes 3.5" solid, max head = 450', max GPM = 6500

CM02-21 CM21GF09 Model PP66S14L71-1204F-E44TA (155): 6"x6" Vacuum Assist Dry-Prime Pump, 14" SS Impeller, Perkins 
1204F-E44TA (155) engine, 155 HP continuous at 1800rpm, Open DOT GL3 Trailer configuration, 175 gallon 
fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 280', max GPM = 3100

E. Magnum Power Products

F. Pioneer
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CM02-21 CM21GF10 Model PP64S17L71-1206F-E70TTA (242): 6"x4" Vacuum Assist Dry-Prime Pump, 17" SS Impeller, Perkins 
1206F=E70TTA (242) engine, 242 HP continuous at 1800rpm, Open DOT GL3 Trailer configuration, 175 
gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 520', max GPM = 
3000

CM02-21 CM21GF11 Model PP128S22L71-DC13-085A (550): 12"x8" Vacuum Assist Dry-Prime Pump, 19.25" SS Impeller, Scania 
DC13-085A (550) engine, 550 HP continuous at 1800rpm, Open DOT GL5-A Trailer configuration, 300 gallon 
fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 600', max GPM = 9000, 
SKU# PPTP128S22-GL002

CM02-21 CM21GF12 Model PP64C14L71-TD2.9: 6"x4" Vacuum Assist Dry-Prime Pump, 14" SS Impeller, Deutz TD2.9 engine, 58 
HP continuous at 1800rpm, Open DOT GL2 Trailer configuration, 75 gallon fuel capacity, oil bath mechanical 
seal, auto start controls, passes 1" solid, max head = 360', max GPM = 1800

CM02-21 CM21GF13 Model PP63C17L71-TCD3.6: 6"x3" Vacuum Assist Dry-Prime Pump, 17" SS Impeller, Deutz TCD3.6 engine, 
111 HP continuous at 1800rpm, Open DOT UP3 Trailer configuration, 135 gallon fuel capacity, oil bath 
mechanical seal, auto start controls, passes 1" solid, max head = 470', max GPM = 1100, SKU#PPTP63C17-
UP001

CM02-21 CM21GF14 Model PP64C21L71-1206F-E70TTA (242): 6"x4" Vacuum Assist Dry-Prime Pump, 21" SS Impeller, Perkins 
1206F-E70TTA (242)  engine, 242 HP continuous at 1800rpm, Open DOT GL3 Trailer configuration, 175 
gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 0.88" solid, max head = 600', max GPM 
= 1300

CM02-21 CM21GF15 Model PP86C21L71-DC13-085A (550): 8"x6" Vacuum Assist Dry-Prime Pump, 21" SS Impeller, Scania DC13-
085A (550) engine, 550 HP continuous at 1800rpm, Open DOT GL4 Trailer configuration, 250 gallon fuel 
capacity, oil bath mechanical seal, auto start controls, passes 1.5" solid, max head = 600', max GPM = 4000, 
SKU# PPTP86C21-GL002

CM02-21 CM21GF16 Model SAPP44S8L71-4LE2T: 4"x4" Vacuum Assist Dry-Prime Pump, 8.5" SS Impeller, Isuzu 4LE2T engine, 
34.5 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL2 Trailer configuration, 75 gallon fuel 
capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 150', max GPM = 1600, 
SKU# PPAT44S8-GL000

CM02-21 CM21GF17 Model SAPP44S10L71-D2.9: 4"x4" Vacuum Assist Dry-Prime Pump, 10" SS Impeller, Deutz D2.9 engine, 36 
HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL2 Trailer configuration, 75 gallon fuel capacity, 
oil bath mechanical seal, auto start controls, passes 3" solid, max head = 160', max GPM = 1700

CM02-21 CM21GF18 Model SAPP66S12L71-TD2.9: 6"x6" Vacuum Assist Dry-Prime Pump, 11" SS Impeller, Deutz TD2.9 engine, 
58 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL2 Trailer configuration, 75 gallon fuel 
capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 160', max GPM = 2700

CM02-21 CM21GF19 Model SAPP88S12L71-TCD3.6: 8"x8" Vacuum Assist Dry-Prime Pump, 12.25" SS Impeller, Deutz TCD3.6 
engine, 111 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT UP3 Trailer configuration, 135 gallon 
fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 200', max GPM = 4500

CM02-21 CM21GF20 Model SAPP86S17L71-1206F-E70TTA (242): 8"x6" Vacuum Assist Dry-Prime Pump, 17" SS Impeller, 
Perkins 1206F-E70TTA (242)  engine, 242 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL3 
Trailer configuration, 175 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max 
head = 440', max GPM = 4400

CM02-21 CM21GF21 Model SAPP108S17L71-1706J-E93TA: 10"x8" Vacuum Assist Dry-Prime Pump, 17.5" SS Impeller, Perkins 
1706J-E93TA engine, 335 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL3-XL-A Trailer 
configuration, 210 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3.5" solid, max head 
= 450', max GPM = 6500
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CM02-21 CM21GF22 Model SAPP66S14L71-1204F-E44TA (155): 6"x6" Vacuum Assist Dry-Prime Pump, 14" SS Impeller, Perkins 
1204F-E44TA (155) engine, 155 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL3 Trailer 
configuration, 175 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max head = 
280', max GPM = 3100

CM02-21 CM21GF23 Model SAPP64S17L71-1206F-E70TTA (242): 6"x4" Vacuum Assist Dry-Prime Pump, 17" SS Impeller, 
Perkins 1206F=E70TTA (242) engine, 242 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL3 
Trailer configuration, 175 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3" solid, max 
head = 520', max GPM = 3000

CM02-21 CM21GF24 Model SAPP64C21L71-1206F-E70TTA (242): 6"x4" Vacuum Assist Dry-Prime Pump, 21" SS Impeller, 
Perkins 1206F-E70TTA (242) engine, 242 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL3 
Trailer configuration, 175 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 0.88" solid, 
max head = 600', max GPM = 1300

CM02-21 CM21GF25 Model PP1212S17L71-1206F-E70TTA (242): 12"x12" Vacuum Assist Dry-Prime Pump, 16"@16deg SS 
Impeller, Perkins 1206F-E70TTA (242) engine, 242 HP continuous at 1800rpm, Open DOT GL3 Trailer 
configuration, 175 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 4.5" solid, max head 
= 200', max GPM = 9600, SKU# PPTP1212S17-GL007

CM02-21 CM21GF26 Model SAPP1212S17L71-1206F-E70TTA (242): 12"x12" Vacuum Assist Dry-Prime Pump, 16"@16deg SS 
Impeller, Perkins 1206F-E70TTA (242) engine, 242 HP continuous at 1800rpm, Sound Attenuated Enclosed 
DOT GL3 Trailer configuration, 175 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 
4.5" solid, max head = 200', max GPM = 9600, SKU# PPAT1212S17-GL007

CM02-21 CM21GF27 Model PP1212S17L71-1706J-E93TA: 12"x12" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, Perkins 
1706J-E93TA engine, 335 HP continuous at 1800rpm, Open GL3-XL-B Drag Skid configuration, 210 gallon 
fuel capacity, oil bath mechanical seal, auto start controls, passes 3.75" solid, max head = 310', max GPM = 
9500, SKU# PPSK1212S17-GL010

CM02-21 CM21GF28 Model SAPP1212S17L71-1706J-E93TA: 12"x12" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, 
Perkins 1706J-E93TA engine, 335 HP continuous at 1800rpm, Sound Attenuated Enclosed GL3-XL-B Drag 
Skid configuration, 210 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3.75" solid, max 
head = 310', max GPM = 9500, SKU# PPAS1212S17-GL007

CM02-21 CM21GF29 Model PP1212S17L71-1706J-E93TA: 12"x12" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, Perkins 
1706J-E93TA engine, 335 HP continuous at 1800rpm, Open GL3-XL-A DOT Trailer configuration, 210 gallon 
fuel capacity, oil bath mechanical seal, auto start controls, passes 3.75" solid, max head = 310', max GPM = 
9500, SKU# PPTP1212S17-GL010

CM02-21 CM21GF30 Model SAPP1212S17L71-1706J-E93TA: 12"x12" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, 
Perkins 1706J-E93TA engine, 335 HP continuous at 1800rpm, Sound Attenuated Enclosed GL3-XL-A DOT 
Trailer configuration, 210 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 3.75" solid, 
max head = 310', max GPM = 9500, SKU# PPAT1212S17-GL010

CM02-21 CM21GF31 Model PP1414S17L71-1706J-E93TA: 14"x14" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, Perkins 
1706J-E93TA engine, 335 HP continuous at 1800rpm, Open SP4-G2 drag Skid configuration, 310 gallon fuel 
capacity, oil bath mechanical seal, auto start controls, passes 4" solid, max head = 210', max GPM = 13,000, 
SKU# PPSK1414S17-GL001

CM02-21 CM21GF32 Model PP1414S17L71-1706J-E93TA: 14"x14" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, Perkins 
1706J-E93TA engine, 335 HP continuous at 1800rpm, Open SP4-G2 DOT trailer configuration, 310 gallon fuel 
capacity, oil bath mechanical seal, auto start controls, passes 4" solid, max head = 210', max GPM = 13,000, 
SKU# PPTP1414S17-GL000
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CM02-21 CM21GF33 Model SAPP1414S17L71-1706J-E93TA: 14"x14" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, 
Perkins 1706J-E93TA engine, 335 HP continuous at 1800rpm, Sound Attenuated Enclosed SP4-G2 skid 
configuration, 310 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 4" solid, max head = 
210', max GPM = 13,000, SKU# PPAS1414S17-0001

CM02-21 CM21GF34 Model SAPP1414S17L71-1706J-E93TA: 14"x14" Vacuum Assist Dry-Prime Pump, 17.25" SS Impeller, 
Perkins 1706J-E93TA engine, 335 HP continuous at 1800rpm, Sound Attenuated Enclosed SP4-G2 DOT trailer 
configuration, 310 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 4" solid, max head = 
210', max GPM = 13,000, SKU# PPAT1414S17-001

CM02-21 CM21GF35 Model PP66V12L72-TD2.9: 6"x6" Vacuum Assist Dry-Prime Pump, 10.24" VORTEX style DI Impeller, Deutz 
TD2.9 engine, 58 HP continuous at 1800rpm, Open DOT GL2 Trailer configuration, 75 gallon fuel capacity, oil 
bath mechanical seal, auto start controls, passes 6" solid, max head = 185', max GPM = 2800, SKU# 
PPTP66V12-GL000-C01

CM02-21 CM21GF36 Model SAPP66V12L72-TD2.9: 6"x6" Vacuum Assist Dry-Prime Pump, 10.24" VORTEX style DI Impeller, 
Deutz TD2.9 engine, 58 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT GL2 Trailer 
configuration, 75 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 6" solid, max head = 
185', max GPM = 2800, SKU# PPAT66V12=GL000

CM02-21 CM21GF37 Model SAPP88V12L72-TCD3.6: 8"x8" Vacuum Assist Dry-Prime Pump, 11.81" VORTEX style DI Impeller, 
Deutz TCD3.6 engine, 111 HP continuous at 1800rpm, Sound Attenuated Enclosed DOT UP3 Trailer 
configuration, 135 gallon fuel capacity, oil bath mechanical seal, auto start controls, passes 8" solid, max head = 
1830', max GPM = 3150, SKU# PPAT88V12-UP000

CM02-21 CM21GF38 Model PP88V12L72-TCD3.6: 8"x8" Vacuum Assist Dry-Prime Pump, 11.81" VORTEX style DI Impeller, 
Deutz TCD3.6 engine, 111 HP continuous at 1800rpm, Open DOT UP3 Trailer configuration, 135 gallon fuel 
capacity, oil bath mechanical seal, auto start controls, passes 8" solid, max head = 1830', max GPM = 3150, 
SKU# PPAT88V12-UP000

CM02-21 CM21GG01 PD80-3CA1 LAP SuperSilent 3" Drainer Pump featuring self-priming, 50 CFM Diaphragm Prime D80, w/ Steel 
Enclosure and Stainless, Steel Hardware, Isuzu Tier4F engine, w./ Highway Trailer, 628 gpm @ 15 TDH, 
300gpm, @ 50 TDH, 80gpm @ 70 TDH 

CM02-21 CM21GG02 PT4TMS-D2.9L4-S100 4" Trash, Materials, Sludge open unit with Highway Trailer, Duetz Tier 4F engine, 
915gpm @ 47 TDH

CM02-21 CM21GG03 D150R-403D15 or Equal, 6" Rapid Response, SuperSilent, Fast Tow Trailer, with Steel Enclosure Pod, Perkins 
Tier 4F engine, 1327gpm @ 20TDH

CM02-21 CM21GG04 PT6TPA-Hatz 3H-50TIC,  6"x 4" Trash Pump, Tier 4F, 42HP@ 1800rpm, battery, electric start, and standard 
instrument panel on trailer

CM02-21 CM21GG05 PT6TPC-TD36L4 Duetz Tier 4F,  6" x 6" 4 cylinder turbocharged water cooled diesel engine, 67HP@ 1800rpm,  
battery, electric start, and standard instrument panel on trailer

CM02-21 CM21GG06 J4-TD36L4 Duetz Tier 4F,  4" Jet Pump, 4 cylinder turbocharged water cooled diesel engine, 67HP@ 1800rpm, 
battery, electric start,and standard instrument panel on skid (a)

CM02-21 CM21GG07
6VAWP-Iz4TC10-F(W) 8" x 8" COMPLETE Wellpoint Pump, 1400 gpm max, 102TDH max, 43HP 
@2000rpm on skid 

CM02-21 CM21GG08 W8R-4TNV88C-DYEM 8" Rotary Wellpoint Pump Yanmar Tier 4F 4 cylinder diesel engine, 31HP @1800rpm, 
battery, electric start, standard instrument panel and 3.75 to 1 gear reducer on skid w/ Twin Tanks

CM02-21 CM21GG09
W10R-HATZ 4H50TIC, 10" Rotary Wellpoint Pump, 4 cylinder diesel engine, battery, electric start, standard 
instrument panel and 3.66 to 1 gear reducer on skid (a)

G. Holland Pumps
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CM02-21 CM21GG10 PT8TPA-TD36L4 Duetz Tier 4F,  75HP @ 1800 rpm, , 75HP@ 1800rpm, battery, instrument panel, Pump End: 
PT8TPA, integral fuel tank and trailer

CM02-21 CM21GG11  PT8TPC-TCD3.6L4, HP, Duetz Tier 4F , 4 cylinder diesel engine, 100HP@ 1800rpm, battery, instrument 
panel, Pump End: PT8TPC, integral fuel tank and trailer

CM02-21 CM21GG12 PT10TPC-1204F.E44TA Perkins Tier 4F,  4 cylinder diesel engine standard; 146 HP @ 1800 rpm Cont., 
battery, instrument panel, Pump End: PT10TPC, integral fuel tank and trailer

CM02-21 CM21GG13 PT14TPB-1206F.E70TTA Perkins Tier 4F, 212HP @ 1800rpm Cont, 6 cylinder after cooled diesel engine, 
battery, instrument panel, Pump End: PT14TPB, integral fuel tank and skid mounted w/ Stand-alone Trailer

CM02-21 CM21GG14 PT14TPC-DC09 084A, ScaniaTier 4F, 275HP @1800 rpm Cont., 6 cylinder after cooled diesel engine, battery, 
instrument panel, Pump End: PT14TPC, integral fuel tank and skid mounted w/ Stand-alone Trailer

CM02-21 CM21HA01 3" HS80 Pump End, GHPU10 Yanmar 3TNV80FSDSA FT4 trailer mounted diesel Power Pack, (2) 3/4"x50' 
hydraulic hose

29,819.25$         

CM02-21 CM21HA02 3" HS80 Pump End, GHPU10 Yanmar 3TNV80FSDSA FT4 skid diesel Power Pack, (2) 3/4"x50' hydraulic 
hose

27,816.75$         

CM02-21 CM21HA03 4" HS 100TD Pump End, GHPU10 Yanmar 3TNV88C FT4 trailer mounted diesel Power Pack w/ Prime Guard, 
(2) 3/4" x50' hydraulic hose 44,354.25$         

CM02-21 CM21HA04 4" HS 100TD Pump End, GHPU10 Yanmar 3TNV88C FT4 skid mounted diesel Power Pack w/ Prime Guard, 
(2) 3/4" x50' hydraulic hose

42,542.25$         

CM02-21 CM21HA05 4" HS 100SG Pump End, GHPU10SG Yanmar 3TNV88C FT4 trailer mounted diesel Power Pack w/ Prime 
Guard, (2) 1/45"x50' hydraulic hose, (2) 3/4"x50' hydraulic hose

47,304.00$         

CM02-21 CM21HA06 4" HS 100SG Pump End, GHPU10SG Yanmar 3TNV88C FT4 skid mounted diesel Power Pack w/ Prime 
Guard, (2) 1/45"x50' hydraulic hose, (2) 3/4"x50' hydraulic hose

45,492.00$         

CM02-21 CM21HA07 6" HS 150MR Pump End, GHPU30 JCB TCAE-55 FT4 trailer mounted diesel Power Pack w/ Prime Guard, (1) 
1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

48,878.25$         

CM02-21 CM21HA08 6" HS 150MR Pump End, GHPU30 JCB TCAE-55 FT4 skid mounted diesel Power Pack w/ Prime Guard, (1) 
1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

46,975.50$         

CM02-21 CM21HA09 6" HS 150V Pump End, GHPU30 JCB TCAE-55 FT4 trailer mounted diesel Power Pack w/ Prime Guard, (1) 
1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

56,226.75$         

CM02-21 CM21HA10 6" HS 150V Pump End, GHPU30 JCB TCAE-55 FT4 skid mounted diesel Power Pack w/ Prime Guard, (1) 
1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

45,378.00$         

CM02-21 CM21HA11 6" HS150SG Pump End, GHPU30SG JCB TCAE-55 FT4 trailer mounted diesel Power Pack w/ Prime Guard, 
(2) 1/4"x50' hydraulic hose, (1) 1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose 60,559.50$         

CM02-21 CM21HA12 6" HS150SG Pump End, GHPU30SG JCB TCAE-55 FT4 skid mounted diesel Power Pack w/ Prime Guard, (2) 
1/4"x50' hydraulic hose, (1) 1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

60,085.50$         

CM02-21 CM21HA13 8" HS200 Pump End, GHPU50 John Deere 4045HFC04 FT4 trailer mounted diesel Power Pack w/ Prime 
Guard, (1) 1/2"x50' hydraulic hose, (2) 1-1/4"x50' hydraulic hose

103,278.75$       

CM02-21 CM21HA14 8" HS200 Pump End, GHPU50 John Deere 4045HFC04 FT4 skid mounted diesel Power Pack w/ Prime Guard, 
(1) 1/2"x50' hydraulic hose,  (2) 1-1/4"x50' hydraulic hose

103,278.75$       

CM02-21 CM21HA15 8" HS200SG Pump End, GHPU50 John Deere 4045HFC04 FT4 trailer mounted diesel Power Pack w/ Prime 
Guard, (2) 1/4"x50' hydraulic hose, (1) 1/2"x50' hydraulic hose, (2) 1-1/4"x50' hydraulic hose 107,812.50$       

CM02-21 CM21HA16 8" HS200SG Pump End, GHPU50 John Deere 4045HFC04 FT4 skid mounted diesel Power Pack w/ Prime 
Guard, (2) 1/4"x50' hydraulic hose, (1) 1/2"x50' hydraulic hose, (2) 1-1/4"x50' hydraulic hose

107,812.50$       

CM02-21 CM21HA17 10" HS250 Pump End, GHPU50 John Deere 4045HFC04 FT4 trailer mounted diesel Power Pack w/ Prime 
Guard, (1) 1/2"x50' hydraulic hose, (2) 1-1/4"x50' hydraulic hose

106,419.00$       

CM02-21 CM21HA18 10" HS250 Pump End, GHPU50 John Deere 4045HFC04 FT4 skid mounted diesel Power Pack w/ Prime 
Guard, (1) 1/2"x50' hydraulic hose, (2) 1-1/4"x50' hydraulic hose

106,419.00$       

CM02-21 CM21HA19 12" HS300 Pump End, GHPU90 Caterpillar C7.1 FT4 trailer mounted diesel Power Pack w/ Prime Guard,  (1) 
3/4"x50' hydraulic hose, (4)1-1/4"x50' hydraulic hose

179,901.75$       

CM02-21 CM21HA20 12" HS300 Pump End, GHPU90 Caterpillar C7.1 FT4 skid  mounted diesel Power Pack w/ Prime Guard,  (1) 
3/4"x50' hydraulic hose, (4)1-1/4"x50' hydraulic hose

173,128.50$       

CM02-21 CM21HA21 4" HS103 Pump End, GHPU30 Isuzu 4LE2T FT4 trailer mounted diesel Power Pack w/ Prime Guard, (1) 
1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

52,140.00$         

CM02-21 CM21HA22 4" HS103 Pump End, GHPU30 Isuzu 4LE2T FT4 skid mounted diesel Power Pack w/ Prime Guard, (1) 
1/2"x50' hydraulic hose, (2) 1"x50' hydraulic hose

50,328.75$         

H. Hydraulic Submersible Pumps
A. Godwin
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CM02-21 CM21HB01 2" Aluminum Hydraulic Submersible Vortex Trash Pump S2TAL-2, HT6DE wheelbarrow style portable 
hydraulic power pack w/Yanmar L70V engine, electric start and (2) 1/2" x 50' hoses, bio hydraulic oil, Handles 
1 1/2" solids w/ flows to 180gpm / shut off head 90'.

CM02-21 CM21HB02 2" Ductile Iron Hydraulic Submersible Vortex Trash Pump S2T-2, HT6DE wheelbarrow style portable hydraulic 
power pack w/Yanmar L70V engine, electric start and (2) 1/2" x 50' hyd. hoses, bio hydraulic oil, Handles 1 
1/2" solids w/ flows to 180gpm / shut off head 90'.

CM02-21 CM21HB03 2" Aluminum Hydraulic Submersible Vortex Trash Pump S2TAL-2, HT6GE wheelbarrow style portable 
hydraulic power pack w/Honda GX270 engine, electric start and (2) 1/2" x 50' hoses, bio hydraulic oil, Handles 
1 1/2" solids w/ flows to 180gpm / shut off head 90'.

CM02-21 CM21HB04 2" Ductile Iron Hydraulic Submersible Vortex Trash Pump S2T-2, HT6GE wheelbarrow style hydraulic portable 
power pack w/Honda GX270 engine, electric start and (2) 1/2" x 50' hyd. hoses, bio hydraulic oil, Handles 1 
1/2" solids w/ flows to 180gpm / shut off head 90'.

CM02-21 CM21HB05 3" Aluminum Hydraulic Submersible Vortex Trash Pump S3T, HT11D wheelbarrow style hydraulic portable 
power pack w/Yanmar L100W engine, electric start and (2) 1/2" x 50' hoses, bio hydraulic oil, Handles 2 1/2" 
solids w/ flows to 360 gpm / shut off head 60'.

CM02-21 CM21HB06 3" Ductile Iron Hydraulic Submersible Vortex Trash Pump S3TDI, HT11D wheelbarrow style portable hydraulic 
power pack w/Yanmar L100W engine, electric start and (2) 1/2" x 50' hoses, bio hydraulic oil, Handles 2 1/2" 
solids w/ flows to 360 gpm / shut off head 60'.

CM02-21 CM21HB07 3" Aluminum Hydraulic Submersible Vortex Trash Pump S3T, HT13GE wheelbarrow style portable hydraulic 
power pack w/Honda GX390 engine, electric start and (2) 1/2" x 50' hoses, bio hydraulic oil, Handles 2 1/2" 
solids w/ flows to 360 gpm / shut off head 60'.

CM02-21 CM21HB08 3" Ductile Iron Hydraulic Submersible Vortex Trash Pump S3TDI, HT13GE wheelbarrow style portable 
hydraulic power pack w/Honda GX390 engine, electric start and (2) 1/2" x 50' hoses, bio hydraulic oil, Handles 
2 1/2" solids w/ flows to 360 gpm / shut off head 60'.

CM02-21 CM21HB09 4" Ductile Iron, Open Channel Impeller, Solids / Sludge Handling Pump S4T, with hose whips, HT35DYS 
hydraulic Powerpack w/ diesel Yanmar 3TNV88C-DYEM Tier 4 Final, 36.8 HP engine, trailer mounted, 30 
gallon oil reservoir, 42 gallon fuel cell, two each 3/4" x 50' hoses, handles 3" solids w/flows to 800gpm / shut off 
head 110'.

CM02-21 CM21HB10 4" Ductile Iron, Open Channel Impeller, Solids / Sludge Handling Pump S4T, with hose whips, HT30DQV 
SOUND ATTENUATED hydraulic Powerpack w/ diesel Yanmar 3TNV88C-DYEM Tier 4 Final, 36.8 HP 
engine, trailer mounted, 30 gallon oil reservoir, 42 gallon fuel cell, two each 3/4" x 50' hoses, handles 3" solids 
w/flows to 800gpm / shut off head 110'.

CM02-21 CM21HB11 8" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S8M, HT35DYS hydraulic 
Powerpack w/ diesel Yanmar 3TNV88C-DYEM Tier 4 Final, 36.8 HP engine, trailer mounted, 30 gallon oil 
reservoir, 42 gallon fuel cell, two each 3/4" x 50' hoses, NOT INTENDED TO HANDLE SOLIDS w/flows to 
2000gpm / shut off head 55'.

B. Hydra-Tech
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CM02-21 CM21HB12 8" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S8M, HT30DQV SOUND 
ATTENUATED hydraulic Powerpack w/ diesel Yanmar 3TNV88C-DYEM Tier 4 Final, 36.8 HP engine, trailer 
mounted, 30 gallon oil reservoir, 42 gallon fuel cell, two each 3/4" x 50' hoses, NOT INTENDED TO HANDLE 
SOLIDS w/flows to 2000gpm / shut off head 55'.

CM02-21 CM21HB13 4" High Head, Ductile Iron body, SS Vortex Impeller Solids handling pump S4VHLDI, fits 21" opening, w/hose 
whips, HT50DYS trailer mounted hydraulic Powerpack with diesel 47HP 4TNV88C-DYEM Tier 4 Final 
Yanmar engine, 50 gallon oil reservoir, 42 gallon fuel cell, two each 1" x 50' hydraulic hoses, Handles 3" solids 
w/flows to 750 gpm / shut off head 210'.

CM02-21 CM21HB14 4" High Head, Ductile Iron body, SS Vortex Impeller Solids handling pump S4VHLDI, fits 21" opening, w/hose 
whips, HT50DQV SOUND ATTENUATED trailer mounted hydraulic Powerpack with diesel 47HP 4TNV88C-
DYEM Tier 4 Final Yanmar engine, 50 gallon oil reservoir, 42 gallon fuel cell, two each 1" x 50' hydraulic 
hoses, Handles 3" solids w/flows to 750 gpm / shut off head 210'.

CM02-21 CM21HB15 6" Ductile Iron Body, SS Vortex Impeller Solids Handling Pump S6TDI, HT66DKV, trailer mounted hydraulic 
Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon fuel cell, two 
each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB16 6" Ductile Iron Body, SS Vortex Impeller Solids Handling Pump S6TDI, HT66DKV SOUND ATTENUATED, 
trailer mounted, hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 
81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB17 6" Ductile Iron Body, SS Vortex Impeller Solids Handling Pump S6TDI, HT74DJV, trailer mounted hydraulic 
Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon fuel cell, two 
each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB18 6" Ductile Iron Body, SS Vortex Impeller Solids Handling Pump S6TDI, HT74DJVQ SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 
50 gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 
1600gpm / shut off head 125'.

CM02-21 CM21HB19 6" Aluminum Body, SS Vortex Impeller Solids Handling Pump S6T, HT66DKV, trailer mounted hydraulic 
Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon fuel cell, two 
each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB20 6" Aluminum Body, SS Vortex Impeller Solids Handling Pump S6T, HT66DKV SOUND ATTENUATED, 
trailer mounted, hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 
81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB21 6" Aluminum Body, SS Vortex Impeller Solids Handling Pump S6T, HT74DJV, trailer mounted hydraulic 
Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon fuel cell, two 
each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB22 6" Aluminum, SS Vortex Impeller Solids Handling Pump S6T, HT74DJVQ SOUND ATTENUATED, trailer 
mounted, hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 50 gallon oil reservoir, 81 
gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB23 6" Closed Vane Channel Impeller, Ductile Iron pump fits 21" opening S6TC, HT66DKV, trailer mounted 
hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon fuel 
cell, two each 1" x 50' hydraulic hoses, handles 3" solids with flows to 1900gpm / shut off head 125'.

CM02-21 CM21HB24 6" Closed Vane Channel Impeller, Ductile Iron pump fits 21" opening S6TC, HT66DKV SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 
gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm 
/ shut off head 125'.
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CM02-21 CM21HB25 6" Closed Vane Channel Impeller, Ductile Iron pump fits 21" opening S6TC, HT74DJV, trailer mounted 
hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon 
fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB26 6" Closed Vane Channel Impeller, Ductile Iron pump fits 21" opening S6TC, HT74DJVQ SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 
50 gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 
1600gpm / shut off head 125'.

CM02-21 CM21HB27 6" Closed Vane Channel Impeller, Aluminum pump fits 21" opening S6TCAL, HT66DKV, trailer mounted 
hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon fuel 
cell, two each 1" x 50' hydraulic hoses, handles 3" solids with flows to 1900gpm / shut off head 125'.

CM02-21 CM21HB28 6" Closed Vane Channel Impeller, Aluminum pump fits 21" opening S6TCAL, HT66DKV SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 
gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm 
/ shut off head 125'.

CM02-21 CM21HB29 6" Closed Vane Channel Impeller, Aluminum pump fits 21" opening S6TCAL, HT74DJV, trailer mounted 
hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 50 gallon oil reservoir, 81 gallon 
fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 1600gpm / shut off head 125'.

CM02-21 CM21HB30 6" Closed Vane Channel Impeller, Aluminum pump fits 21" opening S6TCAL, HT74DJVQ SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 
50 gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, handles 5" solids w/flows to 
1600gpm / shut off head 125'.

CM02-21 CM21HB31 12" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S12M, HT66DKV, trailer 
mounted hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 gallon oil reservoir, 81 
gallon fuel cell, two each 1" x 50' hydraulic hoses, NOT INTENDED TO HANDLE SOLIDS w/flows to 
4300gpm / shut off head 50'.

CM02-21 CM21HB32 12" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S12M, HT66DKV SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel Kohler KDI2504T Tier 4 Final engine, 50 
gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, NOT INTENDED TO HANDLE 
SOLIDS w/flows to 4300gpm / shut off head 50'.

CM02-21 CM21HB33 12" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S12M, HT74DJV, trailer 
mounted hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 50 gallon oil reservoir, 81 
gallon fuel cell, two each 1" x 50' hydraulic hoses, NOT INTENDED TO HANDLE SOLIDS w/flows to 
4300gpm / shut off head 50'.

CM02-21 CM21HB34 12" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S12M, HT74DJVQ SOUND 
ATTENUATED, trailer mounted, hydraulic Powerpack with diesel John Deere 4045TC03 Tier 4 Final engine, 
50 gallon oil reservoir, 81 gallon fuel cell, two each 1" x 50' hydraulic hoses, NOT INTENDED TO HANDLE 
SOLIDS w/flows to 4300gpm / shut off head 50'.

CM02-21 CM21HB35 8" Ductile Iron, Vortex Impeller, Solids Handling pump S8T, HT100DPV trailer mounted hydraulic Powerpack 
with diesel Perkins 854F-E34TA Tier 4 Final engine, 75 gallon oil reservoir, 105 gallon fuel cell, 1-1/4" x 50' 
hydraulic hose set and one 1/2" x 50' case drain hose, 7" solids w/flows to 4300gpm / shut off head 80'.

CM02-21 CM21HB36 8" Ductile Iron, Vortex Impeller, Solids Handling pump S8T, HT100DPVQ SOUND ATTENUATED trailer 
mounted hydraulic Powerpack with diesel Perkins 854F-E34TA Tier 4 Final engine, 60 gallon oil reservoir, 105 
gallon fuel cell, 1-1/4" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, 7" solids w/flows to 4300gpm 
/ shut off head 80'.

CM02-21 CM21HB37 8" Ductile Iron, Vortex Impeller, Solids Handling pump S8T, HT100DJV trailer mounted hydraulic Powerpack 
with diesel John Deere 4045HFC04 Tier 4 Final engine, 75 gallon oil reservoir, 105 gallon fuel cell, 1-1/4" x 50' 
hydraulic hose set and one 1/2" x 50' case drain hose, 7" solids w/flows to 4300gpm / shut off head 80'.

CM02-21 CM21HB38 8" Ductile Iron, Vortex Impeller, Solids Handling pump S8T, HT100DJVQ SOUND ATTENUATED trailer 
mounted hydraulic Powerpack with diesel John Deere 4045HFC04 Tier 4 Final engine, 100 gallon oil reservoir, 
90 gallon fuel cell, 1-1/4" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, 7" solids w/flows to 
4300gpm / shut off head 80'.

CM02-21 CM21HB39 10" Ductile Iron, Vortex Impeller Solids Handling pump S10T, HT150DJV dual axle highway trailer mounted 
hydraulic Powerpack w/ diesel John Deere 4045HFC06 Tier 4 Final engine, 100 gallon oil reservoir, 105 gallon 
fuel cell, 1-1/4" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, handles 8" solids with flows to 5000 
gpm / shut off head 100'.

CM02-21 CM21HB40 10" Ductile Iron, Vortex Impeller Solids Handling pump S10T, HT150DQV SOUND ATTENUATED dual axle 
highway trailer mounted hydraulic Powerpack w/ diesel John Deere 4045HFC06 Tier 4 Final engine, 100 gallon 
oil reservoir, 90 gallon fuel cell, 1-1/4" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, handles 8" 
solids with flows to 5000 gpm / shut off head 100'.
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CM02-21 CM21HB41 18" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S18M, HT150DJV dual axle 
highway trailer mounted hydraulic Powerpack w/ diesel John Deere 4045HFC06 Tier 4 Final engine, 100 gallon 
oil reservoir, 105 gallon fuel cell, 1-1/4" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, NOT 
INTENDED TO HANDLE SOLIDS w/flows to 10,000gpm / shut off head 60'.

CM02-21 CM21HB42 18" Ductile Iron, Axial Flow, high volume / low head pump, mixed flow impeller S18M, HT150DQV SOUND 
ATTENUATED dual axle highway trailer mounted hydraulic Powerpack w/ diesel John Deere 4045HFC06 Tier 
4 Final engine, 100 gallon oil reservoir, 90 gallon fuel cell, 1-1/4" x 50' hydraulic hose set and one 1/2" x 50' 
case drain hose, NOT INTENDED TO HANDLE SOLIDS w/flows to 10,000gpm / shut off head 60'.

CM02-21 CM21HB43 12" Ductile Iron pump w/two vane Closed Channel Impeller S6300, HT200DJV dual axle highway trailer 
mounted hydraulic Powerpack diesel John Deere 6068HC09 engine, 100 gallon oil reservoir, 105 gallon fuel 
cell, 1-1/2" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, handles 5" solids with flows to 8500gpm 
/ shut off head 110'.

CM02-21 CM21HB44 12" Ductile Iron pump w/two vane Closed Channel Impeller S6300, HT173DJVQ SOUND ATTENUATED 
trailer mounted hydraulic Powerpack with diesel John Deere 4045HFC06 Tier 4 Final engine, 100 gallon oil 
reservoir, 90 gallon fuel cell, 1-1/2" x 50' hydraulic hose set and one 1/2" x 50' case drain hose, handles 5" solids 
with flows to 8500gpm / shut off head 110'.

CM02-21 CM21HC01  H6TP-D2.9L4  Power Unit, Duetz Tier4F, 35HP @ 1800 rpm, 4 cylinder diesel engine,H4TP Pump Head, 50' 
of 3/4" X 1" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC02 H4TMS-D2.9L4 Power Unit, Duetz Tier4F, 35HP @1800 rpm, 4 cylinder diesel engine, H4TMS Pump Head, 
50' of 3/4" X 1" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC03 H6TP-D2.9L4  Power Unit, Duetz Tier4F, 35HP @ 1800 rpm,, 4 cylinder diesel engine, H6TP Pump Head, 50' 
of 3/4" X 1" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC04 H8TP-TD36L4, Duetz Tier4F 75HP @1800 rpm Cont., 4 cylinder diesel engine, H6TMS Pump Head, 50' of 1 
1/4" X 1" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC05  H8TP-TD36L4, Duetz Tier4F 75HP @1800 rpm Cont., 4 cylinder diesel engine, H6MS Pump Head, 50' of 1 
1/4" X 1" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC06 H12TP-1204F.E44TA Perkins Tier4F, 4 cylinder diesel engine; 146 HP @ 1800 rpm cont., H6MS Pump Head, 
50' of 1 1/4" X 1 1/2" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC07 H8TP-TD36L4, Duetz Tier4F 75HP @1800 rpm Cont., 8TP Pump Head, 50' of 1 1/4" X 1" hydraulic hose, 
Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC08 H12TP-1204F.E44TA Perkins Tier4F, 4 cylinder diesel engine; 146 HP @ 1800 rpm cont., H12TP Pump Head, 
50' of 1 1/4" X 1 1/2" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC09 H14TP-1206F.E70TTA, Tier 4F, Perkins Tier 4F, 6 cylinder diesel engine; 212 HP @ 1800 rpm cont., H14TP 
Pump Head, 50' of 1 1/2" X 1 1/2" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HC10 H14TP-1206F.E70TTA, Tier 4F, Perkins Tier 4F, 6 cylinder diesel engine;  234 HP @ 1800 rpm cont., A22000 
Pump Head, 50' of 1 1/2" X 1 1/2" hydraulic hose, Instrument Panel, integral Fuel tank and trailer

CM02-21 CM21HD01 LWP 2 KIT, Hydraulic Submersible pump 2", 222 GPM

CM02-21 CM21HD02 LTP 3 KIT Hydraulic Trash pump 3" , 2.5" solids 507 GPM

CM02-21 CM21IA01 Model GSP05, 2" Electric Submersible Pump, 1/2 HP, 115/230 volt 526.50$              
CM02-21 CM21IA02 Model GSP10, 2" Electric Submersible Pump, 1 HP, 115/230 volt 839.25$              
CM02-21 CM21IA05 Model GSP/ GST Piggy Back Float Switch 30' 114.75$              
CM02-21 CM21IA06 Model GSP/ GST Piggy Back Float Switch 50' 114.75$              

CM02-21 CM21IB01 Model S2A1, 2" Electric Submersible Pump 230Volt 3 Phase 2HP, NEMA Control Panel w/Standard 50' Cable

CM02-21 CM21IB02 Model S3A1,3" Electric Sbmersible Pump 230 Volt 3 Phase 5 HP, NEMA Control Panel w/Standard 50' Cable

CM02-21 CM21IB03 Model S4A1-E25, 4" Electric Submersible Pump 460 Volt 3 Phase 25 HP, NEMA Control Panel w/Standard 50' 
Cable

CM02-21 CM21IB04 Model S6A1-E60, 6" Electric Submersible Pump 460Volt 3 Phase 60 HP, NEMA Control Panel w/ Standard 50' 
Cable

CM02-21 CM21IB05 Model S8A1-E95, 8" Electric Submersible Pump 460 Volt 3 Phase 95 HP, NEMA Control Panel w/Standard 50' 
Cable

CM02-21 CM21IB06 Model S12A1-E140, 12" Electric Submersible Pump 460 Volt 3 Phase 140 HP, NEMA Control Panel 
w/Standard 50' Cable

C. Holland Pump

I. Electric Submersible Pumps
A. Godwin

D. Atlas Copco

B. Gorman-Rupp

C. Koshin
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CM02-21 CM21IC01 NSM-62511 3/4", 1" 110V, 1/8 HP (SOLD AS CARTONS OF 4)

CM02-21 CM21IC02 PX-65011 2" 110V 1/2 HP

CM02-21 CM21IC03 PXL-65011 3/4", 2" 110V 1/2 HP

CM02-21 CM21IC04 PS-65011 2" 110V 1/2 HP

CM02-21 CM21IC05 PKS-65011 2" 110V 1/2 HP

CM02-21 CM21IC06 PB-65011 2" 110V 1/2 HP

CM02-21 CM21IC07 PB7-65011 2" 110V 1 HP

CM02-21 CM21IC08 PB-68011 3" 110/220V 2 HP

CM02-21 CM21ID01 PS2-1503-0009120 Submersible Pump 220V/60 Hz, 2HP 3-Phase

CM02-21 CM21ID02 PS3-2203-0009129 Submercible Pump 220V/60Hz, 3HP 3-Phase

CM02-21 CM21ID03 PS4-5503-0009144 Submercible Pump 220V/60Hz 7.5HP 3-Phase

CM02-21 CM21ID04 PST2-400-0009112 Sub. Pump 110V/60Hz 1/2HP 20' Cord, Single Phase

CM02-21 CM21ID05 PSTF2-400-0620435 Sub. Pump 110V/60Hz 1/2HP 20' Cord, Single Phase

CM02-21 CM21ID06 PS2-500-0009113 Sub. Pump 110V/60Hz 2/3HP 32' Cord, Single Phase

CM02-21 CM21ID07 PSA2-500-0009114 Sub. Pump 110V/60Hz 2/3HP 32' Cord, Single Phase

CM02-21 CM21ID08 PS2-800-0620442 Sub. Pump 110V/60Hz 1HP 49' Cord, Single Phase

CM02-21 CM21ID09 PSG2-500-0620412 Sub. Pump 110V/60Hz 2/3HP 32' Cord, Single Phase

CM02-21 CM21ID10 PST3-750-0620440 Sub. Pump 110V/60Hz 1HP 33' Cord, Single Phase

CM02-21 CM21ID11 PSTF3-750-0620441 Sub. Pump 110V/60Hz 1HP 33' Cord, Single Phase

CM02-21 CM21IE01 RPX-65011 Sub. Pump 2" 1/2HP, 4110 GPH

CM02-21 CM21IE02 RPS-65011 Sub. Pump 2" 1/2HP, 4600 GPH

CM02-21 CM21IE03 RPB-65011 Sub. Pump 2" 1/2HP, 4600 GPH

CM02-21 CM21IE04 RPB7-65011 Sub. Pump 2" 1HP, 5520 GPH

CM02-21 CM21IE05 RPKS-65011 Sub. Pump, Trash, 1/2HP, 4760 GPH

CM02-21 CM21IE06 RPXL-65011 Sub. Pump 3/4" - 2" 1/2HP, 1500 GPH

CM02-21 CM21IF01 YELLSUB, 1.25" Electric Submersible Pump, 0.25 Hp, 115volt, Single Phase

CM02-21 CM21IF02 SS233, 2" Electric Submersible Pump, 0.5 Hp, 115volt, Single Phase

CM02-21 CM21IF03 ST2038P, 2" Electric Submersible Pump, 1 Hp, 115volt, Single Phase

CM02-21 CM21IF04 ST2037, 2" Electric Submersible Pump, 1 Hp, 115volt, Single Phase

CM02-21 CM21IF05 ST2047, 2" Electric Submersible Pump, 1 Hp, 115volt, Single Phase

CM02-21 CM21IF06 ST2047B, 2" Electric Submersible Pump, 1 Hp, 230volt, Single Phase

CM02-21 CM21IF07 ST3020BCUL, 3" Electric Submersible Pump, 2 Hp, 230volt, Single Phase

CM02-21 CM21IF08 ST3050D, 3" Electric Submersible Pump, 5 Hp, specify 230 or 460volt, Three Phase

CM02-21 CM21IF09 ST41230 Pump-Sub 4 10HP 230V 423GPM 3

CM02-21 CM21IF10 ST41460 Pump-Sub 4 10HP 460V 423GPM 3

CM02-21 CM21IF11 ST61230 Pump-Sub 6 15HP 230V 674GPM 3

CM02-21 CM21IF12 ST61460 Pump-Sub 6 15HP 460V 674GPM 3

CM02-21 CM21IF13 PX400, 2" Electric Submersible Pump, 0.5 Hp, 115 volt, Single Phase

CM02-21 CM21IF14 ST2040T, 2" Electric Submersible Pump, 1 Hp, 115 volt, Single Phase

CM02-21 CM21IF15 ST2040TF  Pump-Sub 2 Trash 1HP 115V 79GPM w/Float

CM02-21 CM21IF16 ST2010TCUL, 2" Electric Submersible Pump, 1 Hp, 115 volt, Single Phase

CM02-21 CM21IG01 Model HS2.4S-62, 2" Submersible Trash Pump, 2/3 HP Honda 110 Volt

CM02-21 CM21IG02 Model LB-480-62, 2" Submersible Dewatering Pump, 2/3 HP Honda, 110 Volt

CM02-21 CM21IG03 NK2-15, 3" Submersible Dewatering Pump, 2 HP Honda, 110/220 Volt

CM02-21 CM21IH01 WEDA D04N 115V 60Hz, single phase, 2" NPT Electric Submesrsible, 60 GPM Flow Rate, 38ft Max Head 
height

CM02-21 CM21IH02 WEDA D04N 230V 60Hz, single phase, 2" NPT Electric Submesrsible, 60 GPM Flow Rate, 38ft Max Head 
height

CM02-21 CM21IH03 WEDA D04BN 115V 60Hz, single phase, 1" NPT Electric Submesrsible, 35 GPM Flow Rate, 35ft Max Head 
height

CM02-21 CM21IH04 WEDA D04BN 230V 60Hz, single phase, 1" NPT Electric Submesrsible, 35 GPM Flow Rate, 35ft Max Head 
height

CM02-21 CM21IH05 WEDA D08N 115V 60Hz, single phase, 2" NPT Electric Submesrsible, 85 GPM Flow Rate, 50ft Max Head 
height

CM02-21 CM21IH06 WEDA D08N 230V 60Hz, single phase, 2" NPT Electric Submesrsible, 85 GPM Flow Rate, 50ft Max Head 
height

CM02-21 CM21IH07
WEDA D10N 115V 60Hz, single phase , 2" NPT, Electric Submersible, 119 GPM Flow Rate, 52ft Max Head, 

E. Robin/Subaru
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CM02-21 CM21IH08 WEDA D10N 220-240V 60Hz, single phase , 2" NPT, Electric Submersible, 119 GPM Flow Rate, 52ft Max 
Head, 

CM02-21 CM21IH09
WEDA D10N 220-240V D 60Hz, 2" NPT, Electric Submersible, 119 GPM Flow Rate, 52ft Max Head, 

CM02-21 CM21IH10
WEDA D10N 440-480V Y  60Hz, 2" NPT, Electric Submersible, 119 GPM Flow Rate, 52ft Max Head, 

CM02-21 CM21IH11 WEDA D30L 220-240V 60HZ 1~ CSA 3" NPT Electric Submersible Pump 370 GPM Flow Rate, 58ft Max 
Head

CM02-21 CM21IH12 WEDA D30L 220-240V D 60HZ CSA 3" NPT Electric Submersible Pump 370 GPM Flow Rate, 58ft Max 
Head

CM02-21 CM21IH13 WEDA D30L 440-480V Y 60HZ CSA 3" NPT Electric Submersible Pump 370 GPM Flow Rate, 58ft Max 
Head

CM02-21 CM21IH14 WEDA D30N 220-240V 60Hz 1~CSA 3" NPT Electric Submersible Pump 200 GPM Flow Rate, 90ft Max 
Head

CM02-21 CM21IH15 WEDA D30N 220-240V D 60Hz CSA 3" NPT Electric Submersible Pump 190 GPM Flow Rate, 83ft Max 
Head

CM02-21 CM21IH16
WEDA D30N 440-480V Y 60HzCSA 3" NPT Electric Submersible Pump 450 GPM Flow Rate, 72ft Max Head

CM02-21 CM21IH17
WEDA D40N 220-240V D 60HzCSA 3" NPT Electric Submersible Pump 450 GPM Flow Rate, 72ft Max Head

CM02-21 CM21IH18
WEDA D40N 440-480V Y 60HzCSA 3" NPT Electric Submersible Pump 450 GPM Flow Rate, 72ft Max Head

CM02-21 CM21IH19
WEDA D50N 460V YSer 60Hz CSA, 4" NPT Electric Submersible Pump 620 GPM Flow Rate, 83ft Max Head

CM02-21 CM21IH20 WEDA D50H 460V YSer 60Hz CSA, 4" NPT Electric Submersible Pump 310 GPM Flow Rate, 135ft Max 
Head

CM02-21 CM21IH21 WEDA D60N 460V YSer 60Hz CSA 4" NPT Electric Submersible Pump 700 GPM Flow Rate, 100ft Max 
Head

CM02-21 CM21IH22 WEDA D60H 460V YSer 60Hz CSA 3" NPT Electric Submersible Pump 340 GPM Flow Rate, 170ft Max 
Head

CM02-21 CM21IH23 WEDA D60SH 460V YSer 60Hz CSA 3" NPT Electric Submersible Pump 260 GPM Flow Rate, 250ft Max 
Head

CM02-21 CM21IH24
WEDA D70L 440-480V D 60Hz  6" NPT Electric Submersible Pump 1200 GPM Flow Rate, 110ft Max Head

CM02-21 CM21IH25 WEDA D70H 440-480V D 60Hz CSA 4" NPT Electric Submersible Pump 300 GPM Flow Rate, 254ft Max 
Head

CM02-21 CM21IH26 WEDA D80N 460V YSER 60HZ CSA 6" NPT Electric Submersible Pump 1600 GPM Flow Rate, 145ft Max 
Head

CM02-21 CM21IH27 WEDA D80N 480V Y SOFTST 60HZ 6" NPTCSA Electric Submersible Pump 1600 GPM Flow Rate, 145ft 
Max Head

CM02-21 CM21IH28 WEDA D80H 460V YSER 60HZ CSA 4" NPT Electric Submersible Pump 760 GPM Flow Rate, 240ft Max 
Head 

CM02-21 CM21IH29 WEDA D80H 480V Y SOFTST 60HZ CSA  4" NPT Electric Submersible Pump 760 GPM Flow Rate, 240ft 
Max Head

CM02-21 CM21IH30 WEDA D90L 440-480V D 60Hz CSA  6" NPTElectric Submersible Pump 1700 GPM Flow Rate, 120ft Max 
Head

CM02-21 CM21IH31 WEDA D90H 440-480V D 60Hz CSA 4" NPT Electric Submersible Pump 560 GPM Flow Rate, 325ft Max 
Head

CM02-21 CM21IH32 WEDA D100N 440-480V D 60Hz CSA*  10" NPT Electric Submersible Pump 6100 GPM Flow Rate, 115ft 
Max Head

CM02-21 CM21IH33 WEDA D10N 575-600V Y 60HZ CSA 2"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 119 GPM flow rate  52ft Max Head

CM02-21 CM21IH34 WEDA D30L 575-600V Y 60HZ CSA 3"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 370 GPM flow rate  58ft Max Head

CM02-21 CM21IH35 WEDA D30N 575-600V Y 60HZCSA 3"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 200 GPM flow rate  902ft Max Head

CM02-21 CM21IH36 WEDA D40N 575-600V Y 60HZCSA 3"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 450 GPM flow rate  72ft Max Head

CM02-21 CM21IH37 WEDA D50N 575-600V D 60HZ CSA 4"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 620 GPM flow rate  83ft Max Head

CM02-21 CM21IH38 WEDA D50H 575-600V D 60HZ CSA 3"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 310 GPM flow rate  135ft Max Head

CM02-21 CM21IH39 WEDA D60N 575-600V D 60HZ CSA 4"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 700 GPM flow rate  100ft Max Head

CM02-21 CM21IH40 WEDA D60H 575-600V D 60HZ CSA 3"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 340 GPM flow rate  170ft Max Head
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CM02-21 CM21IH41 WEDA D60SH 575-600V D 60HZCSA 3"NPT Electric Submersible, drainage pump Mounted discharge built 
in starter, 260 GPM flow rate 250ft Max Head

CM02-21 CM21IH42 WEDA D70L 575-600V D 60HZ CSA 6"NTP Electric Submersible, drainage pump Mounted discharge built in 
starter, 1200 GPM flow rate  110ft Max Head

CM02-21 CM21IH43 WEDA D70H 575-600V D 60HZ CSA 4"NTP Electric Submersible, drainage pump Mounted discharge built in 
starter, 300 GPM flow rate  254ft Max Head

CM02-21 CM21IH44 WEDA D80N 575-600V D 60HZ CSA 6"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 1600 GPM flow rate  145ft Max Head

CM02-21 CM21IH45 WEDA D80H 575-600V D 60HZ CSA 4"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 760 GPM flow rate  240ft Max Head

CM02-21 CM21IH46 WEDA D90L 575-600V D 60HZ CSA 6"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 1700 GPM flow rate  120ft Max Head

CM02-21 CM21IH47 WEDA D90H 575-600V D 60HZ CSA 6"NPT Electric Submersible, drainage pump Mounted discharge built in 
starter, 560 GPM flow rate  325ft Max Head

CM02-21 CM21IH48

WEDA S04N 115V 60HZ 1~ UL 2" NPT Electric Submersible, sludge pump, mounted discharge built in starter   
67 GPM flow rate 33ft Max Head 

CM02-21 CM21IH49

WEDA S04N 230V 60HZ 1~  UL 2" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  67 GPM flow rate 33ft Max Head 

CM02-21 CM21IH50 WEDA S08N 115V 60HZ 1~ UL 2" NPT Electric Submersible, sludge pump, mounted discharge built in starter   
83 GPM flow rate 42ft Max Head 

CM02-21 CM21IH51 WEDA S08N 230V 60HZ 1~  UL  2" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  83 GPM flow rate 42ft Max Head 

CM02-21 CM21IH52 WEDA S30N 220-240V 60HZ 1~ CSA 3" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  190 GPM flow rate 51ft Max Head 

CM02-21 CM21IH53 WEDA S30N 220-240V D 60HZ CSA  3" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  230 GPM flow rate 61ft Max Head 

CM02-21 CM21IH54 WEDA S30N 440-480V Y 60HZ CSA  3" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  230 GPM flow rate 61ft Max Head 

CM02-21 CM21IH55 WEDA S50N 230V Y// 60Hz CSA 4" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  365 GPM flow rate 92ft Max Head  

CM02-21 CM21IH56 WEDA S50N 460V YSer 60Hz CSA 4" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  365 GPM flow rate 92ft Max Head 

CM02-21 CM21IH57 WEDA S60N 230V Y// 60HZ CSA 4" NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  420 GPM flow rate 100ft Max Head 

CM02-21 CM21IH58 WEDA S60N 460V YSer 60Hz CSA 4"NPT Electric Submersible, sludge pump, mounted discharge built in 
starter  420 GPM flow rate 100ft Max Head 

CM02-21 CM21IH59 WEDA L40N 460V 60Hz 3"Hose Electric Submersible sludge pump , mounted discharge, no built in starter 
(control box required) 300 GPM flow rate 44ft Max Head

CM02-21 CM21IH60 WEDA L50N 460V 60Hz 4"Hose Electric Submersible sludge pump , mounted discharge, no built in starter 
(control box required) 440 GPM flow rate 56ft Max Head

CM02-21 CM21IH61 WEDA L60N 460V 60Hz 4"Hose Electric Submersible sludge pump , mounted discharge, no built in starter 
(control box required) 616 GPM flow rate 75ft Max Head

CM02-21 CM21IH62 WEDA L70N 460V 60Hz 4"Hose Electric Submersible sludge pump , mounted discharge, no built in starter 
(control box required) 660 GPM flow rate 79ft Max Head

CM02-21 CM21IH63 WEDA L80N 460V 60Hz Flange DN100 4" Fange Electric Submersible sludge pump , mounted discharge, no 
built in starter (control box required) 704 GPM flow rate 89ft Max Head

CM02-21 CM21IH64 WEDA L95N 460V 60Hz Flange DN100 4" Flange Electric Submersible sludge pump , mounted discharge, no 
built in starter (control box required) 1233 GPM flow rate 167ft Max Head

CM02-21 CM21IH65 WEDA L100N 460V 60Hz Flange DN150 6" Flange Electric Submersible sludge pump , mounted discharge, no 
built in starter (control box required) 1915 GPM flow rate 99ft Max Head

CM02-21 CM21IH66 WEDA L110N 460V 60Hz Flange DN150 6" Flange Electric Submersible sludge pump , mounted discharge, no 
built in starter (control box required) 2422 GPM flow rate 164ft Max Head

CM02-21 CM21II01 Model 5891-DC, 1-1/2" 12 Volt Electric Submersible Pump 1/3HP, on/off switch w/Standard 30' Power Cord, 
comes with metal carry case

CM02-21 CM21II02 Model 5811-99, 1-1/2" Electric Submersible Pump 1/2HP, single phase, 115v, plastic housing, automatic float 
switch w/Standard Power Cord, solids handling clog resistant impellers.  Shut-off head 21', Flows up to 47 
GPM.

CM02-21 CM21II03 Model 5780-98, 2" Electric Submersible Pump 1/2HP, single phase, 115v, stainless steel housing, automatic 
float switch w/Standard Power Cord, solids handling clog resistant impellers.  Shut-off head 32', Flows up to 57 
GPM.

I. AMT Pump
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CM02-21 CM21II04
Model 5792-95, 2" Electric Submersible Pump 1/2HP, single phase, 115v, Cast Iron Housing, automatic float 
switch w/Standard Power Cord, solids handling clog resistant impellers.  Shut-off head 37', Flows to 64 GPM.

CM02-21 CM21JA01 K1429-8 Power Arc 5500, Subaru Robin EX27 Gas Engine Driven Welder/Generator

CM02-21 CM21JA02 K2468-1 Ranger 10,000, Welder/Generator, Robin/Subaru OHV EH64 gas engine, 

CM02-21 CM21JA03 K2337-1 Ranger 3-Phase, Welder/Generator w/Kohler Gas Engine

CM02-21 CM21JA04 K2382-2 Ranger GXT, Welder/Generator w/Kohler Gas Engine

CM02-21 CM21JA05 K1725-8 Ranger 250, 250 amps DC w/Kohler Gas Engine

CM02-21 CM21JA06 K2353-1 Ranger 305, 300 amps DC, w/ Kohler Gas Engine

CM02-21 CM21JA07 K2352-1 Ranger 305D, 300 amps DC, w/Kubota Diesel Engine

CM02-21 CM21JA08 K1278-8 SAE - 400 Severe Duty, 400 amp, Perkins Diesel Engine

CM02-21 AM21JB01 MIL907266, Blue Star 145, Welder/Gen. w/10-HP Kohler gas engine, recoil start, std. receptacles

CM02-21 AM21JB02 MIL907268 Blue Star 185, Welder/Gen. w/13-HP Honda gas engine, recoil start, std. receptacles

CM02-21 AM21JB03 MIL907269 Blue Star 185, Welder/Gen. w/13-HP Kohler gas engine, electric start, - std. receptacles

CM02-21 AM21JB04 MIL907210 Bobcat 225 AC/DC Welder/Gen., 22-HP Robin gas engine, 10KW Auxiliary Power

CM02-21 AM21JB05 MIL907212 Bobcat 250 AC/DC Welder/Gen., 22-HP Robin gas engine, 10KW Auxiliary Power

CM02-21 AM21JB06 MIL907211 Bobcat 250 AC/DC Welder/Gen., 22-HP Kohler gas engine, 10KW Auxiliary Power

CM02-21 AM21JB07 MIL907255 Bobcat, 3-Phase Welder, 200/210/225 Volt, w/CH-20 Kohler gas engine

CM02-21 AM21JB08 MIL907212011 Bobcat, 250 AC/DC Welder/Gen. w/22-HP Robin gas eng. & 10KW Power, w/GFCI

CM02-21 AM21JB09 MIL907215 Trailblazer 275, DC Welder w/Robin Engine

CM02-21 AM21JB10 MIL907214 Trailblazer 275, DC Welder w/Kohler Engine

CM02-21 AM21JB11 MIL907216 Trailblazer 302, Welder w/Kohler CH-20 CC/AC engine, 120/240 volts, 60-Hz

CM02-21 AM21JB12 MIL907217 Trailblazer 302, Welder w/Robin 22-HP CC/AC engine, 120/240 volts, 60-Hz

CM02-21 AM21JB13 MIL907272 Legend 302, Welder/Gen. w/20-HP Kohler gas engine

CM02-21 AM21JB14 MIL907214022 Trailblazer 275, DC Welder w/Kohler LP gas engine and GFCI

CM02-21 AM21JB15 MIL907216022 Trailblazer 302, Welder/Gen. w/20-HP Kohler LP gas engine and GFCI

CM02-21 AM21JB16 MIL907213011 Bobcat 250, Welder/Gen. w/Kubota diesel engine & 10KW Aux. Power & Ground Fault

CM02-21 AM21JB17 MIL907218 Trailblazer 302, Welder w/19-HP Kubota diesel engine CC?AC 120/240 Volts, 60-Hz

CM02-21 AM21JB18 MIL907114 Pro 300 CC/CV Deluxe Welder, w/3013C Caterpillar diesel engine

CM02-21 AM21JB19 MIL907173 Big Blue 400D CC Welder, w/ F3L2011 Deutz diesel engine

CM02-21 AM21JB20 MIL907175 Big Blue 400P CC Welder, w/ 404C.22 Perkins diesel engine

CM02-21 AM21JB21 MIL907172011 Big Blue 400D CC Idle Welder, w/ F3L2011 Deutz diesel engine

CM02-21 AM21JB22 MIL907174011 Big Blue 400P CC Idel Welder, w/ 404C.22 Perkins diesel engine

CM02-21 AM21JB23 MIL907171 Big 40 C CC Welder, w/3024C Caterpillar diesel engine,. 33-HP @ 1800rmp

CM02-21 AM21JC01 GAW135H, 135 Amp, 6.5 HP; 3600 RPM Honda gas engine
CM02-21 AM21JC02 BDW180MC, Battery welder, 170 Amp, (5) 12V-12Ah Batteries
CM02-21 AM21JC03 GAW180HEA, 180 Amp, 9.5 HP; 3600 RPM Honda gas engine
CM02-21 AM21JC04 SDW225SSA1, 225 Amp, 12.0 HP;3600 RPM Kubota diesel engine
CM02-21 AM21JC05 DLW300ESA, 300 Amp, 19.0 HP;3600 RPM Kubota diesel engine
CM02-21 AM21JC06 DLW330X2, 280/2 x 165 Amp, 24.0 HP;3600 RPM Kubota diesel engine
CM02-21 AM21JC07 DLW400ESA, 400/2 x 200 Amp, 31.5 HP;3600 RPM Kubota diesel engine
CM02-21 AM21JC08 DAW500SA, 500 Amp, 34.5 HP;2700 RPM Kubota diesel engine

CM02-21 AM21KA01 CMT-100 Portable 1-Yard Concrete Mixer Trailer
CM02-21 AM21KA02 CMK-175 Portable 1-3/4 Yard MixKing Concrete Mixer Trailer
CM02-21 AM21KA03 CUBE Universal On-Site Concrete Batching Mixer and Loader In One Package
CM02-21 AM21KA04 CPS-125 Portable 1-1/4 Yard Skid Mounted Concrete Mixer
CM02-21 AM21KA05 CPS-175 Portable 1-3/4 Yard Skid Mounted Concrete Mixer
CM02-21 AM21KA06 CLP-200 LoadPro Concrete Batching Unit, 2 Yard Hopper
CM02-21 AM21KA07 MBL-100 Mini Concrete Batching Unit w/Power Pack
CM02-21 AM21KA08 CBL1 Single Hopper Automated Concrete Batching Unit, Silo
CM02-21 AM21KA09 CBL2 Double Hopper Automated Concrete Batching Unit, Silo

K.  Concrete Systems
A. Cart-Away Concrete Systems

J.  Welders and Equipment
A. Lincoln Electric

B. Miller

C. MultiQuip
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