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LINKS:
Grace Connected Safety 

https://www.jotform.com/build/232004522255140

Grace Connected Safety - Intro
https://vimeo.com/853833657?share=copy

Grace Connected Safety - PENDANTS
https://vimeo.com/853833612?share=copy

Grace Connected Safety - GATEWAYS
https://vimeo.com/853833564?share=copy

Grace Connected Safety - PLANS
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`GMG-P-C

GMG-P-C Grace Mobile Gateway for portable mounting on standard and OTR/ATV vehicles - Magnetic mount for easy swapping between 
vehicles. 
- Can be integrated with existing Grace Lone Worker Systems.
- Includes 12VDC lighter plug for in-vehicle charging. 
- Operates 25 hours in monitor mode on a full charge - 4 to 6 hours recharge time. 
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert. 
- Add any model of Grace Lone Worker Pendant
 - Grace Cloud Connect will not display outdoor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- Can be used with optional Universal Mounting Bracket- GMG-UNI-MOUNT order separately.
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
               

2,022$       

`GMG-P-C-S

GMG-P-C-S Grace Mobile Gateway for portable mounting on standard and OTR/ATV vehicles. Magnetic mount for easy swapping between 
vehicles. 
- Can be integrated with existing Grace Lone Worker Systems.
- Includes 12VDC lighter plug for in-vehicle charging. 
- Operates 25 hours in monitor mode on a full charge - 4 to 6 hours recharge time. 
- Low Battery Alert - email/text and Pendant Alert. 
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- Can be used with optional Universal Mounting Bracket- GMG-UNI-MOUNT order separately.
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular and Iridium satellite to communicate with Grace Cloud Connect. 
- Iridium Satellite Service requires a open view of the sky for performance.
               

2,447$       
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GMG-F-C
(ORDER BRACKET 

SEPARATE)

GMG-F-C Grace Mobile Gateway for permanent fixed mounting on buildings and standard and OTR/ATV vehicles. 
- Can be integrated with existing Grace Lone Worker Systems.
- Magnetic mount with hardwire fixed power and control cable for permanent installation in vehicle. 
- INCLUDES STANDARD INSTALL CABLE  GMG-IO-15 (17ft/5m cable) (OPTIONAL GMG-IO-25 (32.8ft/10m) available)
- Operates 25 hours in monitor mode on a full charge - 4 to 6 hours recharge time. 
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert. 
- Includes (2) Input triggers and (2) Output Relays managed by Grace Cloud Connect. 
- ORDER SEPARATE - Universal Mounting Bracket GMG-UNI-MOUNT.
- Add any model Grace Lone Worker Pendant.
- Grace Cloud Connect will not display mapping of non-GPS model Pendants or free form text/canned messages on non-display Pendants.
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- This model of Gateway utlilizes subscription based cellular to communicate with Grace Cloud Connect. 
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- Grace Gateway devices utlilize subscription based cellular technology to communicate with Grace Cloud Connect. 
- THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN -  ADD PART NUMBER GCC-C-YR FOR GRACE CLOUD CONNECT SERVICE

2,122$       

GMG-F-C-S
(ORDER BRACKET 

SEPARATE)

GMG-F-C-S Grace Mobile Gateway for permanent fixed mounting on standard and OTR/ATV vehicles. 
- Can be integrated with existing Grace Lone Worker Systems.
- Magnetic mount with hardwire fixed power and control cable for permanent installation on vehicle.
- INCLUDES STANDARD INSTALL CABLE  GMG-IO-15 (17ft/5m cable) (OPTIONAL GMG-IO-25 (32.8ft/10m) available)
- Operates 25 hours in monitor mode on a full charge - 4 to 6 hours recharge time.
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert.  
- ORDER SEPARATE - Universal Mounting Bracket GMG-UNI-MOUNT.
- Includes (2) Input triggers and (2) Output Relays managed by Grace Cloud Connect.
- Add any model Grace Lone Worker Pendant 
- Grace Cloud Connect will not display outdoor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular and Iridium satellite to communicate with Grace Cloud Connect. 
- To manage possible higher data rate cost, Iridium satellite is secondary back-up primary cellular connectivity.

2,567$       

`GMG-UNI-
MOUNT

UNIVERSAL MOUNTING BRACKET FOR USE WITH ALL MODELS OF GMG 149$            

GMG-IO-15 GMG-IO-15 (17ft/5m cable) INPUT/OUTPUT/POWER CABLE FOR USE WITH GMG-F FIXED MOUNT MODELS 150$            
`GMG-IO-25 GMG-IO-25 (32.8ft/10m) INPUT/OUTPUT/POWER CABLE FOR USE WITH GMG-F FIXED MOUNT MODELS 189$            
GMG-DC-MOBILE 12VDC Mobile Charge Cable for all models of GMG-P 27$              

GMG-AC 120/240 GMG-AC 120/240  Wall plug power adapter for 120/240 VAC charging of all GMG-P models 27$              
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PWA-C

PWA-C Grace Portable Worksite Alarm Cellular Gateway is a stand-alone transportable battery powered Gateway for use in remote temporary 
operations.
- Can be integrated with existing Grace Lone Worker Systems.
- VERY LOUD Audible Alarm and HIGH INTENSITY LED VISUAL INDICATORS - operates as a secondary means of alarm notification.
- Operates as signal repeater to extend usable range.
- Operates for 24 hours with 6-10 hours to recharge.
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert.  
- Top Mounted Emergency EVACUATION Push-Button.
- Add any model Grace Lone Worker Pendant.
 - Grace Cloud Connect will not display outdoor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
 This model of Gateway utlilizes subscription based cellular service for  Grace Cloud Connect  

2,832$       

PWA-C-S

PWA-C-S  Grace Portable Worksite Alarm CELL/SAT Gateway is a stand-alone transportable battery powered Gateway for use at remote 
temporary operations. 
- Can be integrated with existing Grace Lone Worker Systems.VERY LOUD Audible Alarm and HIGH INTENSITY LED VISUAL INDICATORS - 
operates as a secondary means of alarm notification.
- THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN -  ADD PART NUMBER GCC-C-YR FOR GRACE CLOUD CONNECT SERVICE
- Operates as signal repeater to extend usable range.
- Top Mounted Emergency EVACUATION Push-Button.
- Operates for 24 hours with 6-10 hours to recharge.
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert.  
- Add any model Grace Lone Worker Pendant 
- Grace Cloud Connect will not display outdoor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- Grace Gateway devices utlilize subscription based cellular and satellite technology to communicate with Grace Cloud Connect. 
- Iridium Satellite Service requires a open view of the sky for performance.
- This model of Gateway utlilizes subscription based cellular and Iridium Satellite Service for  Grace Cloud Connect. 

3,402$       

Grace Connected Safety -Page 4 HGAC #EE-11-24 5/31/2024



MS3000X-C

MS3000X-C is a fixed mount/fixed location Cellular Gateway and can be integrated with existing Grace Lone Worker Systems to provide a 
cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud Connect control of (4) Opto-Isolated Inputs and (4) Output 
Relays used in a wide range of applications to integrate with external systems (Fire, Security, SCADA, Access Control Systems) to send 
evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 25 Hour battery back-up in monitor mode. 
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert.  
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* *
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular service to communicate with Grace Cloud Connect. 
 THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN   ADD PART NUMBER GCC C YR FOR GRACE CLOUD CONNECT SERVICE

2,857$       

MS3000X-C-OTG

MS3000X-C-OTG is a fixed mount/fixed location Cellular Gateway with OTG Solar Package and can be integrated with existing Grace Lone 
Worker Systems to provide a cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud Connect control of (4) Opto-
Isolated Inputs and (4) Output Relays used in a wide range of applications to integrate with external systems (Fire, Security, SCADA, Access 
Control Systems) to send evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 100 hours battery back-up in monitor mode - require 3 hours per day of full sun to maintain. 
- Low Battery Alert - email/text/voice-to-text/GraceCloudConnect APP and Pendant Alert.  
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* *
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular service to communicate with Grace Cloud Connect. 
- THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN -  ADD PART NUMBER GCC-C-YR FOR GRACE CLOUD CONNECT SERVICE

4,356$       
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MS3000X-C-S

MS3000X-C-S is a fixed mount/fixed location CELL/SAT Gateway and can be integrated with existing Grace Lone Worker Systems to provide a 
cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud Connect control of(4) Opto-Isolated Inputs and (4) Output 
Relays used in a wide range of applications to integrate with external systems (Fire, Security, SCADA, Access Control Systems) to send 
evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 25 Hour battery back-up in monitor mode.  
- Add any model of Grace Lone Worker Pendant - Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free 
form text/canned messages on non-display Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular and Iridium satellite service to communicate with Grace Cloud Connect. 
- To manage possible higher data rate cost, Iridium satellite is secondary back-up primary cellular connectivity.
- Iridium Satellite Service requires a open view of the sky for performance.
 THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN   ADD PART NUMBER GCC C S YR FOR GRACE CLOUD CONNECT SERVICE

3,477$       

MS3000X-C-S-
OTG

MS3000X-C-S-OTG is a fixed mount/fixed location CELL/SAT Gateway and can be integrated with existing Grace Lone Worker Systems to 
provide a cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud Connect control of(4) Opto-Isolated Inputs and (4) 
Output Relays used in a wide range of applications to integrate with external systems (Fire, Security, SCADA, Access Control Systems) to send 
evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 100 hours battery back-up in monitor mode - require 3 hours per day of full sun to maintain.  
- Add any model of Grace Lone Worker Pendant - Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free 
form text/canned messages on non-display Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* 
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular and Iridium satellite service to communicate with Grace Cloud Connect. 
- To manage possible higher data rate cost, Iridium satellite is secondary back-up primary cellular connectivity.
- Iridium Satellite Service requires a open view of the sky for performance.
- THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN -  ADD PART NUMBER GCC-C-S-YR FOR GRACE CLOUD CONNECT SERVICE

4,976$       
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MS3000X-C-LS

MS3000X-C-LS is a fixed mount/fixed location Cellular Gateway WITH LIGHT AND SIREN and can be integrated with existing Grace Lone 
Worker Systems to provide a cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud Connect control of (4) Opto-
Isolated Inputs and (4) Output Relays used in a wide range of applications to integrate with external systems (Fire, Security, SCADA, Access 
Control Systems) to send evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 25 Hour battery back-up in monitor mode. 
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* *
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular service to communicate with Grace Cloud Connect. 
- THIS PART NUMBER DOES NOT INCLUDE GCC SERVICE PLAN -  ADD PART NUMBER GCC-C-YR FOR GRACE CLOUD CONNECT SERVICE

4,307$       

MS3000X-C-LS-
OTG

MS3000X-C-LS-OTG is a fixed mount/fixed location Cellular Gateway WITH LIGHT AND SIREN and OTG Solar Package and can be integrated 
with existing Grace Lone Worker Systems to provide a cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud 
Connect control of (4) Opto-Isolated Inputs and (4) Output Relays used in a wide range of applications to integrate with external systems 
(Fire, Security, SCADA, Access Control Systems) to send evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 100 hours battery back-up in monitor mode - require 3 hours per day of full sun to maintain. 
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* *
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular service to communicate with Grace Cloud Connect. 

5,806$       
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MS3000X-C-S-LS

MS3000X-C-LS is a fixed mount/fixed location CELL/SAT Gateway WITH LIGHT AND SIREN and can be integrated with existing Grace Lone 
Worker Systems to provide a cellular monitored connection to Grace Cloud Connect, as well as Grace Cloud Connect control of (4) Opto-
Isolated Inputs and (4) Output Relays used in a wide range of applications to integrate with external systems (Fire, Security, SCADA, Access 
Control Systems) to send evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 25 Hour battery back-up in monitor mode. 
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* *
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular service to communicate with Grace Cloud Connect. 
                    

4,927$       

MS3000X-C-S-LS-
OTG

MS3000X-C-LS-OTG is a fixed mount/fixed location CELL/SAT Gateway WITH LIGHT AND SIREN and OTG SOLAR PACKAGE and can be 
integrated with existing Grace Lone Worker Systems to provide a cellular monitored connection to Grace Cloud Connect, as well as Grace 
Cloud Connect control of (4) Opto-Isolated Inputs and (4) Output Relays used in a wide range of applications to integrate with external 
systems (Fire, Security, SCADA, Access Control Systems) to send evacuation, E-stop, weather/active shooter alert signals to Grace Pendants. 
- (4) Output Relays for external alarm system interface - to provide a secondary means of alarm notification.
- 100 hours battery back-up in monitor mode - require 3 hours per day of full sun to maintain. 
- Add any model of Grace Lone Worker Pendant. 
- Grace Cloud Connect will not display outdooor mapping of non-GPS model Pendants or free form text/canned messages on non-display 
Pendants. 
- System Access Loop Test Indicator SALTi - alerts the user when system connection to Gateway or Cloud has been interupted.*
- SALTi feature best performs with (≤10) Pendants - Performance will decrease over (10) Pendants to a maximum of 40 Pendants.* *
- An UNLIMITED number of PENDANTS can be used when the SALTi feature is disabled - this is feature is only available on Gateways with 
secondary means of alarm.**
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.
- This model of Gateway utlilizes subscription based cellular service to communicate with Grace Cloud Connect. 
 S   O S O  C  GCC S C        GCC C S  O  G C  C O  CO C  S C

6,426$       
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GFG-CLD

 GFG-CLD is a cloud connected stand-alone network device using a TCP/IP connection that acts as a bridge to Grace Cloud Connect.
- Connected portal. GFG is designed for installation on an Ethernet or Wi-Fi network. 
- By default, the GFG will try to acquire an IP address automatically using DHCP. 
- Connection type: 2.4GHz IEEE 802.11.b/g/n/a wireless LAN or 10/100 Mbit/s Ethernet port.
- Audible Alert: Approximately 82 dBA.
- Includes external 120 VAC wall plug power converter.
- UPS Uninteruptable Power Supply demand is 10 W - UPS is customer supplied.
- Security: Integrated Linux Firewall does not interfere with customer network security.
- It is highly recommended that you consult all network configurations and settings changes with your Network Administrator.
- Add any model Grace Lone Worker Pendant - Grace Cloud Connect will not display outdoor mapping of non-GPS model Pendants or free 
form text/canned messages on non-display Pendants. 
- Includes 1 year of Grace Cloud Connect Portal Dashboard Access (see service details). 
- Grace Pendants are not cellular or satellite based products and operate with the Grace Gateway and other Grace devices using license-free 
patented radio technology.

999$            

GCC-C-S-YR ANNUAL SUBSCRIPTION CELLULAR/SATELLITE SERVICE CONNECTION TO GRACE CLOUD CONNECT PORTAL DASHBOARD 1,410$       
GCC-C-YR ANNUAL SUBSCRIPTION CELLULAR SERVICE CONNECTION TO GRACE CLOUD CONNECT PORTAL DASHBOARD 360$            
GCC-GFG-YR ANNUAL SUBSCRIPTION GFG CLOUD CONNECTION TO GRACE CLOUD CONNECT PORTAL DASHBOARD 300$            

SERVICE PLANS 

SALTi - System Access Loop Test Indicator Explained
The SALTi® (System Access Loop Test Indicator) feature provides the Pendant user with an indication the Pendant is connected and being 
monitored by the Grace Connected Safety® system. With this feature active, the system allows a Pendant to alert its user (via a Signal Loss 
Notification) if there is an interruption in signaling with the Grace Connected Safety® system.

SALTi® works in conjunction with Pendant’s “Signal Loss Timer” and must be configured on each Pendant. See Pendant’s user manual for 
instructions on setting this parameter. 

SALTi® can support up to 40 Pendants per GMG gateway. For best performance of the SALTi® feature, the Pendant “Signal Loss Timer” should 
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GFG Model
Estimated 

COG  GRACE LIST $ 
 RESELLER $ 

30% discount 
Multiplier off 
reseller price

Package Part Number 
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Gateways GMG-P-C 483.58 2,022.00$        1,415.40$           2.93

GFG  GRACE LIST $ 
 RESELLER $ 

25% discount atewService -$                       
GFG-WF1 1 1 2,100$              1,575.00$          24 GMG-P-C-S 615.18 2,447.00$        1,712.90$           2.78

GFG-WF1-GPS 1 1 2,175$              1,631.25$          24 GMG-F-C 504.30 2,122.00$        1,485.40$           2.95

GFG-WF2 1 1 2,300$              1,725.00$          24 GMG-F-C-S 635.90 2,567.00$        1,796.90$           2.83

GFG-WF2-GPS 1 1 2,375$              1,781.25$          24 PWA-C 688.58 2,832.00$        1,982.40$           2.88

GFG-SC 1 1 2,475$              1,856.25$          24 PWA-C-S 820.18 3,402.00$        2,381.40$           2.90

GFG-SC-GPS 1 1 2,575$              1,931.25$          24 MS3000X-C (No-LS) 689.74 2,857.00$        1,999.90$           2.90

GFG-TP3 1 1 2,475$              1,856.25$          24 MS3000X-C-S (No-LS) 821.34 3,477.00$        2,433.90$           2.96

GMG -$                       
GMG-P-C-WF1 1 1 2,250$              1,687.50$          108 MS3000X-C-LS 765.93 4,307.00$        3,014.90$           3.94

GMG-P-C-WF1-GPS 1 1 2,325$              1,743.75$          108 MS3000X-C-S-LS 897.53 4,927.00$        3,448.90$           3.84

GMG-P-C-WF2 1 1 2,400$              1,800.00$          108 MS3000X-OTG Add On 517.17 1,575.00$        1,102.50$           2.13
GMG-P-C-WF2-GPS 1 1 2,500$              1,875.00$          108 GFG 332.48 995.00$             696.50$               2.09

GMG-P-C-SC 1 1 2,400$              1,800.00$          108 LS add on 76.13 0.00

GMG-P-C-SC-GPS 1 1 2,500$              1,875.00$          108

GMG-P-C-TP3 1 1 2,400$              1,800.00$          108 Model
Estimated 

COG  GRACE LIST $ 
 RESELLER $ 

30% discount 
Multiplier off 
reseller price

GMG-F-C-WF1 1 1 1 2,325$              1,743.75$          108 WorkForce 1 159.48 849.00$             594.30$               3.73

GMG-F-C-WF1-GPS 1 1 1 2,400$              1,800.00$          108 WorkForce 1 - GPS 172.74 911.00$             637.70$               3.69

GMG-F-C-WF2 1 1 1 2,475$              1,856.25$          108 WorkForce 2 174.52 1,012.00$        708.40$               4.06

GMG-F-C-WF2-GPS 1 1 1 2,575$              1,931.25$          108 WorkForce 2-GPS 187.78 1,095.00$        766.50$               4.08

GMG-F-C-SC 1 1 1 2,625$              1,968.75$          108 SC500 192.32 1,186.00$        830.20$               4.32

GMG-F-C-SC-GPS 1 1 1 2,700$              2,025.00$          108 SC500 -GPS 225.03 1,327.00$        928.90$               4.13

GMG-F-C-TP3 1 1 1 2,675$              2,006.25$          108 TPASS3 195.84 1,148.00$        803.60$               4.10

GMG-P-CS-WF1 1 1 3,275$              2,456.25$          288 TPASS5 144.62 1,106.00$        774.20$               5.35
GMG-P-CS-WF1-GPS 1 1 3,350$              2,512.50$          288 TPASS5-GPS 170.53 1,217.00$        851.90$               5.00

GMG-P-CS-WF2 1 1 3,375$              2,531.25$          288 SPASS5x 144.62 739.00$             517.30$               3.58

GMG-P-CS-WF2-GPS 1 1 3,425$              2,568.75$          288

GMG-P-CS-SC 1 1 3,425$              2,568.75$          288 Service Plan GRACE LIST $
   
no discount 

u p e  o  
reseller price

GMG-P-CS-SC-GPS 1 1 3,475$              2,606.25$          288 GCC-C-YR $108.00 360.00$             360.00$               3.33
GMG-P-CS-TP3 1 1 3,425$              2,568.75$          288 GCC-C-S-YR $288.00 1,140.00$        1,140.00$           3.96
GMG-F-CS-WF1 1 1 1 3,375$              2,531.25$          288 GCC-GFG-YR $24.00 300.00$             300.00$               12.50

GMG-F-CS-WF1-GPS 1 1 1 3,450$              2,587.50$          288

GMG-F-CS-WF2 1 1 1 3,475$              2,606.25$          288

GMG-F-CS-WF2-GPS 1 1 1 3,525$              2,643.75$          288

GMG-F-CS-SC 1 1 1 3,575$              2,681.25$          288

GMG-F-CS-SC-GPS 1 1 1 3,625$              2,718.75$          288

GMG-F-CS-TP3 1 1 1 3,575$              2,681.25$          288

MS3000X
MS3000X-C-WF1 1 1 4,250$              3,187.50$          108

MS3000X-C-WF1-GPS 1 1 4,350$              3,262.50$          108

MS3000X-C-WF2 1 1 4,375$              3,281.25$          108

MS3000X-C-WF2-GPS 1 1 4,450$              3,337.50$          108

MS3000X-C-SC 1 1 4,525$              3,393.75$          108

MS3000X-C-SC-GPS 1 1 4,550$              3,412.50$          108

MS3000X-C-TP3 1 1 1 4,600$              3,450.00$          108

MS3000X-C-LS-WF1 1 1 1 4,325$              3,243.75$          108

MS3000X-C-LS-WF1-GPS 1 1 1 4,400$              3,300.00$          108

MS3000X-C-LS-WF2 1 1 1 4,475$              3,356.25$          108

MS3000X-C-LS-WF2-GPS 1 1 1 4,525$              3,393.75$          108

MS3000X-C-LS-SC 1 1 1 4,475$              3,356.25$          108

MS3000X-C-LS-SC-GPS 1 1 1 4,625$              3,468.75$          108

MS3000X-C-LS-TP3 1 1 1 4,575$              3,431.25$          108

MS3000X-CS-WF1 1 1 5,800$              4,350.00$          288

MS3000X-CS-WF1-GPS 1 1 5,825$              4,368.75$          288

MS3000X-CS-WF2 1 1 5,900$              4,425.00$          288

MS3000X-CS-WF2-GPS 1 1 5,925$              4,443.75$          288

MS3000X-CS-SC 1 1 5,925$              4,443.75$          288

MS3000X-CS-SC-GPS 1 1 6,000$              4,500.00$          288

MS3000X-CS-TP3 1 1 5,925$              4,443.75$          288

MS3000X-CS-LS-WF1 1 1 1 5,875$              4,406.25$          288

MS3000X-CS-LS-WF1-GPS 1 1 1 5,900$              4,425.00$          288

MS3000X-CS-LS-WF2 1 1 1 5,975$              4,481.25$          288

MS3000X-CS-LS-WF2-GPS 1 1 1 6,000$              4,500.00$          288

MS3000X-CS-LS-SC 1 1 1 6,000$              4,500.00$          288

MS3000X-CS-LS-SC-GPS 1 1 1 6,075$              4,556.25$          288

MS3000X-CS-LS-TP3 1 1 1 6,000$              4,500.00$          288

1 1,575$              1,181.25$          0

PWA
PWA-C-WF1 1 1 3,025$              2,268.75$          108

MS3000X-C-WF1-GPS 1 1 3,050$              2,287.50$          108

MS3000X-C-WF2 1 1 3,100$              2,325.00$          108

MS3000X-C-WF2-GPS 1 1 3,125$              2,343.75$          108

MS3000X-C-SC 1 1 3,200$              2,400.00$          108

MS3000X-C-SC-GPS 1 1 3,250$              2,437.50$          108

MS3000X-C-TP3 1 1 3,200$              2,400.00$          108

PWA-CS-WF1 1 1 3,825$              2,868.75$          288

PWA-CS-WF1-GPS 1 1 3,850$              2,887.50$          288

PWA-CS-WF2 1 1 3,900$              2,925.00$          288

PWA-CS-WF2-GPS 1 1 3,925$              2,943.75$          288

PWA-CS-SC 1 1 4,100$              3,075.00$          288

PWA-CS-SC-GPS 1 1 4,200$              3,150.00$          288

PWA-CS-TP3 1 1 4,100$              3,075.00$          288
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GRACE CONNECTED SAFETY  - PACKAGE PRICING
Includes (1) Pendant + (1) Gateway + (1 yr) Service
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