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IS-SOFT
PC Master Station Software

The IS-SOFT is proprietary Aiphone software that 
can be installed on a PC running Windows XP®, 
Windows Vista®, Windows® 7, Windows® 8, or 
Windows® 10 (one seat license per PC). The PC 
with the installed IS-SOFT software may connect 
directly to a network allowing for communication 
with any IS-IPDV, IS-IPDVF, IS-IPMV, or any station 
connected to an IS-IPC on a network.

•	 Identify visitors & unlock doors 

•	 Answer pages

•	 Make announcements

•	 Communicate between stations 

•	 Record video to PC

SPECIFICATIONS:
OS:			   Windows XP®

			   Windows Vista®

			   Windows® 7
			   Windows® 8
			   Windows® 10
Processor:		  2 GHz or higher
RAM:			   1 GB or higher
 

Hard Disk Space:	 10 MB or more (for 	
			   recording)
Sound Card:		  8 bit full duplex
Display:		  800 x 600 (x1)
			   1024 x 768 (x2)
			   1920 x 1200 (x3)
Run-time:		  Microsoft .NET Framework
			   4.0 or later
Network:		  10BASE-T/100BASE-TX
Protocol:		  TCP/IPv4, UDP/IPv4, 
			   TCP/IPv6, UDP/IPv6, SIP
Bandwidth:		  320k to 8Mbps (per IP unit)


