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REGENERATIVE AIR SWEEPERS

210k

GENERAL SPECIFICATIONS

MODEL 210h® REGENERATIVE AIR SWEEPER®

HYDROSTATIC DRIVE/CONVENTIONAL CAB CHASSIS

HYDRAULICS

hDRIVE® POWER SYSTEM

Main pump type......cccvveeiiiiiineene. Piston pump
RESEervoir.......ccocoeeeeecciieeeeee 17 gal (64 L)
Main system pressure ... 3500 psi (24,132 kPa)
Main pump drive ........ccccoeeeineeennnen. Direct drive

from transmission PTO, operates blower,
dump door, and pick-up head

Broom pump ... Vane type
Belt driven from blower shaft

11 (Y N 10 micron in-line

Hydraulic Oil ........coooevviiiieeiiieens Extended life

(070Yo] 1= S, Air to oil

w/thermostatically controlled electric fan
Hydraulic level/temperature shutdown system
Hydraulic oil filter restriction indicator
Hydraulic oil sight/temperature gauge

BLOWER

Aluminum alloy, high volume, open face turbine

Purpose............... Creates air blast and suction

Bearings ......cccovveeiiiiie i Anti-friction

Housing........cooeeviiiiieiinne Abrasion resistant,
replaceable liner

Drive ..o Hydraulic direct drive

DUST SEPARATOR

TYPE e Cyclonic, multipass,
centrifugal separation

Cylindrical area.........c.cccoeevveeneennne. 20x22.5in
(508 x 1549 mm)

Location.......ccccecvveernneennnen. Adjacent to hopper

Particulate removal achieved through 22.5 in
(572 mm) skimmer slot into skimmer hood

Inspection/cleanout port w/extended plug
handle

HOPPER

Capacity (volumetric).............. 2.4 yd® (1.83 m?)
Capacity (useable).................. 2.1 yd® (1.61 m?)
Construction .........cccccevenneee. Welded steel plate
Dump door opening ........cccceeveeernenn. 52x23in

(1321 x 584 mm)
Dump door hydraulically opened/closed
Dumping method............... Hydraulic with tilt up
Dumping height ..........cccccee. 60 in (1524 mm)
Dumping clearance height.... 144 in (3645 mm)
Hopper drip edge extension

1-800-258-9626

www.tymco.com

PICK-UP HEAD

TYPE oot Dual chamber
Function.............. Delivers air blast and suction
Width (inside dimension) ........ 78 in (1981 mm)
Pick-up head area................. 2028 in? (1.31 m?)
Suspension .......c.ccceu.e 4 springs, 2 drag links
Skids....ccovreinenn. DUO-SKID®, long life carbide
Suction hose diameter.............. 12 in (305 mm)
Pressure hose diameter ........... 12 in (305 mm)
Pressure bleeder ..........ccccoovcvieeeenn. Integral for

leaf/light material pickup
Reverse pick-up head system

GUTTER BROOM, LEFT, Patented

Standard equipment includes floodlight and
parabolic mirror

Drive ..o Constant speed
non-reversible hydraulic motor

Adjustment.........cocceiiiiiiiiees Adjustable for
down pressure, pattern and wear

Down pressure ........cccceeeeeeinneen. Automatically
adjusts to requirement

Flexibility ........ccooeeeeinnis All directions, Integral
anti-damage "swing away" relief valve

Broom.......cccceenunen. Poly wafer 36 in (914 mm)

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software
that integrates the in-cab controls to all
sweeper functions; as well as provides
intelligent safety features, assists in
troubleshooting through LED input/output
diagnostics, and controls the hDrive Power
System. Specific to the 210h, BlueLogic
communicates with the truck to engage
the PTO and maintain the blower at a
constant speed (low or high), and monitors
and controls the hydraulic oil level and
temperature shutdown system.

Interior Components
Leaf pressure bleeder control, illuminated
control switches: pick-up head, gutter broom,
blower on/off (2 speeds), dust control water
system nozzles (if applicable), safety lights

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES

Back-up alarm

Alternating LED rear flashers (2)

BlueLogic® Control System provides several
safety interlocks which includes stopping the
blower when the hopper is raised/hopper door
is opened, shutting down the hydraulic system
when hydraulic oil temperature is too high or
the level is too low and disengaging the PTO
when excessive ground speed is met (default
is 18 mph). It also provides ASI, which will lift
the gutter broom when the transmission is
placed in reverse.

Hopper safety prop

OPTIONAL EQUIPMENT
Abrasion protection package

Amber beacon light

Auxiliary fuse panel

Auxiliary hand hose 6 in dia. (152 mm)
Backpack blower storage box
Camera/monitor system

Dust control system.................... 30 gal (113 L)
Gutter broom ........cccoceeenee. Right (in lieu of left)
Broom.......cccceviiiieennnenn. Poly or steel digger

32in (812.8 mm) (Ford F-450 only)
Hopper drain system
Hopper slide-out screen
Hydraulic tank heater
Light bar, cab mounted, LED
Magnet, front bumper mounted, light duty
Rubber lined blower
Shop air purge, dust control system
Stainless steel options:
Hopper:
Hopper weldment
Hopper door
Inspection door
Skimmer hood
Slide-out hopper screen
Blower housing
Dust separator
Hopper drain
Hopper inspection door
Hopper screen
Auxiliary hand hose hardware
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CHASSIS AVAILABLE

Ford F-450
Ford F-350

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 210h® REGENERATIVE AIR SWEEPER®

HYDROSTATIC DRIVE/CONVENTIONAL CAB CHASSIS

FORD F-450 FORD F-350

CAB/CHASSIS

GVW 16,500 Ib (7484 kg) 14,000 Ib (6350 kg)

Front Axle 7000 Ib (3175 kg), w/ 4800-7000 Ib (2177-3175 kg) front springs (varies [ 5250 Ib (2381 kg), w/ 4850-5250 Ib (2200-2381 kg) front springs (varies
based on configuration), shock absorbers, stabilizer bar based on configuration), stabilizer bar

Rear Axle 12,000 Ib (5443 kg), w/12,000 Ib (5443 kg) rear springs, shock 9750 Ib (4423 kg), w/9750 Ib (4423 kg) rear springs, stabilizer bar
absorbers, stabilizer bar

Gear ratio 4.10 3.73

Frame 7.04 SM (36,000 PSI) 7.04 SM (36,000 PSI)

Engine Ford, turbo diesel Ford, turbo diesel

Displacement

409 in® (6.7 L)

409 in® (6.7 L)

Power 300 hp (224 kW) @ 2800 RPM 300 hp (224 kW) @ 2800 RPM
Torque 660 Ib-ft (895 Nm) @ 1600 RPM 660 Ib-ft (895 Nm) @ 1600 RPM
Cooling Radiator and transmission oil, heavy duty Radiator and transmission oil, heavy duty

Transmission

6-Speed TorgShift® automatic transmission w/overdrive, electronic
control, (transmission power take off provision) Ford live-drive power
takeoff (PTO) provision

6-Speed TorgShift® automatic transmission w/overdrive, electronic
control, (transmission power take off provision) Ford live-drive power
takeoff (PTO) provision

Alternator 220 amp 220 amp
Batteries 12 volt heavy duty batteries - (2) 750 CCA maintenance free 12 volt heavy duty batteries - (2) 750 CCA maintenance free
Wheelbase 145.3 in (3691 mm) 145.3 in (3691 mm)

Turning diameter (wall to wall)

44.4 ft (13.53 m) (approximate)

52.1 ft (15.88 m) (approximate)

Turning diameter (curb to curb)

42.5 ft (12.95 m) (approximate)

50.1 ft (15.27 m) (approximate)

Fuel

Diesel

Diesel

Fuel tank

26.5 gal (100 L), mid-ship mounted (L.H.) only

26.5 gal (100 L), mid-ship mounted (L.H.) only

Diesel exhaust fluid tank

6 gal (22.71 L)

6 gal (22.71 L)

Tires (2-front, 4-rear)

(6) 225/70R19.5G all season

(6) LT245/75R 17E all season

Steering

Power, tilt, telescoping

Power, tilt, telescoping

Brakes

Power brakes with four (4) wheel anti-lock; disc — front and rear

Power brakes with four (4) wheel anti-lock; disc — front and rear

Instruments & lights

Temperature, oil pressure, coolant temperature, transmission
temperature gauge, and indicator lights and tachometer

Temperature, oil pressure, coolant temperature, transmission
temperature gauge, and indicator lights and tachometer

Tow hooks (front) Yes Yes
Seats 40/20/40 split HD vinyl seats 40/20/40 split HD vinyl seats
Cruise control Yes Special order

Mirrors Black, manual telescoping trailer tow (fold-away) Black, manual telescoping trailer tow (fold-away)
Air conditioned cab Yes Yes

Windows and door locks Power Manual (power optional; special order)

Exhaust system Horizontal Horizontal

Audio System

AM/FM stereo radio w/Sync and digital clock

AM/FM stereo radio w/digital clock

Daytime running lights

No

No

SWEEPING WIDTH (Approximate)

Pick-up head only

78in (1981 mm)

78in (1981 mm)

With 1 poly gutter broom

98 in (2489 mm)

98 in (2489 mm)

With 2 poly gutter brooms

n/a

n/a

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

231.5in (5880 mm)

231.5in (5880 mm)

Width (outside stowed poly wafer
gutter broom bristle tip to end of
opposite rear fender)

96 in (2438 mm)

96 in (2438 mm)

Height (w/o cab bar light/beacon)

81 in (2054 mm) @ blower housing

78in (1981 mm) @ blower housing

Empty weight (sweeper body &
chassis only)

11,080 Ibs (5026 kg)

10,580 Ibs (4800 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

1-800-258-9626 © TYMCO, Inc. 2018 All rights reserved 1/24/19
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REGENERATIVE AIR SWEEPERS

AR SVWEEPER

GENERAL SPECIFICATIONS

MODEL 210° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

SWEEPER AUXILIARY ENGINE

En'g_ine e Kubota V2403-CR-TE4B, 4 cyl.
(Final Tier 4)

Displacement..........cccccevuernee 148.5in® (2.4 L)
Power................ 56 hp (41.7 kW) @ 2100 RPM
Net torque..... 140 Ib-ft (190 Nm) @ 2100 RPM
Air cleaner ............... Heavy duty, w/pre-cleaner
Ol filter ...eovvvieieieeece Spin on, full flow
COO0lNG e Liquid

Diesel auxiliary engine fuel tank independent
from diesel or gasoline chassis fuel tank

Aux. engine fuel tank capacity ..... 19 gal (72 L)

Auxiliary engine protection system

Fuel/water separator

BLOWER

Aluminum alloy, high volume, open face turbine

Purpose .............. Creates air blast and suction

Bearings .....ccccocveeiiieeene e Anti-friction

HousiNg .....cccooeeviiiiiicee, Abrasion resistant,
replaceable liner

Drive ...coccooiiiiiiiieeis Heavy duty power band

DUST SEPARATOR

TYPE o Cyclonic, multipass,
centrifugal separation

Cylindrical area.........cccoccveveenieennen. 20x22.5in
(508 x 1549 mm)

Location ......cccceeveeviiiinnenn. Adjacent to hopper

Particulate removal achieved through 22.5 in
(572 mm) skimmer slot into skimmer hood

Inspection/cleanout port w/extended plug
handle

HOPPER

Capacity (volumetric) ............. 2.4 yd® (1.83 md)
Capacity (useable) ................. 2.1 yd® (1.61 md)
Construction ........c.cccccceeeee. Welded steel plate
Dump door 0pening........ccoecueeeenuneenn. 52 x23in

(1321 x 584 mm)
Dump door hydraulically opened/closed
Dumping method............... Hydraulic with tilt up
Dumping height .........cccccveene 60 in (1524 mm)
Dumping clearance height.... 144 in (3645 mm)
Hopper drip edge extension

PICK-UP HEAD
TYPE et Dual chamber

Function ............. Delivers air blast and suction
Width (inside dimension) ....... 78 in (1981 mm)
Pick-up head area ............... 2028 in? (1.31 m?)
Suspension .........cccee.. 4 springs, 2 drag links
SKidS....ccoverieennne DUO-SKID®, long life carbide
Suction hose diameter............. 12in (305 mm)
Pressure hose diameter .......... 12 in (305 mm)

Pressure bleeder
leaf/light material pickup
Reverse pick-up head system

Integral for

South Coast AQMD Rule 1186 PM, Certified

1-800-258-9626

HYDRAULIC SYSTEM

Operates gutter broom(s), dump door and
pick-up head

Drive .......... Gear driven from auxiliary engine

Capacity........coeeeevveernnne. 5 GPM (18.925 LPM)

Reservoir..... 8 gal (30.3 L) w/80 mesh suction
strainer, sight/temperature gauge, oil cooler

Filter. .. 10 micron in-line

Hydraulic Ol .........coccoviiiieiiiieens Extended life

GUTTER BROOM, LEFT, Patented
Standard equipment includes floodlight and
parabolic mirror

Drive ..o Constant speed
non-reversible hydraulic motor

Adjustment.........cccocviiiiieiieeee Adjustable for
down pressure, pattern and wear

DOWN Pressure .......ccveveeeeiiieeenns Automatically
adjusts to requirement

Flexibility ........ccceeeeiiinne. All directions, Integral
anti-damage "swing away" relief valve

Broom......cccccovvenne. Poly wafer 36 in (914 mm)

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and sweeper functions; as well as
provides intelligent safety features and On-
Board Diagnostics (OBD) for the auxiliary
engine and sweeper through the BlueLogic
display.

BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data to
the operatorandincludes hour meters (tripand
total) for the auxiliary engine, gutter broom(s),
pick-up head, blower, and water pump (if
applicable), sweeper odometer (records curb
miles swept and sweeping hours), service
reminders, custom reminders, overspeed
warning, low water audible alarm (if applicable),
dust control system winterization guide, and
OBD.

Interior Components
Leaf pressure bleeder control, BluelLogic
display, illuminated control switches: pick-up
head, gutter broom(s), auxiliary engine
RPM, dust control water system nozzles (if
applicable), safety lights

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES
Back-up alarm

Alternating LED rear flashers (2)
Hopper safety prop

OPTIONAL EQUIPMENT

Abrasion protection package

Amber beacon light, LED

Auto Sweep Interrupt (ASI)

Auxiliary engine - gasoline (consult factory)
Auxiliary fuse panel

Auxiliary hand hose 6 in (152 mm) dia.
Backpack blower storage box
Camera/monitor system

Dust control system.................... 30 gal (113 L)
Gutter broom(s) ..... Right (in lieu of left) or twin
Broom.......ccccoeennen. Poly or steel wire digger

32in (812.8 mm) (Ford F-450 only)
Hopper drain system
Hopper slide-out screen
Hopper up alarm
Light bar, cab mounted, LED
Linear actuator - pressure bleeder with gauge
Low emissions package (required for South
Coast AQMD Rule 1186, not applicable with
high output water system)
Magnet, front bumper mounted, light duty
Rubber lined blower
Shop air purge, dust control system
Sound Reduction Engineering (SRE®)
Stainless steel options:
Hopper:
Hopper weldment
Hopper door
Inspection door
Skimmer hood
Slide-out hopper screen
Blower housing
Dust separator
Hopper drain
Hopper inspection door
Hopper screen
Auxiliary hand hose hardware
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CONVENTIONAL CAB

CHASSIS AVAILABLE

Ford F-450

Ford F-350

Chevrolet C3500-HD
(Requires factory approval)

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 210° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL GAB CHASSIS

FORD F-450 FORD F-350

CAB/CHASSIS

GVWR 16,500 Ib (7484 kg) 14,000 Ibs (6350 kg)

Front axle 7000 Ib (3175 kg), w/ 4800-7000 Ib (2177- 5250 Ib (2381 kg), w/ 4850-5250 Ib (2200-
3175 kg) front springs (varies based on 2381 kg) front springs (varies based on
configuration), shock absorbers, stabilizer bar configuration), stabilizer bar

Rear axle 12,000 Ib (5443 kg), w/12,000 Ib (5443 kg) rear | 9750 Ib (4423 kg), w/9750 Ib (4423 kg) rear
springs, shock absorbers, stabilizer bar springs, stabilizer bar

Gear ratio 4.10 3.73

Frame 7.04 SM (36,000 PSI) 7.04 SM (36,000 PSI)

Engine Ford, turbo diesel Ford, turbo diesel

Displacement

409 in® (6.7 L)

409 in® (6.7 L)

Power 300 hp (224 kW) @ 2800 RPM 300 hp (224 kW) @ 2800 RPM
Torque 660 Ib-ft (895 Nm) @ 1600 RPM 660 Ib-ft (895 Nm) @ 1600 RPM
Cooling Radiator and transmission oil, heavy duty Radiator and transmission oil, heavy duty

Transmission

6-Speed TorqShift® automatic transmission w/
overdrive, electronic control, (transmission
power take off provision) Ford live-drive power
takeoff (PTO) provision

6-Speed TorqShift® automatic transmission w/
overdrive, electronic control, (transmission
power take off provision) Ford live-drive power
takeoff (PTO) provision

Alternator 220 amp 220 amp

Batteries 12 volt heavy duty batteries - (2) 750 CCA 12 volt heavy duty batteries - (2) 750 CCA
maintenance free maintenance free

Wheelbase 145.3 in (3691 mm) 145.3 in (3691 mm)

Turning diameter (wall to wall)

44.4 ft (13.53 m) (approximate)

52.1 ft (15.88 m) (approximate)

Turning diameter (curb to curb)

42.5 ft (12.95 m) (approximate)

50.1 ft (15.27 m) (approximate)

Fuel

Diesel

Diesel

Fuel tank (separate from sweeper fuel
tank)

26.5 gal (100 L), mid-ship mounted (L.H.) only

26.5 gal (100 L), mid-ship mounted (L.H.) only

Diesel exhaust fluid tank

6 gal (22.71L)

6 gal (22.711)

Tires (2-front, 4-rear)

(6) 225/70R19.5G all season

(6) LT245/75R 17E all season

Steering

Power, tilt, telescoping

Power, tilt, telescoping

Brakes

Power brakes with four (4) wheel anti-lock; disc
— front and rear

Power brakes with four (4) wheel anti-lock; disc
— front and rear

Instruments & lights

Temperature, oil pressure, coolant temperature,
transmission temperature gauge, and indicator
lights and tachometer

Temperature, oil pressure, coolant temperature,
transmission temperature gauge, and indicator
lights and tachometer

Tow hooks (front) Yes Yes
Seats 40/20/40 split HD vinyl seats 40/20/40 split HD vinyl seats
Cruise control Yes Special order

Mirrors Black, manual telescoping trailer tow (fold-away) | Black, manual telescoping trailer tow (fold-away)
Air conditioned cab Yes Yes

Windows and door locks Power Manual (power optional; special order)

Exhaust system Horizontal Horizontal

Audio system AM/FM stereo radio w/Sync and digital clock AM/FM stereo radio w/digital clock

Daytime running lights No No

SWEEPING WIDTH (Approximate)

Pick-up head only

78 in (1981 mm)

78 in (1981 mm)

With 1 poly gutter broom

98 in (2489 mm)

98 in (2489 mm)

With 2 poly gutter brooms

118 in (2997 mm)

118 in (2997 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis only)

231.5in (5880 mm)

231.5in (5880 mm)

Width (outside stowed poly wafer
gutter broom bristle tip to end of
opposite rear fender (single gutter
broom) or opposite stowed gutter
broom bristle tip (twin gutter broom))

96 in (2438 mm)

96 in (2438 mm)

Height (w/o cab bar light/beacon)

81 in (2054 mm)@ aux. engine air cleaner

78in (1981 mm) @ aux. engine air cleaner

Empty weight (sweeper body & chassis
only)

11,220 Ibs (5089 kg)

10,720 Ibs (4863 kg)

Dimensions and weight may vary with equipment.

Gasoline chassis also available.

Cab/Chassis specifications above provided by truck manufacturer.
Consult factory for additional specifications and other available truck chassis.

CHEVROLET C3500-HD
(REQUIRES FACTORY APPROVAL)

© TYMCO, Inc. 2018 All rights reserved 1/24/19
This product is protected by numerous U.S. and International Patents.
Photos may contain optional equipment. Specifications subject to change without notice.

South Coast AQMD Rule 1186 PM, Certified

1-800-258-9626
www.tymco.com




‘Thitss

REGENERATIVE AIR SWEEPERS

AR SVWEEPER

GENERAL SPECIFICATIONS

MODEL 210° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

SWEEPER AUXILIARY ENGINE

Engine ............. Kubota V2403-CR-TE4B, 4 cyl.
(Final Tier 4)

Displacement........c.cccccevveeennee 148.5in% (2.4 L)
Power................ 56 hp (41.7 kW) @ 2100 RPM
Net torque..... 140 Ib-ft (190 Nm) @ 2100 RPM
Air cleaner ............... Heavy duty, w/pre-cleaner
(118 {11 (=] S Spin on, full flow
COOlING .. Liquid

On diesel chassis, diesel auxiliary engine fuel
is supplied from chassis fuel tank.
Fuel tank capacity (shared) .... 30 gal (113 L)
On gasoline chassis, diesel auxiliary engine
fuel is supplied from a separate fuel tank.
Aux. engine fuel tank capacity .. 19 gal (72 L)
Auxiliary engine protection system
Fuel/water separator

BLOWER

Aluminum alloy, high volume, open face turbine

Purpose .............. Creates air blast and suction

Bearings .......ccccoiiiiiiiiieee Anti-friction

Housing .......cceeviiiiieceene. Abrasion resistant,
replaceable liner

Drive ...coccoeiiiiiiiieees Heavy duty power band

DUST SEPARATOR

TYPE oo Cyclonic, multipass,
centrifugal separation

Cylindrical area.........cccoccoeveereeennnn. 20x22.5in
(508 x 1549 mm)

Location.......cccceeveeviiiienennn. Adjacent to hopper

Particulate removal achieved through 22.5 in
(572 mm) skimmer slot into skimmer hood

Inspection/cleanout port w/extended plug
handle

HOPPER

Capacity (volumetric).............. 2.4 yd® (1.83 md)
Capacity (useable).................. 2.1 yd® (1.61 md)
Construction .........ccccceveeeee. Welded steel plate
Dump door Opening........ccoevcueeeenineenn. 52 x23in

(1321 x 584 mm)
Dump door hydraulically opened/closed
Dumping method............... Hydraulic with tilt up
Dumping height .........ccccoeeee 60 in (1524 mm)
Dumping clearance height.... 144 in (3645 mm)
Hopper drip edge extension

PICK-UP HEAD
TYPE e Dual chamber

Function ............. Delivers air blast and suction
Width (inside dimension)........ 78 in (1981 mm)
Head area.........cccccoeueeennnnn. 2028 in? (1.31 m?)
Suspension........cccceeueene 4 springs, 2 drag links
SKidS...cccevveeiennne DUO-SKID®, long life carbide
Suction hose diameter.............. 12 in (305 mm)
Pressure hose diameter ........... 12 in (305 mm)
Pressure bleeder ..........ccccovvieeeenn. Integral for

leaf/light material pickup
Reverse pick-up head system

South Coast AQMD Rule 1186 PM, Certified

1-800-258-9626

HYDRAULIC SYSTEM

Operates gutter broom(s), dump door and
pick-up head

Drive. ........... Gear driven from auxiliary engine

Capacity.......cccoeveveennnen. 5 GPM (18.925 LPM)

Reservoir..... 8 gal (30.3 L) w/80 mesh suction
strainer, sight/temperature gauge, oil cooler

Filter. ..o, 10 micron in-line

Hydraulic Ol ........ccoocviiiiiiiiiieens Extended life

GUTTER BROOM, LEFT, Patented
Standard equipment includes floodlight and
parabolic mirror

DIiVe oo Constant speed
non-reversible hydraulic motor

Adjustment.........ocoeviiiiiiniieee Adjustable for
down pressure, pattern and wear

DOWN pressure .......cooeveeeenienenns Automatically
adjusts to requirement

Flexibility ........c.ocoeeeeennnn. All directions, Integral
anti-damage "swing away" relief valve

Broom........ccceuunee. Poly wafer 36 in (914 mm)

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and sweeper functions; as well as
provides intelligent safety features and On-
Board Diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.
BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data to
the operator andincludes hour meters (trip and
total) for the auxiliary engine, gutter broom(s),
pick-up head, blower, and water pump (if
applicable), sweeper odometer (records curb
miles swept and sweeping hours), service
reminders, custom reminders, overspeed
warning, low wateraudible alarm (if applicable),
and OBD.
Interior Components
Leaf pressure bleeder control, BlueLogic display,
illuminated control switches: pick-up head, gutter
broom(s), auxiliary engine RPM, dust control
water system nozzles (if applicable), dust control
system winterization guide, safety lights
Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES
Back-up alarm

Alternating LED rear flashers (2)
Hopper safety prop

OPTIONAL EQUIPMENT
Abrasion protection package
Amber beacon light, LED
Auto Sweep Interrupt (ASI)
Auxiliary engine - gasoline (consult factory)
Auxiliary fuse panel
Auxiliary hand hose 6 in dia. (152 mm)
Backpack blower storage box
Cabover dual steering
Cabover storage box (n/a with COMDEX)
Camera/monitor system
Dust control system.................... 30 gal (113 L)
COMDEX water ......... up to 102.5 gal (388 L)
Hi/Low pressure washdown system
(COMDEX water required)
Gutter broom(s) ..... Right (in lieu of left) or twin
Broom.......ccccovvenuen. Poly or steel wire digger
32in (812.8 mm)
Gutter broom tilt adjuster(s) (left, right, or twin)
Hopper drain system
Hopper slide-out screen
Hopper up alarm
Light bar, cab mounted, LED
Linear actuator - pressure bleeder with gauge
Low emissions package (required for South
Coast AQMD Rule 1186, not applicable with
high output water system)
Magnet, front bumper mounted, light duty
Pick-up head front curtain lifter (diesel only)
Portering shelf
Rubber lined blower
Shop air purge, dust control system
Sound Reduction Engineering (SRE®)
Stainless steel options:
Hopper:
Hopper weldment
Hopper door
Inspection door
Skimmer hood
Slide-out hopper screen
Blower housing
Dust separator
Hopper drain
Hopper inspection door
Hopper screen
Auxiliary hand hose hardware
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CABOVER CHASSIS AVAILABLE
Isuzu NPR-HD - Diesel

Isuzu NPR-HD - Gasoline

Isuzu NPR - Gasoline

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 210° REGENERATIVE AIR SWEEPER®

ENGINE/CABOVER CHASSIS

d‘ L}

FINAL TIER 4 AUXILIARY

= ]
' il |'

ISUZU NPR-HD ISUZU NPR-HD ISUZU NPR
DIESEL GASOLINE GASOLINE

CAB/CHASSIS

GVWR 14,500 Ib (6583 kg) 14,500 Ib (6583 kg) 12,000 Ib (5443 kg)

Front axle 6830 Ib (3098 kg), 6830 Ib (3098 kg) spring 6830 Ib (3098 kg), 8440 Ib (3828 kg) spring 6830 Ib (3098 kg), 8440 Ib (3828 kg) spring
capacity, front shock absorbers and stabilizer capacity, front shock absorbers and stabilizer capacity, front shock absorbers and stabilizer
bar bar bar

Rear axle 11,020 Ib (4999 kg), 9880 Ib (4481 kg) spring 11,020 Ib (4999 kg), 12,900 Ib (5851 kg) spring | 11,020 Ib (4999 kg), 12,900 Ib (5851 kg) spring
capacity, rear shock absorbers capacity, rear shock absorbers capacity, rear shock absorbers

Gear ratio 4.555 4.300 4.100

Frame Carbon steel 7.20 SM (44,000 PSI) 316,800 Carbon steel 7.20 SM (44,000 PSI) 316,800 Carbon steel 7.20 SM (44,000 PSI) 316,800
Ib-ft/in Ib-ft/in Ib-ft/in

Engine Isuzu 4HK1-TC, turbo diesel GMPT L96 (Gen IV) V8 Vortec 6000 GMPT L96 (Gen IV) V8 Vortec 6000

Displacement

317in3 (5.19 L)

365in°(6.0 L)

365in°(6.0 L)

Power 215 hp (160 kW) @ 2500 RPM 297 hp (221 kW) @4300 RPM 297 hp (221 kW) @4300 RPM
Torque 452 Ib-ft (613 Nm) @ 1850 RPM 372 Ib-ft (504 Nm) @ 4000 RPM 372 Ib-ft (504 Nm) @ 4000 RPM
Cooling Radiator w/integrated transmission oil cooler Engine oil cooler Engine oil cooler

Transmission

Aisin A465 6-speed automatic

6-speed GM 6L.90 automatic

6-speed GM 6L.90 automatic

Alternator 140 amp 145 amp 145 amp

Batteries 12 volt heavy duty batteries - (2) 750 CCA 12 volt heavy duty batteries - (2) 750 CCA 12 volt heavy duty batteries - (2) 750 CCA
maintenance free maintenance free maintenance free

Wheelbase 132.5in (3366 mm) 132.5in (3366 mm) 132.5in (3366 mm)

Turning diameter (wall to wall)

44.0 ft (13.4 m) (approximate)

44.0 ft (13.4 m) (approximate)

44.0 ft (13.4 m) (approximate)

Turning diameter (curb to curb)

38.7 ft (11.8 m) (approximate)

38.7 ft (11.8 m) (approximate)

38.7 ft (11.8 m) (approximate)

Fuel

Diesel

Gasoline

Gasoline

Fuel tank, rear mounted in-rail

30 gal (113 L) (shared with sweeper)

30 gal (113 L) (separate from diesel sweeper)

30 gal (113 L) (separate from diesel sweeper)

w/anti-lock brake system

w/anti-lock brake system

DEF tank 4.23 gal (16 L) n/a n/a

Tires (2-front, 4-rear) 215/85R 16E 225/70R 19.5G 215/85R 16E

Steering Tilt & telescopic steering column (n/a with dual | Tilt & telescopic steering column (n/a with dual | Tilt & telescopic steering column (n/a with dual
steering) steering) steering)

Brakes Vacuum assisted hydraulic brakes - dual circuit | Vacuum assisted hydraulic brakes - dual circuit | Vacuum assisted hydraulic brakes - dual circuit

w/anti-lock brake system

Instruments & lights

Full package as required

Full package as required

Full package as required

Seats

High back driver's seat with two occupant
passenger seat

High back driver's seat with two occupant
passenger seat

High back driver's seat with two occupant
passenger seat

Cruise control

Yes

Yes

Yes

Mirrors Exterior with integral convex mirror Exterior with integral convex mirror Exterior with integral convex mirror
Air conditioned cab Yes Yes Yes

Windows & door locks Power Power Power

Exhaust system Vertical Horizontal Horizontal

Audio system

AM/FM CD/WMA/MP3/USB stereo radio w/
digital clock

AM/FM CD/WMA/MP3/USB stereo radio w/
digital clock

AM/FM CD/WMA/MP3/USB stereo radio w/
digital clock

Daytime running lights

Yes

Yes

Yes

SWEEPING WIDTH (Ap

proximate)

Pick-up head only

78in (1981 mm)

78in (1981 mm)

78in (1981 mm)

With 1 vertical digger gutter broom

98 in (2489 mm)

98 in (2489 mm)

98 in (2489 mm)

With 2 vertical digger gutter brooms

118 in (2997 mm)

118 in (2997 mm)

118 in (2997 mm)

OVERALL DIMENSION

S (Approximate)

Length (sweeper body & chassis only)

228 in (5791 mm)

228in (5791 mm)

228in (5791 mm)

Width (outside stowed vertical digger
gutter broom bristle tip to end of
opposite rear fender - 1 gutter
broom)

101 in (2565 mm)

101 in (2565 mm)

101 in (2565 mm)

Width (between outside tips of stowed
vertical digger gutter broom bristles -
twin gutter brooms)

111 in (2819 mm)

111 in (2819 mm)

111 in (2819 mm)

Height (w/o cab bar light/beacon)

102 in (2591 mm) @ chassis exhaust

91in (2311 mm) @ top of cab

90 in (2286 mm) @ top of cab

Empty weight (sweeper body & chassis

10,100 Ibs (4581 kg)

only)

9300 Ibs (4218 kg)

9230 Ibs (4187 kg)

Dimensions and weight may vary with equipment.

Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified
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GENERAL SPECIFICATIONS

MODEL 435° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

SWEEPER AUXILIARY ENGINE

En'glne ............. Kubota V2403-CR-TE4B, 4 cyl.
inal Tier 4)

Dlsplacement ........................... 148.5in% (2.4 L)
Power................ 56 hp (41.7 kW) @ 2100 RPM
Net torque..... 140 Ib-ft (190 Nm) @ 2100 RPM
Air cleaner ............... Heavy duty, w/pre-cleaner
[ 118 {11 1= S Spin on, full flow
COO0lNG e Liquid
Diesel fuel supplied from chassis fuel tank
Fuel tank capacity..........ccccccue.... 30 gal (113 L)

Auxiliary engine protection system
Fuel/water separator

BLOWER, RUBBER LINED
Aluminum alloy, high volume, open face turbine

Purpose .............. Creates air blast and suction

Bearings .....cccoceeeiiieeene e Anti-friction

Housing .......cceeeiiiiieieeane. Abrasion resistant,
replaceable liner

Drive ...cooooeiiiiiiiiees Heavy duty power band

DUST SEPARATOR, RUBBER LINED

TYPE o Cyclonic, multipass,
centrifugal separation

Cylindrical area.........ccc.ccvevveneeennnn. 20x22.5in
(508 x 1549 mm)

Location ......cccocveeriveeenineen. Adjacent to hopper

Particulate removal achieved through 22.5 in
(572 mm) skimmer slot into skimmer hood

Inspection/cleanout port w/extended plug
handle

HOPPER

Capacity (volumetric).............. 4.0 yd?® (3.06 m?)
Capacity (useable).................. 3.1 yd® (2.37 md)
Construction .........ccccceeeieeene Welded steel plate
Dump door opening.........ccccceenee. 77.25x70in

(1962 x 1778 mm)

Dumping method............... Hydraulic with tilt up
Dumping height .......ccccocceenns 72 in (1829 mm)

Dump clearance height........ 154 in (3912 mm)
Dump door hydraulically opened/closed
Hopper screen lifts with door for easy cleaning
Abrasion protection package

Hopper drip edge extension

STORAGE COMPARTMENTS
Front ...ccocoeeeeviiiieeees 55 ft® (1.5 m®) capacity
Rear (2) ....... Total of 26.6 ft* (0.64 m®) capacity

PICK-UP HEAD
TYPE oo Dual chamber

Function ............. Delivers air blast and suction
Width (inside dimension)........ 78 in (1981 mm)
Head area........cccceevueeeennenn. 2028 in? (1.31 m?)
Suspension .........cccce.ne 4 springs, 2 drag links
SKidS...ccooveeeenene DUO-SKID®, long life carbide
Suction hose diameter.............. 12 in (305 mm)
Pressure hose diameter ........... 12 in (305 mm)
Pressure bleeder ..........ccccovveeeeenn. Integral for

leaf/light material pickup
Reverse pick-up head system

South Coast AQMD Rule 1186 PM, Certified

1-800-258-9626

HYDRAULIC SYSTEM
Operates gutter broom(s), dump door and
pick-up head

Drive. ........... Gear driven from auxiliary engine
Capacity....c.cccoeeeeeeeeennnee 5 GPM (18.925 LPM)
Reservoir ............. 13.5 gal (51.1 L) w/80 mesh

suction strainer, sight/temperature gauge, oil
cooler
Filter. oo 10 micron in-line
Hydraulic Oil ........ccoveviiiieeiieens Extended life

GUTTER BROOM, LEFT, Patented
Standard equipment includes floodlight and
parabolic mirror

Drive oo Constant speed
non-reversible hydraulic motor

Adjustment........cooeeiiiiiieiieeee Adjustable for
down pressure, pattern and wear

DOwWN Pressure .......cocevceeeeenineenns Automatically
adjusts to requirement

Flexibility ........ccocveeeennn. All directions, Integral
anti-damage "swing away" relief valve

Broom.......ccocvvviiiniieeie, Steel wire vertical
digger 36 in (914 mm)

DUST CONTROL SYSTEM

Water spray nozzles for dust suppression

Pump ..o Electric diaphragm

Reservoir ......... Polyethylene, 150 gal (567.7 L)

Filter. oo 80 mesh in-line

.................... Safety shut-off
with low water warning light in cab

Spray nozzles ...........cccecue.. At gutter broom(s)
and inside hopper

Fire hydrant and garden hose connections

Hydrant fill hose.........ccocceviviieninenn. 20 ft (6 m)

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.

BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data
to the operator and includes hour meters
(trip and total) for the auxiliary engine, gutter
broom(s), pick-up head, blower, and water
pump; sweeper odometer (records curb miles
sweptand sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components
Leaf pressure bleeder control, BlueLogic
display, illuminated control switches:
pick-up head, gutter broom(s), auxiliary
engine RPM, dust control water system
nozzles, safety lights

Exterior Controls
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES
Alternating LED rear flashers (2)
Back-up alarm

Hopper safety prop

OPTIONAL EQUIPMENT
Auto Sweep Interrupt (ASI)
Auxiliary fuse panel
Auxiliary hand hose 6 in dia. (152 mm)
Auxiliary hydraulic system
Cabover dual steering
Camera/monitor system
COMDEX package.......... Up to 145 gal (549 L)
Requires Isuzu NPR-XD 132.5 in wheelbase
Gutter broom(s) .......cccceveeeeeeinnns (right or twin)
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
High output water system
Hi/Low pressure washdown system
Hopper drain system
Hopper deluge system
Light bar, cab mounted, LED
Linear actuator - pressure bleeder with gauge
Low emissions package (required for South
Coast AQMD Rule 1186, not applicable with
high output water system)
Magnet, front bumper mounted, light duty
Pick-up head curtain lifter
Shop air purge, dust control system
Sound Reduction Engineering (SRE®)
Stainless steel options:
Hopper:
Hopper weldment
Hopper door
Hopper screen
Inspection door
Skimmer hood
Suction inlet tube
Blower housing
Dust separator
Hopper drain
Hopper inspection door
Hopper screen
Auxiliary hand hose hardware
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CABOVER CHASSIS AVAILABLE
Isuzu NQR
Isuzu NPR-XD

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 435° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

ISUZU NQR

ISUZU NPR-XD

CAB/CHASSIS

GVWR 17,950 Ibs (8142 kg) 16,000 Ibs (7257 kg)

Front axle 6830 Ib (3098 kg), 8440 Ib (3828 kg) front spring capacity, front shock 6830 Ib (3098 kg), 8440 Ib (3828 kg), front spring capacity, front shock
absorbers and stabilizer bar absorbers and stabilizer bar

Rear axle 14,550 Ib (6600 kg), 14,550 Ib (6600 kg) rear spring capacity, rear shock | 11,020 Ib (4999 kg), 14,308 Ib (6490 kg) rear spring capacity, rear shock
absorbers absorbers

Gear ratio 5.125 4.777

Frame 7.20 SM (44,000 PSI) 7.20 SM (44,000 PSI)

Engine Isuzu 4HK1-TC, turbo diesel Isuzu 4HK1-TC, turbo diesel

Displacement

317in° (5.19 L)

317in° (5.19 L)

Power 215 hp (160 kW) @ 2500 RPM 215 hp (160 kW) @ 2500 RPM
Torque 452 Ib-ft (613 Nm) @ 1850 RPM 452 Ib-ft (613 Nm) @ 1850 RPM
Cooling Radiator and transmission oil, heavy duty Radiator and transmission oil, heavy duty
Transmission Aisin A465 6-speed automatic Aisin A465 6-speed automatic
Alternator 140 amp 140 amp
Batteries Dual (2) 750 CCA Dual (2) 750 CCA
Wheelbase 150 in (3810 mm) 132.5in (3366 mm)

Turning diameter (wall to wall)

44.9 ft (13.69 m) (approximate)

Turning diameter (curb to curb)

50.2 ft (15.30 m) (approximate)
45.3 ft (13.81 m) (approximate)

40 ft (12.19 m) (approximate)

Fuel

Diesel

Diesel

Fuel tank, rear mounted in-rail

30 gal (113 L) (shared with sweeper)

30 gal (113 L) (shared with sweeper)

DEF tank 7.4 gal (28 L) 7.4 gal (28 L)

Tires (2-front, 4-rear) 225/70R-19.5F 225/70R-19.5F

Steering Power Power

Brakes Dual circuit power assisted hydraulic, disc front, self-adjust drum rear, Dual circuit power assisted hydraulic, disc front, self-adjust drum rear,

anti-lock brake system

anti-lock brake system

Instruments & lights

Full package as required

Full package as required

Seats

High back driver's seat with two occupant passenger seat

High back driver's seat with two occupant passenger seat

Cruise control

Yes

Yes

Mirrors Exterior with integral convex mirror Exterior with integral convex mirror
Air conditioned cab Yes Yes

Windows & door locks Power Power

Exhaust system Vertical Vertical

Audio system

AM/FM CD/WMA/MP3/USB stereo radio w/digital clock

AM/FM CD/WMA/MP3/USB stereo radio w/digital clock

Daytime running lights

Yes

Yes

SWEEPING WIDTH (Ap

proximate)

Pick-up head only

78 in (1981 mm)

78 in (1981 mm)

With 1 vertical digger gutter broom

98 in (2489 mm)

98 in (2489 mm)

With 2 vertical digger gutter brooms

118in (2997 mm)

118 in (2997 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

246 in (6248 mm)

228in (5791 mm)

Width (outside stowed vertical digger
gutter broom bristle tip to end of
opposite rear fender - 1 gutter
broom)

101 in (2565 mm)

101 in (2565 mm)

Width (between outside tips of
stowed vertical digger gutter broom
bristles - twin gutter brooms)

111in (2819 mm)

111in (2819 mm)

Height

102 in (2591 mm) @ chassis exhaust

102 in (2591 mm) @ chassis exhaust

Empty weight (sweeper body &
chassis only)

13,160 Ibs (5969 kg)

12,760 Ibs (5788 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified
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GENERAL SPECIFICATIONS

MODEL 435° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

SWEEPER AUXILIARY ENGINE

En'g_glne ............. Kubota V2403-CR-TE4B, 4 cyl.
inal Tier 4)

Dlsplacement ........................... 148.5in% (2.4 L)
Power................ 56 hp (41.7 kW) @ 2100 RPM
Net torque..... 140 Ib-ft (190 Nm) @ 2100 RPM
Air cleaner ............... Heavy duty, w/pre-cleaner
(O 1115 {11 (=] S Spin on, full flow
COOlING .t Liquid

Diesel auxiliary engine fuel tank shared with
chassis engine

Fuel tank capacity..........cccccvveeen. 52 gal (197 L)

Auxiliary engine protection system

Fuel/water separator

BLOWER, RUBBER LINED
Aluminum alloy, high volume, open face turbine

Purpose .............. Creates air blast and suction

Bearings .....cccoceeeiiiie e Anti-friction

Housing ....coevveeiieiiiieeee Abrasion resistant,
replaceable liner

Drive ..ccoocveiiiiiieeeeee Heavy duty power band

DUST SEPARATOR, RUBBER LINED

TYPE e Cyclonic, multipass,
centrifugal separation

Cylindrical area.........ccccoveveeiiieenns 20x22.5in
(508 x 1549 mm)

Location .......cccoeeveeiiiiiinennn. Adjacent to hopper

Particulate removal achieved through 22.5 in
(572 mm) skimmer slot into skimmer hood

Inspection/cleanout port w/extended plug
handle

HOPPER

Capacity (volumetric).............. 4.0 yd® (3.06 m?®)
Capacity (useable).................. 3.1 yd® (2.37 m?3)
Construction .........ccceceeeeueene Welded steel plate
Dump door opening........ccccccvveeneee 77.25x70in

(1962 x 1778 mm)
Dumping method Hydraulic with tilt up
Dumping height ................... 82.5in (2095 mm)
Dump clearance height..... 165.5 in (4204 mm)
Dump door hydraulically opened/closed
Hopper screen lifts with door for easy cleaning
Abrasion protection package
Hopper drip edge extension

STORAGE COMPARTMENTS
Rear (2) ....... Total of 26.6 ft* (.075 m?) capacity
Front storage compartment not available

PICK-UP HEAD
TYPE e Dual chamber

Function .... Delivers air blast and suction
Width (inside dimension) ........ 78in (1981 mm)
Head area.........ccccevuveeeinnn. 2028 in? (1.31 m?)
Suspension ..........c....... 4 springs, 2 drag links
SKidS...cooeeeeeen. DUO-SKID®, long life carbide
Suction hose diameter.............. 12 in (305 mm)
Pressure hose diameter ........... 12 in (305 mm)
Pressure bleeder .........cccccevcneinnne Integral for

leaf/light material pickup
Reverse pick-up head system

South Coast AQMD Rule 1186 PM, Certified
1-800-258-9626
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HYDRAULIC SYSTEM
Operates gutter brooms, dump door and
pick-up head

Drive ........... Gear driven from auxiliary engine
Capacity......cccocveveerneens 5 GPM (18.925 LPM)
Reservoir............. 13.5 gal (51.1 L) w/80 mesh

suction strainer, sight/temperature gauge, oil
cooler
Filter. o 10 micron in-line
Hydraulic Oil........ccoeivviiiieeenieens Extended life

GUTTER BROOMS, TWIN, Patented
Standard equipment includes floodlight and
parabolic mirror

Drive .. Constant speed
non-reversible hydraulic motor

Adjustment..........ocoooiiiiiii. Adjustable for
down pressure, pattern and wear

Down pressure ........ccccoceeeenveeens Automatically
adjusts to requirement

Flexibility ........ccoceeennins All directions, Integral
anti-damage "swing away" relief valve

Broom.......ccccevviiennnns Steel wire vertical digger
36 in (914 mm)

DUST CONTROL SYSTEM

Water spray nozzles for dust suppression

Pump ..o, Electric diaphragm

Reservoir......... Polyethylene, 150 gal (567.7 L)

Filter. oo 80 mesh in-line

.................... Safety shut-off
with low water warning light in cab

Spray nozzles ..........cccceceeneen. At gutter brooms
and inside hopper

Fire hydrant and garden hose connections

Hydrant fill hose w/storage area....... 20 ft (6 m)

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software
that integrates the in-cab controls to the
auxiliary engine and all sweeper functions; as
well as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BlueLogic
display.

BluelLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data
to the operator and includes hour meters
(trip and total) for the auxiliary engine, gutter
brooms, pick-up head, blower, and water
pump; sweeper odometer (records curb
miles swept and sweeping hours), service
reminders, custom reminders, overspeed
warning, low wateraudible alarm, dust control
system winterization guide, and OBD.

Interior Components
Leaf pressure bleeder control, BlueLogic
display, auxiliary fuse panel, illuminated

control switches: pick-up head, gutter brooms,

auxiliary engine RPM, dust control water
system nozzles, safety lights

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES
Alternating LED rear flashers (2)
Back-up alarm

Hopper safety prop

OPTIONAL EQUIPMENT
Auto Sweep Interrupt (ASI)
Auxiliary hand hose 6 in dia. (152 mm)
Auxiliary hydraulic system
Camera/monitor system
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
High output water system
Hi/Low pressure washdown system
Hopper drain system
Hopper deluge system
Light bar, cab mounted, LED
Linear actuator - pressure bleeder with gauge
Low emissions package (required for South
Coast AQMD Rule 1186, not applicable with
high output water system)
Magnet front bumper mounted, light duty
Pick-up head curtain lifter
Shop air purge, dust control system
Sound Reduction Engineering (SRE®)
Stainless steel options:
Hopper:
Hopper weldment
Hopper door
Hopper screen
Inspection door
Skimmer hood
Suction inlet tube
Blower housing
Dust separator
Hopper drain
Hopper inspection door
Hopper screen
Auxiliary hand hose hardware
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CONVENTIONAL CAB

CHASSIS AVAILABLE
Freightliner M2-106

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 435° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL GCAB CHASSIS

CAB/CHASSIS
GVW 25,500 Ib (11,557 kq)
Front axle 8,000 Ib (3,628 kg) front axle and suspension
Rear axle 17,500 Ib (7,938 kg) w/21,000 Ib (9,525 kg) 52 in (1,321 mm) variable
rate multi-leaf spring rear suspension with leaf spring helper
Gear ratio 5.57
Frame 50,000 PSI (5515.81 bar)
Engine Cummins B6.7
Displacement 409in® (6.7 L)
Power 200 hp @ 2300 RPM
Torque 520 Ib-ft (705 Nm) @ 1600 RPM
Transmission Allison 2500 RDS, 6-speed automatic transmission w/double overdrive
ie;]ngalgTO provision w/synthetic oil and transmission temperature gauge
Alternator 160 amp
Batteries (2) group 31, 12 volt, 1900 CCA total maintenance free
Wheelbase 153 in (3875 mm)
Turning diameter (wall to wall) 35.9 ft (10.94 m) (approximate)
Turning diameter (curb to curb) 33.9 ft (10.33 m) (approximate)
Fuel Diesel
Fuel tank 52 gal (197 L) (shared with sweeper)
DEF tank 6 gal (22.7 L)
Tires (2-front, 4-rear) 255/70R x 22.5
Steering Integral dual power assisted w/18 in (457 mm) diameter steering wheel
wr/tilt and dual gauges
Brakes Anti-lock air brakes, cam type, Q-Plus w/18.7 CFM (0.53 m*¥/minute) air
compressor
Instruments & lights Full package as required
Dual gauge package Yes
Seats Adjustable, individual high back air seats w/lumbar support and cloth
inserts for operator comfort
Air dryer Yes w/heater
Cruise control Yes
Mirrors Remote controlled heated and electric mirrors (2)
Air conditioned cab Yes, w/fresh air filter for cab filtration
Windows and door locks Power
Exhaust system Single, horizontal; after-treatment device & right side horizontal tail pipe
Audio system AM/FM auxiliary input stereo radio w/digital clock
Daytime running lights Yes
SWEEPING WIDTH (Approximate)
Pick-up head only 78in (1981 mm)
With 1 gutter broom 104 in (2642 mm)
With 2 gutter brooms 130 in (3302 mm)
OVERALL DIMENSIONS (Approximate)
Length (sweeper body & chassis only) 242.5in (6160 mm)
Width (between outside tips of stowed 114 in (2896 mm)
twin vertical digger gutter broom
bristles)
Height (w/o cab bar light/beacon) 98.5 in (2502 mm) @ cab
Emplty) weight (sweeper body & chassis 15,250 Ibs (7042 kg)
only
Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer.
Consult factory for additional specifications and other available truck chassis.
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REGENERATIVE AIR SWEEPERS

DST-4

Dustless Sweeping Technology

GENERAL SPECIFICATIONS

MODEL DST-4° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

SWEEPER AUXILIARY ENGINE

Engine ............. Kubota V2403-CR-TE4B, 4 cyl.
(Final Tier 4)

Displacement...........ccccceecvrene 148.5in% (2.4 L)

Power............... 56 hp (41.7 kW) @ 2100 RPM

Net torque..... 140 Ib-ft (190 Nm) @ 2100 RPM
Air cleaner ...... Heavy duty, w/pre-cleaner, and
in-cab air restriction indicator w/gauge.

Qil filter ..oooveveeeeeeeeeeeeeeeeee Spin on, full flow
COO0lING 1.t Liquid
Diesel fuel supplied from chassis fuel tank

Fuel tank capacity..........cc..cuee... 30 gal (113L)

Auxiliary engine protection system
Fuel/water separator

BLOWER, RUBBER LINED
Aluminum alloy, high volume, open face turbine

Purpose ............. Creates air blast and suction

Bearings ......cccoeeiiiiiinieeeeee Anti-friction

Housing .....ccvveoiieiiiiiieene. Abrasion resistant,
replaceable liner

Drive ..o Heavy duty power band

DUST SEPARATOR, RUBBER LINED

Type e, Cyclonic, multipass, centrifugal
separation

Cylindrical area..........ccccovvveeiiuneenne 20x22.5in
(508 x 1549 mm)

Location .......ccccevvveeevennen. Adjacent to hopper

Particulate removal achieved through 22.5 in
(572 mm) skimmer slot into skimmer hood

Inspection/cleanout port w/extended plug
handle

HOPPER

Capacity (volumetric)............. 4.0 yd?® (3.06 m?)
Capacity (useable)................. 3.1 yd® (2.37 m?)
Construction ........ccccecceeenne Welded steel plate
Dump door opening.........cccecuveenee 77.25x 70 in

(1962 x 1778 mm)

Dumping method............... Hydraulic with tilt up
Dumping height ..................... 72 in (1829 mm)

Dump clearance height........ 154 in (3912 mm)
Dump door hydraulically opened/closed
Hopper screen lifts with door for easy cleaning
Hopper deluge

Abrasion protection package

Hopper drip edge extension

PICK-UP HEAD
TYPE e Dual chamber

Function ............. Delivers air blast and suction
Width (inside dimension) ....... 78in (1981 mm)
Pick-up head area ............... 2028 in? (1.31 m?)
SuUSpeNsIoN........cc.eeeneee. 4 springs, 2 drag links
SKids...oceveeveinenn DUO-SKID®, long life carbide
Suction hose diameter.............. 12in (305 mm)
Pressure hose diameter ........... 12 in (305 mm)

Reverse pick-up head system

HYDRAULIC SYSTEM

Operates gutter brooms, dump door and
pick-up head

Drive ........... Gear driven from auxiliary engine

Capacity......coceeevveeennnnn. 5 GPM (18.925 LPM)

Reservoir......... 13.5 gal (51.1 L) with 80 mesh
suction strainer, sight/temperature gauge, oil
cooler

Filter. oo 10 pm in-line

Hydraulic Ol ........cccccvvriiiiiiienns Extended life

Auxiliary hydraulic system

GUTTER BROOMS, TWIN, Patented
Standard equipment includes floodlight and
parabolic mirror

DriVe ..o Constant speed
non-reversible hydraulic motor

Adjustment..........cccceeeieiiiiieneen, Adjustable for
down pressure, pattern and wear

Down pressure ........cccoeceeeinieeenn. Automatically
adjusts to requirement

Flexibility .......oooveeeinnenn. All directions, Integral
anti-damage "swing away" relief valve

Broom.......ccocevciiiiiiiiciieee Steel wire vertical

digger 36 in (914 mm)
Variable speed control

Hydraulic tilt...........ccceeneen. Twin gutter brooms
adjust for curb depth
DUST CONTROL SYSTEM

Water spray nozzles for dust suppression

Pump .o Electric diaphragm

Reservoirs ....... Polyethylene, 77 gal (291.5 L),
total

Filter. o 80 mesh in-line

Low water shut-off ................... Safety shut-off
with low water warning light in cab

Spray nozzles...........ccceeuneen. At gutter brooms
and inside hopper

Fire hydrant and garden hose connections

Hydrant fill hose.........cccccvvivieeeinneen. 20 ft (6 m)

High output water system

DUSTLESS FILTRATION SYSTEM

An external mounted modular filtration system
with automatic BlueLogic® control adjustment

Capacity (volumetric)................ 14 ft° (0.40 m?®)

Filters....ocooovveiieeeeeeee (4) MERV 16 Rated

Particulate removal efficiency > 95% of 0.3 pm

Long life filters, not affected by wet sweeping
conditions.

Filters cleaned by intermittent air pulse

Air compressor ......... Beltdriven, liquid cooled,
engine lubricated
Compression rate ..........cccuceveveeneenns 13.2 CFM

(0.37 m3/minute) @1200 RPM
Shop air connection
Dust box deluge washout system

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software
that integrates the in-cab controls to the
auxiliary engine and all sweeperfunctions;as
wellas providesintelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.

South Coast AQMD Rule 1186 PM, Certified, ETV Canada / 1ISO 14034 Verified

1-800-258-9626
www.tymco.com

BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data
to the operator and includes hour meters
(trip and total) for the auxiliary engine, gutter
brooms, pick-up head, blower, and water
pump; sweeper odometer (records curb
miles swept and sweeping hours), service
reminders, custom reminders, overspeed
warning, low water audible alarm, dust
control system winterization guide, and OBD.
Interior Components
BlueLogic display, illuminated control
switches: pick-up head, gutter brooms,
auxiliary engine RPM, DST mode, purge
system, dust control water system nozzles,
safety lights
Exterior Components
Dump switch, BlueLogic multiplex modules

SAFETY/WARNING DEVICES
Alternating LED rear flashers (2)
Back-up alarm

Hopper safety prop

OPTIONAL EQUIPMENT
Auto Sweep Interrupt (ASI)
Auxiliary fuse panel
Auxiliary hand hose 6 in dia. (152 mm)
Cabover dual steering
Camera/monitor system
Gutter broom drop-down
Hi/Low pressure washdown system
Light bar, cab mounted, LED
Low emissions package (required for South
Coast AQMD Rule 1186, not applicable with
high output water system)
Magnet, front bumper mounted, light duty
Pick-up head curtain lifter
Shop air purge, dust control system
Stainless steel options:
Hopper & dust box:
Hopper weldment
Dust box
Hopper door
Skimmer hood assembly
Hopper screen assembly
Inspection door
Suction inlet tube
Blower housing
Dust box
Dust separator
Hopper inspection door
Hopper screen
Auxiliary hand hose hardware
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CHASSIS AVAILABLE
Isuzu NQR

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL DST-4° REGENERATIVE AIR SWEEPER®
FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

s

ISUZU NQR
CAB/CHASSIS
GVWR 17,950 Ib (8142 kg)
Front axle 6830 Ib (3098 kg), 8440 Ib (3828 kg) front spring capacity, front shock
absorbers and stabilizer bar
Rear axle 14,550 Ib (6600 kg), 14,550 Ib (6600 kg) rear spring capacity, rear shock
absorbers
Gear ratio 5.125
Frame 7.20 SM (44,000 PSI)
Engine Isuzu 4HK1-TC, turbo diesel
Displacement 317in® (5.19 L)
Power 215 hp (160 kW) @ 2500 RPM
Torque 452 Ib-ft (613 Nm) @ 1850 RPM
Cooling Radiator and transmission oil, heavy duty
Transmission Aisin A465 6-speed automatic
Alternator 140 amp
Batteries Dual (2) 750 CCA
Wheelbase 150 in (3810 mm)
Turning diameter (wall to wall) 50.2 ft (15.30 m) (approximate)
Turning diameter (curb to curb) 45.3 ft (13.81 m) (approximate)
Fuel Diesel
Fuel tank 30 gal (113 L) (shared with sweeper)
DEF tank 7.4 gal (28 L)
Tires (2-front, 4-rear) 225/70R-19.5E
Steering Power
Brakes Dual circuit power assisted hydraulic, disc front, self-adjust drum rear,
anti-lock brake system
Instruments & lights Full package as required
Seats High back driver's seat with two occupant passenger seat
Cruise control Yes
Mirrors Exterior with integral convex mirror
Air conditioned cab Yes
Windows & door locks Power
Exhaust system Vertical
Audio system AM/FM CD/WMA/MP3/USB stereo radio w/digital clock
Daytime running lights Yes
SWEEPING WIDTH (Approximate)
Pick-up head only 78 in (1981 mm)
With 1 vertical digger gutter broom 98 in (2489 mm)
With 2 vertical digger gutter brooms 118in (2997 mm)
OVERALL DIMENSIONS (Approximate)
Length (sweeper body & chassis only) [ 246 in (6248 mm)
Width (between outside tips of stowed | 111 in (2819 mm)
twin vertical digger gutter broom
bristles)
Height 102 in (2591 mm) @ chassis exhaust
Emplty) weight (sweeper body & chassis | 13,900 Ibs (6305 kg)
only
Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer.
Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified, ETV Canada / ISO 14034 Verified ©TYMCO, Inc. 2018 All rights reserved 1/24/19
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GENERAL SPECIFICATIONS

MODEL 500x® REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

SWEEPER AUXILIARY ENGINE
Engine................ John Deere, 4045 turbo, 4 cyl.
(Final Tier 4) ]
Displacement...........ccccocereerinees. 275 |n3(g4.5 L
Power................. 115 hp (86 kW) @ 2200 RP
Net torque......373 Ib-ft @ 1500 RPM (506 Nm)
Air cleaner ....... Heavy duty, w/pre-cleaner, and
in-cab air restriction indicator w/gauge.
Oil filter ........ et Spin on, full flow
Auxiliary engine fuel tank shared with chassis
Diesel fuel tank capacity............. 50 gal (189 L)
DEF tank.................. S edicated
Capacity (volumetric) ............. 5.4 gal (20.6 L
Capacity (useable)................. 3.8gal (144 L
Auxiliary engine protection system ]
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, RUBBER LINED _
Aluminum alloy, high volume, open face turbine
Creates blast and suction
Bearings ....(2) sealed lifetime lube, anti-friction
[o [P PP PP TSR Isolation mounted
with abrasion resistant, replaceable liner

Housing seal ................. Heavy rubber section,
non-wiping, spring actuated Tilt-N-Seal®design

Drive ..o, R Fixed displacement,
heavy duty, bent axis hydraulic motor

DUST SEPARATOR ) ]

YPE i Cyclonic, multipass,

centrifugal separation

Size....oociiiiin 28 x 48 in (711 x 1219 mm)

Location ........ccovveeeriiiciineieiieene Inside hopper

Particulate removal achieved through dual
skimmer slots into hopper i

Abrasion resistant housing w/replaceable liner

Self-opening, self-emptying when hopper tilts

HOPPER, STAINLESS STEEL

Volumetric capacity.................. 5.7 yd® (4.3 m®
Useable capacity .................... 4.0 yd® (3.06 m?
Construction .................. Welded non-magnetic
stainless steel plate w/integral stiffeners
Floor dump angle...........cccocoiviininiicicnnnns 50
Dum_;) door OPEeNING....ceeeviveeeriieennee. 68 x 57 in
(1727 x 1448 mm) ]
Dump door.......ccevvemivieienn s Self-lockin
Chute......ccoeevieeene. 72 x48in (183 x 122 cm
stainless steel lined
Chute reach........... 22 in (56 cm) w/o side shift
Dumping direction............c..ccccc..... nght side
Lifting method.......... Two stage scissor lift, dual

_hydraulic cylinders w/inte%ral holding valves
Lift capacit ,000 Ibs (%536 k?)
Dump height..........cccocoiinns ..... Variable

Minimum 24 in (610 mm)
from bottom of chute to ground
Maximum ................ 132 in (11 ft) (3353 mm)
from bottom of chute to?round
Overall.............. 262 in (271 ft 8 in) (6655 mm)
Dump tilt slope..................... S, RO 50
Hopper screen............... 2 piece stainless steel
screen w/access for cleaning top side
Hopper drain system

BROOM ASSIST PICK-UP HEAD (BAH®)
Type...ccoouunee. Dual chamber with broom assist
([o] o I Delivers air blast and suction
N 87in (2210 mm;

Pick-up head area .. ...3567 in2 (2.3 m?2
Broom.........cccoe.... 12 x 79 in (305 x 2007 mm
enclosed in rear of pick-up head

South Coast AQMD Rule 1186 PM, Certified
1-800-258-9626
www.tymco.com

Suspension..................... 4 s&grings 2 drag links
Suction hose.............. 12 in diameter (305 mm
Pressure hose............ 14 in diameter (356 mm
SKids....ccuverrrnnnns DUO SKID®, long-life carbide
Pressure bleeder ..............cccoooeenennn. Integral for
leaf/light material plck-up.
Reverse pick-up head system
GUTTER BROOMS, TWIN, Patented
Standard equipment, includes floodlights and
parabolic mirrors )
Drive............. e RN Variable speed
non-reversible hydraulic motor
Adjustment..........ccocoeeennen. Adjustable for down
pressure, pattern and wear .
Down pressure ...........cccccoeeeeenne Automatically
adjusts to requirement o ]
Flexibility................ T All directions, integral
anti-damage “swmg away” relief valve i
Brooms................. 43 in dia. (1.1 m) steel wire,
vertical diggers ]
Hydraulic tilt........................ Twin gutter brooms
adjust for curb depth
HYDRAULIC SYSTEM . )
DriVe ..o Direct drive
Blower pump.........ccccceeuunes Heavy duty variable

displacement piston pump,
drives blower
Sweeper pump .............. Variable displacement
ﬁiston pump, operates gutter brooms, pick-up
ead, stabilizers, hopper lift, hopper dump, and
hopper door.

ydrostatically

Blower pump flow .............. 26 GPM (100 LPM
Sweeper pump flow.............. 11 GPM (42 LPM
BAH pPUMP ... Gear pump,
operates Broom Assist Head broom motor
BAH pump flow..................... 8 GPM (30 LPM
RESErVOIr......cocoveeeiiiiiiiic e 34 gal (129 L
Return filter...........cccoooviiiiinici 3 micron,
spin-on, in-line return )
Charge loop filter .............................. 10 micron
Vent filter .10 micron spin-on

Cooler........ PR e e Air to oil
integral with auxiliary engine heat exchanger

Hydraulic level/temperature shutdown system

Hydraulic oil filter restriction indicator - in cab

Hydraulic oil sight/temperature gauge

Auxiliary hydraulic system

DUST CONTROL SYSTEM

Water spray nozzles for dust suppress_ion

Pump ..o Electric diaphragm

Reservoirs ... Poglethylene, 250 gallons (946 L)
i 0 mesh stainless steel, in-line

Low water shut-off ..................... Safety shut-off
with low water warning light in cab

Spray nozzles:
Pick-up head.........ccooviiiiiiiiic e 4

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical systemincludes hardware
and TYMCO designed software that integrates
thein-cab controlsto the auxiliary engine and all
sweeperfunctions; as well as provides intelligent
safety features and on-board diagnostics (OBD)
for the auxiliary engine and sweeper through
the BluelLogic display.

This product is protected by numerous U.S. and International Patents.
Photos may contain optional equipment. Specifications subject to change without notice.

BlueLogic Displa(Y ) )
Pedestal mountedtouchscreendisplay provides
sweeper and auxiliary engine data to the
operator and includes hour meters (trip and
total) for the auxiliary engine, gutter brooms
Blck-up head, blower, water pump, and BAH

room if applicable; dump cycle counter,

sweeper odometer (records curb miles swept
and sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components )
Leaf pressure bleeder control, BluelLogic
display, auxiliary fuse panel, illuminated control
switches: pick-up head, gutter brooms, blower
RPM, dump cycle, variable speed gutter
brooms, dust control water system nozzles,
safety lights.

Exterior Components

BlueLogic multiplex modules

STORAGE COMPARTMENT .

Location......Rear left, beneath auxiliary engine

Dimensions............c.cccecviienennn. 18 x 18 x 30 in
(457 x 457 x 762 mm)

SAFETY/WARNING DEVICES .

BlueLogic Control System utilizes solid-state
proximity switches to help provide several
safety systems: Right and left stabilizers
automatically deploy before raising the hopper
andretractafterlowering the hopper, stabilizers
down warning system, transmission interlock
when stabilizers are down, blower actuation
interlock, and minimum dump interlock. Other
devices include alternating LED rear flashers,
front mounted SAE Class 1/California Title
13 amber beacon light &LED) w/ limb guard,
back-up alarm, scissor lift safety props, dump
doorttilt cylinder safety props, and shop prop.

OPTIONAL EQUIPMENT

AOD water pump w/washdown hose/spray gun

Abrasion protection package

Auto Sweep Interrupt (ASIE

Auxiliary hand hose, 8 in (

Camera/monitor system

Gutter broom, drop down

H!ﬂ_h output water system

Hi/Low pressure washdown system

Hopper load indicator alarms

Hopper vibrator - electric

Linear actuator - pressure bleeder w/gauge

Low emissions %acka e geqmred for South
Coast AQMD Rule 1186)

Magnet, light, standard, or heavy duty

Pick-up head front curtain lifter

Shop air purge, dust control system

Sweeper deluge system, includes hopper and
plcli-up head deluge w/6 in (152 mm) cleanout

03 mm) diameter

or
ScF.r)een vibrator - pneumatic )
Paint color (other than TYMCO standard white)

Special options are available for your individual
[,_e)gl‘tjlléecr)nents. Contact your local dealer or

CHASSIS AVAILABLE
International 4300
Freightliner M2-106

© TYMCO, Inc. 2018 All rights reserved 1/24/19




MODEL 500x® REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

INTERNATIONAL 4300 FREIGHTLINER M2-106
CAB/CHASSIS
GVW 33,000 Ib (14,982 kg) 33,000 Ib (14,982 kg)
Front Axle 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front suspension 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front suspension
Rear Axle 23,000 Ib (10,442 kg), w/23,000 Ib (10,442 kg) Hendrickson™ air 23,000 Ib (10,442 kg), w/23,000 Ib (10,442 kg) Hendrickson™ air
suspension suspension
Gear ratio 6.17/8.40 (two speed) 6.17/8.42 (two speed)
Frame 80,000 psi 80,000 psi
Engine Cummins B6.7 Cummins B6.7

Displacement

409 in° (6.7 L)

409 in° (6.7 L)

Power

200 hp @ 2400 RPM

200 hp @ 2400 RPM

Torque

520 Ib-ft (705 Nm) @ 1600 RPM

520 Ib-ft (705 Nm) @ 1600 RPM

Transmission

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, and temperature gauge in cab

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, and temperature gauge in cab

Alternator 160 amp 160 amp
Batteries (2) 12 v dual 1900 CCA maintenance free (2) 12 v dual 1900 CCA maintenance free
Wheelbase 156 in (3962 mm) 158 in (4025 mm)

Turning diameter (wall to wall)

45.3 ft (13.81 m) (approximate)

45.5 ft (13.78 m) (approximate)

Turning diameter (curb to curb)

43.2 ft (13.17 m) (approximate)

43.9 ft (13.38 m) (approximate)

Fuel Diesel Diesel
Fuel tank 50 gallons (189 L) shared with sweeper 50 gallons (189 L) shared with sweeper
DEF tank 7 gal (26.5L) 6 gal (22.7 L)

Tires (2-front, 4-rear)

Tubeless radial 11 R x 22.5, 14 ply

Tubeless radial 11 R x 22.5, 14 ply

Steering Dual with gauges, w/18 in (457 mm) diameter steering wheel w/full Dual with gauges, w/18 in (457 mm) diameter steering wheel w/full
power wi/tilt power wi/tilt
Brakes Full air with 18.7 CFM (0.53 m¥minute) air compressor Full air with 18.7 CFM (0.53 m¥minute) air compressor

Instruments & lights

Full package as required

Full package as required

Seats Adjustable, individual high back air seats w/lumbar support and cloth Adjustable, individual high back air seats w/vinyl inserts
inserts for operator comfort
Air dryer Yes w/heater Yes w/heater

Cruise control

Yes

Yes

Mirrors

Electric remote and heated

Electric remote and heated

Air conditioned cab

Yes, w/fresh air filters (primary and secondary) for cab filtration

Yes, w/fresh air filter for cab filtration

Windows and door locks

Power

Power

Exhaust system

Single, horizontal; after-treatment device, frame mounted right side,
under cab w/horizontal tail pipe

Single, horizontal; after-treatment device, frame mounted right side,
under cab w/horizontal tail pipe

Audio system

AM/FM auxiliary input stereo radio w/digital clock

AM/FM/WB auxiliary input stereo radio w/digital clock

Daytime running lights

Yes

Yes

GENERAL SWEEPING WIDTH (Approximate)

Pick-up head only

87 in (2210 mm)

87 in (2210 mm)

With 1 gutter broom

110in (2794 mm)

110in (2794 mm)

With 2 gutter brooms

Up to 142 in (3607 mm)

Up to 142 in (3607 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

288 in (7315 mm)

286 in (7264 mm)

Width (between outside tips of

stowed twin gutter broom bristles)

121 in (3073 mm)

121 in (3073 mm)

Height (w/o cab bar light/beacon)

113in (2870 mm) @ hopper door hinge

113in (2870 mm) @ hopper door hinge

Empty weight (sweeper body &
chassis only)

22,960 Ibs (10,414 kg)

22,960 Ibs (10,414 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified
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GENERAL SPECIFICATIONS

MODEL 500x° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

SWEEPER AUXILIARY ENGINE

Engine. ............... John Deere, 4045 turbo, 4 cyl.
(Final Tier 4)
Displacement..........cccccoereeiinenn. 275in*(45L
Power........c.c...... 115 hp (86 kW) @ 2200 RP
Net torque......373 Ib-ft @ 1500 RPM (506 Nm)
Air cleaner ....... Heavy duty, w/pre-cleaner, and
in-cab air restriction indicator w/gauge.
Qil filter .....coooeiieieiiiieeenes Spin on, full flow
Auxiliary engine fuel tank shared with chassis
Diesel fuel tank capacity............. 50 gal (189 L)
DEF tank.......ccoeeiiiiiiiieeeeieeeees edicated
Capacity (volumetric)............. 5.4 gal E20.6 Lg
Capacity (useable)................. 3.8gal (14.4L

Auxiliary engine protection system
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, RUBBER LINED

Aluminum alloy, high volume, open face turbine
Purpose Creates blast and suction
Bearings ....(2) sealed lifetime lube, anti-friction

HOUSING ..eooivveieiiecieece Isolation mounted
with abrasion resistant, replaceable liner

Housing seal ................. Heavy rubber section,
non-wiping, spring actuated Tilt-N-Seal®design

Drive oo Fixed displacement,
heavy duty, bent axis hydraulic motor

DUST SEPARATOR

TYPE e Cyclonic, multipass,
centrifugal separation

Size.....cocciiiiiin. 28 x 48 in (711 x 1219 mm)

Location........ccovveeeiiieeiiiieiciieen Inside hopper

Particulate removal achieved through dual
skimmer slots into hopper

Abrasion resistant housing w/replaceable liner

Self-opening, self-emptying when hopper tilts

HOPPER, STAINLESS STEEL
Volumetric capacity ..5.7yd® (4.3 msg
Useable capacity ..........ccoeenee 4.0 yd® (3.06 m®

Construction .................. Welded non-magnetic
stainless steel plate w/integral stiffeners
Floor dump angle.........c..ccooviiiiiiiiiicncnnnns 50
Dum_}) door opening... .68 x 57 in
(1727 x 1448 mm)
DUMP dOOF ..o Self-lockin
Chute........ 72 x48in (183 x 122 cm
stainless steel lined ] ]
Chute reach........... 22 in (56 cm) w/o side shift
Dumping direction..........cccccocvveennnen. Ri?ht side
Lifting method........... Two stage scissor lift, dual
hydraulic cylinders w/inte%ral holding valves
Lift capacity.........cccecvveene 10,000 Ibs 81536 k?)
Dump height ..o, Variable

Minimum .......cccooviieieeee. 24in (610 mm)
from bottom of chute to ground
Maximum ................ 132 in (11 ft) (3353 mm)
from bottom of chute to?round
Overall.............. 262in (2T ft 8 in) (6655 mm)
Dump tilt slope..................... SR RS 50
Hopper screen............... 2 piece stainless steel
screen w/access for cleaning top side
Hopper drain system

BROOM ASSIST PICK-UP HEAD (BAH®)

TYpe..cocveenee Dual chamber with broom assist
v\y.g%lon ............. Delivers air blast and suction
It e

South Coast AQMD Rule 1186 PM, Certified
1-800-258-9626
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enclosed in rear of pick-up head
SuSspension..........ccecuee... 4 springs 2 drag links
Suction hose.... 12 in diameter (305 mm
Pressure hose ........... 14 in diameter (356 mm
SKids.......cccoeeee DUO SKID®, long-life carbide
Linear actuator - pressure bleeder w/gauge
Integral for leaf/light material pickup
Reverse pick-up head system

GUTTER BROOMS, TWIN, Patented
Standard equipment, includes floodlights and
parabolic mirrors

Drive............. e T Variable speed
non-reversible hydraulic motor

Adjustment..........ccocceeennen. Adjustable for down
pressure, pattern and wear

Down pressure ...........ccccoceeeeenne Automatically
adjusts to requirement

Flexibility .......ccoovveiiieens All directions, integral
anti-damage “swing away” relief valve

Brooms................ 43 in dia. (1.1 m) steel wire,
vertical diggers

Hydraulic tilt...........ccccoeneeen. Twin gutter brooms
adjust for curb depth

HYDRAULIC SYSTEM

DIiVE cooieeecec e Direct drive

Blower pump.........ccccoeinene Heavy duty variable
displacement piston pump, hydrostatically
drives blower

Sweeper pump .............. Variable displacement

iston pump, operates gutter brooms, pick-up
ead, stabilizers, hopper lift, hopper dump, and
hopper door.

Blower pump flow .............. 26 GPM (100 LPM
Sweeper pump flow.............. 11 GPM (42 LPM
BAH PUMP ..o Gear pump,
operates Broom Assist Head broom motor
BAH pump flow.......cccceeeeneen. 8 GPM (30 LPM
REeServoir.......cccooceevciiicneciieeene 34 gal (129 L
Return filter.........oooveeeeeeeiiiiiieeee. 3 micron,
spin-on, in-line return
Char?e loop filter .....oovveiieiieeie 10 micron
Vent filter.......coovvveeiiinninnen. 10 micron spin-on
COOIET .. Air to ol

integral with auxiliary engine heat exchanger
Hydraulic level/temperature shutdown system
Hydraulic oil filter restriction indicator - in cab
Hydraulic oil sight/temperature gauge
Auxiliary hydraulic system

DUST CONTROL SYSTEM

Water spray nozzles for dust suppression

Pump Electric diaphragm

Reservoirs ...Po%ethylene, 360gal (1362L) total
i 0 mesh stainless steel, in-line

Low water shut-off ..................... Safety shut-off
with low water warning light in cab

Spray nozzles:
Pick-up head

CONTROL SYSTEM
BlueLogic® Control System
Multiplexed electrical system includes hardware
and TYMCO designed software that integrates
the in-cab controlstothe auxiliary engine and all
sweeperfunctions;as well as provides intelligent
safety features and on-board diagnostics (OBD)
for the auxiliary engine and sweeper through
the BluelLogic display.

This product is protected by numerous U.S. and International Patents.
Photos may contain optional equipment. Specifications subject to change without notice.

BlueLogic Displa ) i
Pedestal mountedtouchscreendisplay provides
sweeper and auxiliary engine data to the
operator and includes hour meters (trip and
total) for the auxiliary engine, gutter brooms,
Blck-up head, blower, water pump, and BAH

room if applicable; dump cycle counter,

sweeper odometer (records curb miles swept
and sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components -

BlueLogic dlspIaP/, auxiliary fuse panel,
illuminated control switches: pick-up head,
gutter brooms, blower RPM, leaf pressure
leeder, dump cycle, variable speed gutter
brooms, dust control water system nozzles,
safety lights.

Exterior Components
BlueLogic multiplex modules

STORAGE COMPARTMENT

Location...... Rear left, beneath auxilia% engine

Dimensions.........cccceeeeeeereeeenennn. 18 x 18 x 30 in
(457 x 457 x 762 mm)

SAFETY/WARNING DEVICES )

BlueLogic Control System utilizes solid-state
proximity switches to help provide several
safety systems: Right and left stabilizers
automatically deploy before raising the hopper
and retract afterlowering the hopper, stabilizers
down warning system, transmission interlock
when stabilizers are down, blower actuation
interlock, and minimum dump interlock. Other
devices include alternating LED rear flashers,
front mounted SAE Class 1/California Title
13 amber beacon light &LED) w/limb guard,
back-up alarm, scissor lift safety props, dump
doorttilt cylinder safety props, and shop prop.

OPTIONAL EQUIPMENT

AOD water pump w/washdown hose/spray gun

Abrasion protection package

Auto Sweep Interrupt (ASIz

Auxiliary hand hose, 8 in (

Camera/monitor system

Gutter broom, drop down

Hiﬂ_h output water system

Hi/Low pressure washdown system

Hopper load indicator alarms

Hopper vibrator - electric )

Low emissions package gequwed for South
Coast AQMD Rule 1186)

Magnet, light, standard, or heavy duty

Pick-up head front curtain lifter

Shop air purge, dust control system

Sweeper deluge system, includes hopper and
plcli-up head deluge w/6Bin (152 mm) cleanout
por

Screen vibrator - pneumatic )

Paint color (other than TYMCO standard white)

03 mm) diameter

Special options are available for your individual
re)guirements. Contact your local dealer or
TYMCO.

CHASSIS AVAILABLE
Peterbilt 220

© TYMCO, Inc. 2018 All rights reserved 1/24/19




MODEL 500x® REGENERATIVE AIR SWEEPER®
FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

s k[

PETERBILT 220

with Cabover Style Extra Water
CAB/CHASSIS
GVW 33,000 Ibs (14,969 kg)
Front Axle 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front suspension
Rear Axle 23,000 Ib (10,442 kg), w/23,000 Ib (10,442 kg) Hendrickson™ air
suspension
Gear ratio 6.50 (single speed)
Frame 120,000 PSI (8273.71 bar)
Engine Paccar PX-7/Cummins B6.7
Displacement 409in® (6.7 L)
Power 220 hp (164 kW) @2400 RPM
Torque 600 Ib-ft (813 Nm) @ 1600 RPM
Transmission Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, temperature gauge in cab, and push button shifter
Alternator 160 amp
Batteries (2) 12V 2000 CCA, w/disconnect switch
Wheelbase 156 in (3962 mm)
Turning diameter (wall to wall) 49.2 ft (15.00 m) (approximate)
Turning diameter (curb to curb) 45.2 ft (13.78 m) (approximate)
Fuel tank (shared with sweeper) 50 gal (189 L)
DEF tank 7.59al (28 L)
Tires (2-front, 4-rear) Tubeless 11R x 22.5
Steering Left, right or dual integral hydraulic power assist steering w/18 in (457
mm) diameter steering wheel — tilt only
Brakes Dual Air w/18.7 CFM (0.53 m®minute) air compressor
Instruments & lights Full package as required
Seats Adjustable, Individual high back air seats
Air dryer Yes
Cruise control Yes
Mirrors Electric remote controlled and heated
Air conditioned cab Yes
Windows and door locks Power windows, manual door locks
Exhaust system Left hand outboard frame mounted vertical after-treatment device with
topstack
Audio system AM/FM radio, CD/MP3 player, Bluetooth, USB and auxiliary input stereo

wy/digital clock

Daytime running lights Yes

SWEEPING WIDTH (Approximate)

Pick-up head only 87 in (2210 mm)
With 1 gutter broom 110 in (2794 mm)
With 2 gutter brooms 142 in (3606 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis 295 in (7493 mm)
only)

Width (between outside tips of 121 in (3073 mm)
stowed twin gutter broom bristles)

Height (w/o cab bar light/beacon) 116 in (2946 mm) @ chassis air intake

Empty weight (sweeper body & 24,740 Ibs (11,222 kg)
chassis only)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer.
Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified ©TYMCO, Inc. 2018 All rights reserved 1/24/19

1-800-258-9626 This product is protected by numerous U.S. and International Patents.
www.tymco.com Photos may contain optional equipment. Specifications subject to change without notice.
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GENERAL SPECIFICATIONS

MODEL 500x® REGENERATIVE AIR SWEEPER®

CNG AUXILIARY ENGINE/CNG CHASSIS

SWEEPER AUXILIARY ENGINE

Engine ... KEM/GM Vortec 5700 CNG

Displacement .............ccocverrnneen. 350in% (5.7 L

Power .............. 136 HP (101 kW;@ 2650 RP

Net torque...... 284 Ib-ft (385 Nm)@ 2100 RPM

Air cleaner ....... Heavy duty, w/pre-cleaner, and
in-cab air restriction indicator w/gauge.

Oil filter .......... Remote mount, spin on, full flow

Auxiliary engine fuel rack shared with chassis
CNG fuel rack capacity....... 60 DGE (227 DLE)
Auxiliary engine shutdown system

Remote engine oil cooler

BLOWER, RUBBER LINED

Aluminum alloy, high volume, open face turbine

Purpose.........ccc...... Creates blast and suction

Bearings ... (2) sealed lifetime lube, anti-friction

Housin Isolation mounted
with abrasion resistant, replaceable liner

Housing seal.................. Heavy rubber section,
non-wiping, spring actuated Tilt-N-Seal®design

Drive ...ooiiieeeeeeeees Fixed displacement,
heavy duty, hydraulic motor
DUST SEPARATOR

YPE i Cyclonic, multipass,
centrifugal separation

i 28 x48in (711 x 1219 mm)
Location Inside hopper
Particulate removal achieved through dual

skimmer slots into hopper .

Housing ... Abrasion resistant, replaceable liner
Self-opening, self-emptying when hopper tilts

HOPPER, STAINLESS STEEL
Volumetric capacity.................. 5.7 yd® (4.3 m?
Useable capacity ................... 4.0 yad® (3.06 m®
Construction .................. Welded non-magnetic
stainless steel plate w/integral stiffeners
Floor dump angle........cccceeviieeeniiieircees 50
Dump door CX)enin .......................... 68 x 57 in
(1727 x 1448 mm
Dump door......oocviiiiieeiiee e Self-lockin
Chute......cceveeinenne 72 x48in (183 x 122 cm
stainless steel lined
Chute reach........... 22 in (56 cm) w/o side shift
Dumping direction...........c.ccccceeernesne Ri?ht side
Lifting method.......... Two stage scissor lift, dual
hydraulic cylinders w/integral holding valves
Lift capacity..........cc.cceeueee 10,000 Ibs (4536 k?)
Dump height.........ccooiiiis Variable

Minimum ... 24in (610 mm)
from bottom of chute to ground
Maximum ................ 1321n (11 ft) (3353 mm)
from bottom of chute to ground
Overall.............. 262in (21 ft 8 in) (6655 mm)
Dump tilt slope ......cocoeeeiiireee 50
Hopper screen............... 2 piece stainless steel
screen w/access for cleaning top side
Hopper drain system

BROOM ASSIST PICK-UP HEAD (BAH®)

TYpe ..o Dual chamber with broom assist
unction ............. Delivers air blast and suction
Width .o 87 in (2210 mm
Pick-up head area.................. 3567 in? (2.3 m?
Broom.......ccccoeeenee 12 x 79 in (305 x 2007 mm
enclosed in rear of pick-up head
Suspension.........ceeeuenne 4 springs 2 drag links
Suction hose.............. 12 in diameter ESO mmg
Pressure hose ........... 14 in diameter (356 mm

SKidS...oooveiinen. DUO SKID®, long-life carbide
Pressure bleeder ...........c.ccoccevenneen. Integral for
leaf/light material pick-up.

Reverse pick-up head system

GUTTER BROOMS, TWIN, Patented
Standard equipment, includes floodlights and
parabolic mirrors

Drive......... P Variable speed
non-reversible hydraulic motor
Adjustment..........cocceeeneen. Adjustable for down

pressure, pattern and wear
Down pressure .........ccccceeeeeenee.

) ] Automatically
adjusts to requirement

Flexibility .......c...cooeeennnne. All directions, integral
anti-damage “swing away” relief valve

Brooms................ 43 in dia. (1. 1 m) steel wire,
vertical diggers ]

Hydraulic tilt........................ Twin gutter brooms
adjust for curb depth

HYDRAULIC SYSTEM

DriVe .o Direct drive

Blower pump........cccccvvenee Heavy duty variable

displacement piston pump,
drives blower ) ]
Sweeper pump .............. Variable displacement
Elston pump, operates gutter brooms, pick-up
ead, stabilizers, hopper lift, hopperdump, and
hopper door.

ydrostatically

Blower pump flow .............. 26 GPM (100 LPM
Sweeper pump flow............. 11 GPM (42 LPM
BAH pUMP .. Gear pump,
operates Broom Assist Head broom motor
BAH pump flow..........ccccc...... 8 GPM (30 LPM
RESErVOIr........ccoeevieiirieeeiieeens 34 gal (129 L
Return filter.........cccoooiiiiii 3 micron,
spin-on, in-line return
Charge loop filter.........ccceeeiiirennen. 10 micron
© Ventfilter.....ooooeeieeiices 10 micron spin-on
(70701 =Y S Air to oil

Hydraulic level/temperature shutdown system
Hydraulic oil filter restriction indicator - in cab
Hydraulic oil sight/temperature gauge
Auxiliary hydraulic system

DUST CONTROL SYSTEM

Water spray nozzles for dust suppression

Pump.... Electric diaphragm

Reservoirs ... Pogyethylene, 250 gallons (946'L)
i 0 mesh stainless steel, in-line

Low water shut-off ..................... Safety shut-off
with low water warning light in cab

Spray nozzles:

Pick-up head............ 4
Gutter brooms (each 2
(0] o] 01T U 1
Hydrant fill hose w/storage area....... 20 ft (6 m)

CONTROL SYSTEM

BlueLogic® Control System

Multlrp exed electrical systemincludes hardware
and TYMCO designed software that integrates
the in-cab controlsto the auxiliary engine and all
sweeper functions; as well as provides intelligent
safety features and on-board diagnostics (OBD)
for the auxiliary engine and sweeper through
the BlueLogic display.

South Coast AQMD Rule 1186 PM, and Rule 1186.1 Alternative Fuel Certified

1-800-258-9626
www.tymco.com

BluelLogic Displagt ) .
Pedestal mountedtouchscreen dlspla¥prOV|des
sweeper and _auxiliary engine data to the
operator and includes hour meters (trip and
total) for the auxiliary en%me, gutter brooms,
Blck-up head, blower, water pump, and BAH

room if applicable; dump cycle counter,

sweeper odometer (records curb miles swept
and sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components .
Leaf pressure bleeder control, BluelLogic
display, auxiliary fuse panel, illuminated control
switches: pick-up head, gutter brooms, blower
RPM, dump cycle, variable speed gutter
brooms, dust control water system nozzles,
safety lights.

Exterior Components
BlueLogic multiplex modules

STORAGE COMPARTMENT

Location..... Rear left, beneath auxiliarg engine

Dimensions.........cccccececeeeeeeeeens 18 x18 x30in
(457 x 457 x 762 mm)

SAFETY/WARNING DEVICES

BlueLogic Control System utilizes solid-state
proximity switches to help provide several
safety systems: Right and left stabilizers
automatically deploy before raising the hopper
andretractafter lowering the hopper, stabilizers
down warning system, transmission interlock
when stabilizers are down, blower actuation
interlock, and minimum dump interlock. Other
devices include alternating LED rear flashers,
front mounted SAE Class 1/California Title
13 amber beacon light (fLED) w/ limb guard,
back-u? alarm, scissor lift safety props, dump
doorttilt cylinder safety props, and shop prop.

OPTIONAL EQUIPMENT

AOD water pump w/washdown hose/spray gun

Abrasion protection package

Auto Sweep Interrupt (ASIE

Auxiliary hand hose, 8 in (

Camera/monitor system

Gutter broom, drop down

High output water system

Hopper load indicator alarms

Hopper vibrator - electric

Linear actuator - pressure bleeder w/gsauge

Low emissions package geqwred for South
Coast AQMD Rule 1186)

Magnet, light, standard, or heavy duty

Pick-up head front curtain lifter

Shop air purge, dust control system

Sweeper deluge system, includes hopper and
picli-up head deluge w/6 in (152 mm) cleanout
por

Screen vibrator - pneumatic

Paint color (other than TYMCO standard white)

03 mm) diameter

Special options are available for your individual
rTeﬂAL/llléegvents. Contact your local dealer or

CHASSIS AVAILABLE
Freightliner M2-112

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 500x®CNG REGENERATIVE AIR SWEEPER®

CNG AUXILIARY ENGINE/CNG CHASSIS

FREIGHTLINER M2-112

CAB/CHASSIS
GVW 33,000 Ib (14,982 kg)

Front Axle 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front suspension
Rear Axle 23,000 Ib (10,442 kg), w/23,000 Ib (10,442 kg) Hendrickson™ air
suspension
Gear ratio 6.17/8.42 (two speed)

Frame 120,000 psi
Engine Cummins LON

Displacement

543in? (8.9 L)

Power

250 hp (186 kW) @ 2200 RPM

Torque

730 Ib-ft (990 Nm) torque @ 1300 RPM

Transmission

Allison 3500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, temperature gauge in cab, and push button shifter

Alternator 160 amp
Batteries 12 v dual 1850 CCA
Wheelbase 176 in (4,470 mm)

Turning diameter (wall to wall) 50.5 ft (15.39 m) (approximate)
Turning diameter (curb to curb) 48.2 ft (14.69 m) (approximate)
Fuel CNG

Fuel tanks (4) Type IV Cylinders 15 DGE (56.78 DLE) each = 60 total DGE (227
DLE) shared with sweeper, located behind cab with fuel heating system
and single fuel line shutoff valve with pressure regulator.

Tubeless radial 11 R x 22.5, 14 ply

Tires (2-front, 4-rear)

Steering Dual with gauges, w/18 in (457 mm) diameter steering wheel, full power
witilt
Brakes Full air with 18.7 CFM (0.53 m¥minute) air compressor

Instruments & lights Full package as required

Seats Adjustable, high back basic air seats - driver and passenger w/3 chamber
air lumbar, vinyl w/cloth inserts, mechanical & integrated cushion
extension

Air dryer Yes w/heater

Cruise control Yes

Mirrors Electric remote controlled and heated

Air conditioned cab Yes, w/fresh air filter for cab filtration

Windows and door locks Power

Exhaust system Single horizontal muffler w/horizontal tailpipe; RH mounted

Audio system AM/FM/WB auxiliary input stereo radio w/digital clock

Daytime running lights Yes

GENERAL SWEEPING WIDTH (Approximate)
87 in (2210 mm)

110 in (2794 mm)

Up to 142 in (3607 mm)

Pick-up head only

With 1 gutter broom

With 2 gutter brooms

OVERALL DIMENSIONS (Approximate)
308 in (7823 mm)
121 in (3073 mm)

Length (sweeper body & chassis only)

Width (between outside tips of stowed twin
gutter broom bristles)

Height (w/o cab bar light/beacon) 123 in (3124 mm) @ beacon light cage

Empty weight (sweeper body & chassis only) | 25,300 Ibs (11,476 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer.
Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, and Rule 1186.1 Alternative Fuel Certified

© TYMCO, Inc. 2018 All rights reserved 1/24/19
This product is protected by numerous U.S. and International Patents.
Photos may contain optional equipment. Specifications subject to change without notice.
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GENERAL SPECIFICATIONS

MODEL 600° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

SWEEPER AUXILIARY ENGINE

Engine ............... John Deere 4045 turbo, 4 cyl.
(Final Tier 4)

Displacement .........ccccocvieninnenn. 275in® (4.5L)

Power.........cco..... 99 HP @ 2200 RPM (74 kW)

Net torque......315 Ib-ft @ 1600 RPM (427 Nm)

Air cleaner ......cccoveeeiieciie e Heavy

duty, w/pre-cleaner, scavenge vacuum hose,
and in-cab air restriction indicator w/gauge.

Remote oil filter..........cc........... Spin on, full flow
Auxiliary engine fuel tank shared with chassis
Diesel fuel tank capacity............. 51 gal (193 L)
DEF tanK.......ocoeieeiiiieeeeeieeeee Dedicated
Capacity (volumetric).............. 5.4 gal (20.6 L)
Capacity (useable)................. 3.8gal (14.41L)

Auxiliary engine protection system
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, RUBBER LINED
Aluminum alloy, high volume, open face turbine

Purpose.......ccccocueene Creates blast and suction

Bearings ....(2) sealed lifetime lube, anti-friction

Bolt-on housing ................... Abrasion resistant,
replaceable liner

Drive ..o, Heavy duty power band

DUST SEPARATOR

TYPE e Cyclonic, multipass,
centrifugal separation

SIZE i 20 x 61in

cylindrical area (508 x 1549 mm)
Located adjacent to blower within hopper
Particulate removal achieved through 61 in
(1549 mm) skimmer slot into skimmer hood
Hinged inspection door opened from hopper
exterior
Abrasion resistant housing w/replaceable wear
resistant liner

HOPPER

Capacity (volumetric)................ 7.3 yd® (5.6 m3)
Capacity (useable).........ccccceeenen. 6 yd® (4.6 m®)
Construction .........ccccceeenee. Welded steel plate

with integral stiffeners
Floor angle........cooeeiiieiiiiicicccee 22°
Dump door opening ........cccceeceeeerneenn. 84 x 44 in
(2134 x 1118 mm)

Dumping method.......... Hydraulic with raker bar
Dumping height ..o 36 in (914 mm)
PICK-UP HEAD

TYPE i Dual chamber
Function ............. Delivers air blast and suction
Width (inside dimension)........ 87 in (2210 mm)
Std. pick-up head area.......... 2610 in? (1.68 m?)
BAH® option area.................... 3567 in? (2.3 m?)
SuSpension ..........cco...e.. 4 springs, 2 drag links
Skids...coccvvernnn. DUO SKID®, long-life carbide
Suction hose diameter.............. 14 in (356 mm)
Pressure hose diameter ........... 14 in (356 mm)

Pressure bleeder ............coocovvvnnnnn.
leaf/light material pickup
Reverse pick-up head system

South Coast AQMD Rule 1186 PM,  Certified
1-800-258-9626

Integral for

www.tymco.com

GUTTER BROOM, TWIN, Patented
Standard equipment includes floodlights and
parabolic mirrors

Drive .o Constant speed
non-reversible hydraulic motor

Adjustment.........cccoceeeeeiiiiieneen. Adjustable for
down pressure, pattern and wear

DOWN Pressure .......cocvevceeeeeiieeenns Automatically
adjusts to requirement

Flexibility ........ccccveeviinneen. All directions integral
anti-damage "swing away" relief valve

Broom ........ccocevieeiniinennns 43 in dia. (1092 mm)

steel wire, vertical digger

HYDRAULIC SYSTEM

Operates gutter broom(s), dump and pick-up
head

Drive. ........... Gear driven from auxiliary engine

Capacity.....ccccceeverieeeeineenn. 8 GPM (30.3 LPM)

Reservoir ... 25 gal (94.6 L) w/80 mesh suction
strainer, sight/temperature gauge, cooler

Filter. .o, 3 micron in-line

Temperature shutdown system

DUST CONTROL SYSTEM
Water spray nozzles for dust suppression

Pump oo Electric diaphragm

Reservoirs ......... Polyethylene 220 gal (833 L),
total minimum

Filter oo 80 mesh in-line

Low water shut-off .................... Safety shut-off
with low water warning light in cab coupled
with liquid level sensor

Spray nozzles:

Around pick-up head ..........cccceviiieiiiienns 4

Gutter brooms (€ach) ........ccccceviviiieniennn, 2

Hopper (inSide) .....ccceeevveiiieeiieeeeee e 1
Hydrant fill hose w/storage area........ 20 ft (6 m)
CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.

BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data to
the operator andincludes hour meters (trip and
total) for the auxiliary engine, gutter brooms,
pick-up head, blower, water pump, and BAH
broomif applicable; sweeperodometer (records
curb miles swept and sweeping hours), service
reminders, custom reminders, overspeed
warning, low water audible alarm, dust control
system winterization guide, and OBD.

Interior Components

Leaf pressure bleeder control, BluelLogic

display, auxiliary fuse panel, illuminated control

switches: pick-up head, gutter brooms, auxiliary
engine RPM, dust control water systemnozzles,
safety lights.

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES

Alternating LED rear flashers (2)

Back-up alarm

SAE Class 1/California Title 13 amber beacon
light with limb guard - LED

OPTIONAL EQUIPMENT
AOD water pump w/washdown hose/spray gun
Abrasion protection package
Auto Sweep Interrupt (ASI)
Auxiliary hand hose 8 in dia. (203 mm)
Auxiliary hand hose hydraulic boom assist
Auxiliary hand hose catch basin cleaning
package
Auxiliary hydraulic system
Broom Assist Pick-up Head (BAH®)
Camera/monitor system
COMDEX (extra water and tool box) 330 gal
(1249 L) total capacity
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
Hi/Low pressure washdown system
High output water system
Hopper deluge system
Hopper drain system
Lateral airflow nozzle
Linear actuator - pressure bleeder w/gauge
Liquid recovery system
Low emissions package (required for South
Coast AQMD Rule 1186)
Magnet, light, standard, or heavy duty
Pick-up head curtain lifter
Pick-up head deluge
Shop air purge, dust control system
Spark resistant skids
Stainless steel options:
Hopper:
Hopper weldment
Dump door
Inspection doors
Raker plate
High capacity dust separator
Hopper screen
Blower housing
High capacity dust separator
Hopper drain
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CONVENTIONAL CAB
CHASSIS AVAILABLE
International 4300

Freightliner M2-106

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL 600° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

INTERNATIONAL 4300 FREIGHTLINER M2-106
CAB/CHASSIS
GVW 31,000 Ib (14,061 kg) 31,000 Ib (14,061 kg)
Front Axle 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front suspension 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) taper-leaf front suspension
Rear Axle 21,000 Ib (9525 kg) w/31,000 Ib (14,061 kg) Vari-rate rear suspension 21,000 Ib (9525 kg) w/ 23,000 Ib (10,433 kg) variable rate multi-leaf
w/4,500 Ib (2041 kg) auxiliary rubber springs spring w/leaf spring helper
Gear ratio 6.43 (single speed), 6.17/8.42 (two speed) 6.43 (single speed), 5.57/7.60 (two speed)
Frame 50,000 PSI (3447.38 bar) 80,000 PSI (5515.81 bar)
Engine Cummins B6.7 Cummins B6.7

Displacement

409 in? (6.7 L)

409 in? (6.7 L)

Power

200 hp @ 2400 RPM

200 hp @ 2400 RPM

Torque

520 Ib-ft (705 Nm) @ 1600 RPM

520 Ib-ft (705 Nm) @ 1600 RPM

Transmission

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, and temperature gauge in cab

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, and temperature gauge in cab

Alternator 160 amp 160 amp
Batteries (2) group 31, 12 volt, 1900 CCA total maintenance free (2) group 31, 12 volt, 1900 CCA total maintenance free
Wheelbase 165 in (4191 mm) 165 in (41200 mm)

Turning diameter (wall to wall)

47.5 ft (14.48 m) (approximate)

47.4 ft (14.45 m) (approximate)

Turning diameter (curb to curb)

45.3 ft (13.81 m) (approximate)

45.7 ft (13.93 m) (approximate)

Fuel Diesel Diesel
Fuel tank (shared with sweeper) 51 gal (193 L) 51 gal (193 L)
DEF tank 7 gal (26.5L) 6gal (22.7 L)

Tires (2-front, 4-rear)

Tubeless 11R x 22.5

Tubeless 11R x 22.5

Steering Integral dual power assisted w/18 in (457 mm) diameter steering wheel Integral dual power assisted w/18 in (457 mm) diameter steering wheel
wi/tilt and dual gauges wi/tilt and dual gauges
Brakes Dual anti-lock air brakes w/18.7 CFM (0.53 m®minute) air compressor Anti-lock air brakes, cam type, Q-Plus w/18.7 CFM (0.53 m¥minute) air

compressor

Instruments & lights

Full package as required

Full package as required

Seats Adjustable, individual high back air seats w/lumbar support and cloth Adjustable, high back air seats — driver and passenger vinyl w/cloth
inserts for operator comfort inserts and mechanical lumbar
Air dryer Yes w/heater Yes w/heater

Cruise control

Yes

Yes

Mirrors

Electric remote controlled and heated

Electric remote controlled and heated

Air conditioned cab

Yes, w/fresh air filters (primary and secondary) for cab filtration

Yes, w/fresh air filter for cab filtration

Windows and door locks

Power

Power

Exhaust system

Single, horizontal; after-treatment device, frame mounted right side,
under cab w/horizontal tail pipe

Single, horizontal; after-treatment device, frame mounted right side,
under cab w/horizontal tail pipe

Audio system

AM/FM auxiliary input stereo radio w/digital clock

AM/FM/WB auxiliary input stereo radio w/digital clock

Daytime running lights

Yes

Yes

SWEEPING WIDTH (Approximate)

Pick-up head only

87 in (2210 mm)

87 in (2210 mm)

With 1 gutter broom

110 in (2794 mm)

110 in (2794 mm)

With 2 gutter brooms

142 in (3606 mm)

142 in (3606 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

278 in (7061 mm)

273 in (6934 mm)

Width (between outside tips of

stowed twin gutter broom bristles)

121 in (3073 mm)

121 in (3073 mm)

Height

118 in (2997 mm) @ auxiliary engine

118 in (2997 mm) @ auxiliary engine

Empty weight (sweeper body &
chassis only)

19,020 Ibs (8627 kg)

19,020 Ibs (8627 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified
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GENERAL SPECIFICATIONS

MODEL 600° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

SWEEPER AUXILIARY ENGINE

Engine ............... John Deere 4045 turbo, 4 cyl.
(Final Tier 4)
Displacement..........ccccceveeevnnnenn.. 275in® (4.51L)
Power......ccccoeueene 99 HP @ 2200 RPM (74 kW)
Net torque......315 Ib-ft @ 1600 RPM (427 Nm)
Aircleaner ... Heavy

duty, w/pre-cleaner, scavenge vacuum hose,
and in-cab air restriction indicator w/gauge.

Remote oil filter.........ccceeeee. Spin on, full flow
Auxiliary engine fuel tank shared with chassis
Diesel fuel tank capacity............. 51 gal (193 L)
DEF tank......ccceeviiiiiiieiiieeeces Dedicated
Capacity (volumetric).............. 5.4 gal (20.6 L)
Capacity (useable)................. 3.8gal (14.41L)

Auxiliary engine protection system
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, Rubber Lined
Aluminum alloy, high volume, open face turbine

Purpose.......cccccoveenne Creates blast and suction

Bearings ....(2) sealed lifetime lube, anti-friction

Bolt-on housing..........ccc....... Abrasion resistant,
replaceable liner

Drive ....ooeeviiiieieees Heavy duty power band

DUST SEPARATOR

TYPE oo Cyclonic, multipass,
centrifugal separation

SIZE i 20 x61in

cylindrical area (508 x 1549 mm)
Located adjacent to blower within hopper
Particulate removal achieved through 61 in
(1549 mm) skimmer slot into skimmer hood
Hinged inspection door opened from hopper
exterior
Abrasion resistant housing w/replaceable wear
resistant liner

HOPPER

Capacity (volumetric) ............... 7.3 yd® (5.6 m?)

Capacity (useable) ........cccccceennee. 6 yd® (4.6 m®)

Construction ........cccceeeinees Welded steel plate
with integral stiffeners

FIOOr angle ......ceeeeviiieiiiii e 22°

Dump door opening........cccoceueeercveeenne 84 x 44 in
(2134 x 1118 mm)

Dumping method.......... Hydraulic with raker bar

Dumping height ... 36 in (914 mm)

PICK-UP HEAD

TYPE e Dual chamber

Function ............. Delivers air blast and suction

Width (inside dimension) ........ 87 in (2210 mm)
Std. Pick-up head area.......... 2610 in? (1.68 m?)
BAH® option area.................... 3567 in? (2.3 m?)
Suspension..........ccce.e.... 4 springs, 2 drag links
SKidS.....cvvvvrrnnns DUO SKID®, long-life carbide
Suction hose diameter.............. 14 in (356 mm)
Pressure hose diameter ........... 14 in (356 mm)
Linear actuator - pressure bleeder w/gauge
Integral for leaf/light material pickup
Reverse pick-up head system

South Coast AQMD Rule 1186 PM,  Certified
1-800-258-9626

GUTTER BROOM, TWIN, Patented
Standard equipment includes floodlights and
parabolic mirrors

Drive .o Constant speed
non-reversible hydraulic motor

Adjustment.........oocoiiiiii Adjustable for
down pressure, pattern and wear

Down pressure .........ccceeceeeriieeenn. Automatically
adjusts to requirement

Flexibility ........cccoveeeiinnnne. All directions integral
anti-damage "swing away" relief valve

Broom......ccccoeveiiiieiiiienne 43 in dia. (1092 mm)

steel wire, vertical digger

HYDRAULIC SYSTEM
Operates gutter broom(s), dump and pick-up
head

Drive........... Gear driven from auxiliary engine
Capacity.....cccceeeerueeeinieenne 8 GPM (30.3 LPM)
Reservoir ... 25 gal (94.6 L) w/80 mesh suction

strainer, sight/temperature gauge, cooler
Filter. oo 3 micron in-line
Temperature shutdown system

DUST CONTROL SYSTEM
Water spray nozzles for dust suppression

Pump e Electric diaphragm

RESErVOoIrs .......cccoevveviiieeeiieeee Polyethylene
330 gal (1249 L) total minimum

Filter .o 80 mesh in-line

Low water shut-off ................... Safety shut-off
with low water warning light in cab coupled
with liquid level sensor

Spray nozzles:

Around pick-up head .......cccccveieeeieiiienennennnn. 4

Gutter brooms (each) .......ccceeeevevieeeiiieenne 2

Hopper ﬂinside) ........................................... 1
Hydrant fill hose w/storage area........ 20 ft (6 m)
CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.
BlueLogic Display

Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data to
the operatorandincludes hour meters (trip and
total) for the auxiliary engine, gutter brooms,
pick-up head, blower, water pump, and BAH
broomifapplicable; sweeperodometer (records
curb miles sweptand sweeping hours), service
reminders, custom reminders, overspeed
warning, low water audible alarm, dust control
system winterization guide, and OBD.

Interior Components
BlueLogic display, auxiliary fuse panel,
illuminated control switches: pick-up head,
gutter brooms, auxiliary engine RPM, Ieaf
pressure bleeder, dust control water system
nozzles, safety lights.

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES

Alternating LED rear flashers (2)

Back-up alarm

SAE Class 1/California Title 13 amber beacon
light with limb guard - LED

OPTIONAL EQUIPMENT
AOD water pump w/washdown hose/spray gun
Abrasion protection package
Auto Sweep Interrupt (ASI)
Auxiliary hand hose 8 in dia. (203 mm)
Auxiliary hand hose hydraulic boom assist
Auxiliary hand hose catch basin cleaning
package
Auxiliary hydraulic system
Broom Assist Pick-up Head (BAH®)
Camera/monitor system
Extra water capacity ....... 440 gal (1665 L) total
(Peterbilt 220 only)
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
Hi/Low pressure washdown system
High output water system
Hopper deluge system
Hopper drain system
Lateral airflow nozzle
Liquid recovery system
Low emissions package (required for South
Coast AQMD Rule 1186)
Magnet, light, standard, or heavy duty
Pick-up head curtain lifter
Pick-up head deluge
Shop air purge, dust control system
Spark resistant skids
Stainless steel options:
Hopper:
Hopper weldment
Dump door
Inspection doors
Raker plate
High capacity dust separator
Hopper screen
Blower housing
High capacity dust separator
Hopper drain
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CABOVER CHASSIS AVAILABLE
Peterbilt 220
Autocar Xpert

© TYMCO, Inc. 2018 All rights reserved 1/24/19

This product is protected by numerous U.S. and International Patents.
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Photos may contain optional equipment. Specifications subject to change without notice.



MODEL 600° REGENERATIVE AIR SWEEPER®

FINAI. TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

PETERBILT 220 AUTOCAR XPERT
with Cabover Style Extra Water with COMDEX Extra Water

CAB/CHASSIS

GVW 33,000 Ibs (14,969 kg) 33,000 Ib (14,969 kg)

Front Axle 12,000 Ib (5443 kg) w/12,000 Ib (5443 kg) front suspension 12,000 Ib (5443 kg) w/12,500 Ib (5700 kg) front flatleaf suspension w/
shock absorbers

Rear Axle 21,000 Ib (9525 kg) w/21,000 Ib (9525 kg) rear suspension 21 ,800 Ibb (9525 kg) w/21,000 Ib (9525 kg) rear suspension w/shock
absorbers

Gear ratio 6.50 (single speed) 6.43 (single speed)

Frame 120,000 PSI (8273.71 bar) 120,000 PSI (8273.71 bar)

Engine Paccar PX-7/Cummins B6.7 Cummins B6.7

Displacement

409 in® (6.7 L)

409 in® (6.7 L)

Power

220 hp (164 kW) @2400 RPM

220 hp (164 kW) @2400 RPM

Torque

600 Ib-ft (813 Nm) @ 1600 RPM

520 Ib-ft (705 Nm) @ 1600 RPM

Transmission

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, temperature gauge in cab, and push button shifter

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, temperature gauge in cab, and push button shifter

Alternator 160 amp 160 amp
Batteries (2) 12V 2000 CCA, w/disconnect switch 12 volt heavy duty batteries - (2) maintenance free — 1900 CCA
Wheelbase 156 in (3962 mm) 152 in (4241 mm)

Turning diameter (wall to wall)

49.2 ft (15.00 m) (approximate)

54.43 ft (16.59 m) (approximate)

Turning diameter (curb to curb)

49.53 ft (15.10 m) (approximate)

Fuel tank (shared with sweeper)

(
45.2 ft (13.78 m) (approximate)
51 gal (193 L)

51 gal (193 L)

DEF tank

7.5 gal (28 L)

5gal (19L)

Tires (2-front, 4-rear)

Tubeless 11R x 22.5

Tubeless 11R x 22.5

Steering Left, right or dual integral hydraulic power assist steering w/18 in (457 Integral hydraulic power assist steering w/16 in (406 mm) diameter
mm) diameter steering wheel — tilt only steering wheel - tilt/telescopic steering columns
Dual sit down drive installed by Autocar
Brakes Dual Air w/18.7 CFM (0.53 m%minute) air compressor Dual Air w/18.7 CFM (0.53 m%minute) air compressor

Instruments & lights

Full package as required

Full package as required

Seats Adjustable, Individual high back air seats Adjustable, individual high back air seats
Air dryer Yes Yes w/heater
Cruise control Yes Yes

Mirrors

Electric remote controlled and heated

Heated/electric west coast and square convex mirrors

Air conditioned cab

Yes

Yes

Windows and door locks

Power windows, manual door locks

Power windows, manual door locks

Exhaust system

Left hand outboard frame mounted vertical after-treatment device with
topstack

Left hand outboard frame mounted vertical after-treatment device with
topstack

Audio system

AM/FM radio, CD/MP3 player, Bluetooth, USB and auxiliary input stereo
wy/digital clock

AM/FM/WB radio, CD/MP3 player, Bluetooth, USB and auxiliary input
stereo w/digital clock

Daytime running lights

Yes

Yes

SWEEPING WIDTH (A

pproximate)

Pick-up head only

87 in (2210 mm)

87 in (2210 mm)

With 1 gutter broom

110 in (2794 mm)

110 in (2794 mm)

With 2 gutter brooms

142 in (3606 mm)

142 in (3606 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

280in (7112 mm)

278in (7061 mm)

Width (between outside tips of

stowed twin gutter broom bristles)

121 in (3073 mm)

121 in (3073 mm)

Height (w/o cab bar light/beacon)

118in (2997 mm) @ auxiliary engine

120 in (3048 mm) @ chassis engine exhaust

Empty weight (sweeper body &
chassis only)

19,460 Ibs (8827 kg)

21,375 Ibs (9696 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified
1-800-258-9626
www.tymco.com
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REGENERATIVE AIR SWEEPERS

600

AR SWEEPER

GENERAL SPECIFICATIONS

MODEL 600° REGENERATIVE AIR SWEEPER®

CNG AUXILIARY ENGINE/CNG CHASSIS

SWEEPER AUXILIARY ENGINE

Engine ......cccoee. KEM/GM Vortec 5700 CNG
Displacement ..........ccccceevivenneen. 350in® (5.7 L)
Power ........c....... 124 HP @ 2400 RPM (92 kW)

Net torque......284 Ib-ft @ 2100 RPM (385 Nm)
Air cleaner ... Heavy
duty, w/pre-cleaner, scavenge vacuum hose,
and in-cab air restriction indicator w/gauge.

Oil filter ..ocoeeeeeeeeveeeeeeeees Spin on, full flow
Auxiliary engine fuel rack shared with chassis
CNG fuel rack capacity....... 60 DGE (227 DLE)
Auxiliary engine shutdown system
Fuel/water separator

BLOWER, RUBBER LINED

Aluminum alloy, high volume, open face turbine

Purpose ....ccccceeen... Creates blast and suction

Bearings ...(2) sealed lifetime lube, anti-friction

Bolt-on housing ................... Abrasion resistant,
replaceable liner

Drive ..o Heavy duty power band

DUST SEPARATOR

TYpe oo Cyclonic, multipass, centrifugal
separation
SIZE it 20x 61 in

cylindrical area (508 x 1549 mm)
Located adjacent to blower within hopper
Particulate removal achieved through 61 in
(1549 mm) skimmer slot into skimmer hood
Hinged inspection door opened from hopper
exterior
Abrasion resistant housing w/replaceable wear
resistant liner

HOPPER

Capacity (volumetric) ............... 7.3 yd® (5.6 m?)
Capacity (useable) .........cceeeneee. 6 yd® (4.6 m3)
Construction ............cccuee. Welded steel plate

with integral stiffeners
Floor angle ......cccoovvveeeiiciee e 22°
Dump door opening ........cccoevcveeeennneen. 84 x 44 in
(2134 x 1118 mm)

Dumping method.......... Hydraulic with raker bar
Dumping height ..........cccoceene 36in (914 mm)
PICK-UP HEAD

TYPE e Dual chamber
Function ............. Delivers air blast and suction
Width (inside dimension)........ 87 in (2210 mm)
Std. pick-up head area.......... 2610 in? (1.68 m?)
BAH® option area...........ccc.c.... 3567 in? (2.3 m?)
Suspension ................... 4 springs, 2 drag links
Skids.........ccee. DUO SKID®, long-life carbide
Suction hose diameter.............. 14 in (356 mm)
Pressure hose diameter ........... 14 in (356 mm)

Pressure bleeder
leaf/light material pickup
Reverse pick-up head system

Integral for

GUTTER BROOM, TWIN, Patented
Standard equipment includes floodlights and
parabolic mirrors

Drive .o, Constant speed
non-reversible hydraulic motor
Adjustment........ccoocceiiiieiniiees Adjustable for

down pressure, pattern and wear
Down pressure ........ccccoeeeeenieeene Automatically
adjusts to requirement

Flexibility ........ccocveeiiinnnen. All directions integral
anti-damage "swing away" relief valve
Broom........ccocevineeiiiieenns 43 in dia. (1092 mm)

steel wire, vertical digger

HYDRAULIC SYSTEM

Operates gutter broom(s), dump and pick-up
head

Drive ............. Belt driven from auxiliary engine

Capacity.....ccceeeerueeeniieenns 8 GPM (30.3 LPM)

Reservoir... 25 gal (94.6 L) w/80 mesh suction
strainer, sight/temperature gauge, cooler

Filter. .o 3 micron in-line

DUST CONTROL SYSTEM
Water spray nozzles for dust suppression

Pump .o Electric diaphragm

Reservoirs ......... Polyethylene 220 gal (833 L),
total minimum

Filter oo 80 mesh in-line

Low water shut-off ..........c......... Safety shut-off
with low water warning light in cab coupled
with liquid level sensor

Spray nozzles:

Around pick-up head
Gutter brooms (each)
Hopper ﬁinside)

Hydrant fill hose w/storage area

CONTROL SYSTEM
BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.
BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data to
the operatorandincludes hour meters (tripand
total) for the auxiliary engine, gutter brooms,
pick-up head, blower, water pump, and BAH
broomif applicable; sweeper odometer (records
curb miles sweptand sweeping hours), service
reminders, custom reminders, overspeed
warning, low water audible alarm, dust control
system winterization guide, and OBD.
Interior Components
Leaf pressure bleeder control, BlueLogic
display, auxiliary fuse panel, illuminated

South Coast AQMD Rule 1186 PM, and Rule 1186.1 Alternative Fuel Certified

1-800-258-9626
www.tymco.com

control switches: pick-up head, gutter

brooms, auxiliary engine RPM, dust control

water system nozzles, safety lights.
Exterior Components

Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES

Alternating LED rear flashers (2)

Back-up alarm

SAE Class 1/California Title 13 amber beacon
light with limb guard - LED

OPTIONAL EQUIPMENT
AOD water pump w/washdown hose/spray gun
Abrasion protection package
Auto Sweep Interrupt (ASI)
Aucxiliary hand hose 8 in dia. (203 mm)
Auxiliary hand hose hydraulic boom assist
Auxiliary hand hose catch basin cleaning
package
Auxiliary hydraulic system
Broom Assist Pick-up Head (BAH®)
Camera/monitor system
COMDEX (extra water and tool box) 330 gal
(1249 L) total capacity (171" WB Autocar
chassis only)
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
High output water system
Hopper deluge system
Hopper drain system
Linear actuator - pressure bleeder w/gauge
(Standard on cabover chassis)
Liquid recovery system
Low emissions package (required for South
Coast AQMD Rule 1186)
Magnet, light, standard, or heavy duty
Pick-up head curtain lifter
Pick-up head deluge
Shop air purge, dust control system
Spark resistant skids
Stainless steel options:
Hopper:
Hopper weldment
Dump door
Inspection doors
Raker plate
High capacity dust separator
Hopper screen
Blower housing
High capacity dust separator
Hopper drain
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CHASSIS AVAILABLE
Freightliner M2-112
Autocar Xpert

Autocar Xpert - COMDEX

© TYMCO, Inc. 2018 All rights reserved 1/24/19

This product is protected by numerous U.S. and International Patents.
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MODEL 600° CNG REGENERATIVE AIR SWEEPER®

CNG AUXILIARY ENGINE/CNG CHASSIS

FREIGHTLINER M2-112

AUTOCAR XPERT

AUTOCAR XPERT
with COMDEX Extra Water

CAB/CHASSIS

GVW 33,000 Ib (14,969 kg) 33,000 Ib (14,969 kg) 33,000 Ib (14,969 kg)

Front Axle 12,000 Ib (5443 kg) w/12,000 Ib (5443 kg) front | 12,000 Ib (5443 kg) w/12,500 Ib (5700 kg) front | 12,000 Ib (5443 kg) w/12,500 Ib (5700 kg) front
springs and dust shields flatleaf suspension w/shock absorbers flatleaf suspension w/shock absorbers

Rear Axle 21,000 Ib (9525 kg) w/23,000 Ib (10,432 kg) 21,000 Ib (9525 kg) w/21,000 Ib (9525 kg) rear | 21,000 Ib (9525 kg) w/21,000 Ib (9525 kg) rear
rear variable rate multi-leaf springs w/leaf air suspension w/shock absorbers air suspension w/shock absorbers
spring helper

Gear ratio 6.14 (single speed) 6.14 (single speed) 6.14 (single speed)

Frame 120,000 PSI (3447.38 bar) 120,000 PSI (8273.71 bar) 120,000 PSI (8273.71 bar)

Engine Cummins LON Cummins LON Cummins LON

Displacement

543in? (8.9 L)

543in? (8.9 L)

543in? (8.9 L)

Power

250 hp (186 kW) @ 2200 RPM

250 hp (186 kW) @ 2200 RPM

250 hp (186 kW) @ 2200 RPM

Torque

730 Ib-ft (990 Nm) torque @ 1300 RPM

730 Ib-ft (990 Nm) torque @ 1300 RPM

730 Ib-ft (990 Nm) torque @ 1300 RPM

Transmission

Allison 3500 RDS 6-speed automatic
transmission with PTO provision, synthetic
fluid, temperature gauge in cab, and push
button shifter

Allison 3500 RDS 6-speed automatic
transmission with PTO provision, synthetic
fluid, temperature gauge in cab, and push
button shifter

Allison 3500 RDS 6-speed automatic
transmission with PTO provision, synthetic
fluid, temperature gauge in cab, and push
button shifter

Alternator 160 amp 160 amp 160 amp

Batteries (2) batteries — group 31, 12 volt, 1900 CCA total | 12 volt heavy duty batteries - (2) maintenance 12 volt heavy duty batteries - (2) maintenance
maintenance free free — 1900 CCA, disconnect switch free — 1900 CCA, disconnect switch

Wheelbase 176 in (4470 mm) 157 in (4343 mm) 171 in (4343 mm)

Turning diameter (wall to wall)

50.5 ft (15.39 m) (approximate)

55.66 ft (16.97 m) (approximate)

59.13 ft (18.02 m) (approximate)

Turning diameter (curb to curb)

48.2 ft (14.69 m) (approximate)

50.74 ft (15.47 m) (approximate)

54.13 ft (16.50 m) (approximate)

Fuel tanks

(4) Type IV Cylinders 15 DGE (56.78 DLE)
each = 60 total DGE (227 DLE) shared with
sweeper, located behind cab with fuel heating
system and single fuel line shutoff valve with
pressure regulator.

(4) Type IV Cylinders 15 DGE (56.78 DLE)
each = 60 total DGE (227 DLE) shared with
sweeper, located behind cab with fuel heating
system and single fuel line shutoff valve with
pressure regulator.

(4) Type IV Cylinders 15 DGE (56.78 DLE)
each = 60 total DGE (227 DLE) shared with
sweeper, located behind cab with fuel heating
system and single fuel line shutoff valve with
pressure regulator.

Tires (2-front, 4-rear)

Tubeless 11R x 22.5

Tubeless 11R x 22.5

Tubeless 11R x 22.5

Steering (dual)

Integral power assisted steering w/cruise
control, 18 in (457 mm) steering wheel, dual
gauges and tilt/telescoping steering column

Integral hydraulic power assist steering w/16
in (406 mm) diameter steering wheel — tilt/
telescopic steering columns

Integral hydraulic power assist steering w/16
in (406 mm) diameter steering wheel — tilt/
telescopic steering columns

Brakes

Cam type Q-Plus w/18.7 CFM (0.53 m*¥/minute)
air compressor

Cam type Q-Plus w/18.7 CFM (0.53 m3¥/minute)
air compressor

Cam type Q-Plus w/18.7 CFM (0.53 m3¥/minute)
air compressor

Instruments & lights

Full package as required

Full package as required

Full package as required

Seats Adjustable, high back premium air seats - driver | Adjustable, individual high back air suspension | Adjustable, individual high back air suspension
and passenger w/3 chamber air lumbar; for- seats seats
ward and rear cushion tilt; vinyl w/cloth inserts

Air dryer Yes w/heater Yes w/heater Yes w/heater

Cruise control

Yes

Yes

Yes

Mirrors

Electric remote controlled and heated

Electric remote controlled and heated

Electric remote controlled and heated

Air conditioned cab

Yes, w/fresh air filter for cab filtration

Yes

Yes

Windows and door locks

Power

Power windows, manual door locks

Power windows, manual door locks

Exhaust system

Horizontal

Left hand outboard frame mounted vertical
topstack

Left hand outboard frame mounted vertical
topstack

Audio system

AM/FM/WB auxiliary input stereo radio w/digital
clock

AM/FM/WB radio, CD/MP3 player, Bluetooth,
USB and auxiliary input stereo w/digital clock

AM/FM/WB radio, CD/MP3 player, Bluetooth,
USB and auxiliary input stereo w/digital clock

Daytime running lights

Yes

Yes

Yes

SWEEPING WIDTH (A

pproximate)

Pick-up head only

87 in (2210 mm)

87 in (2210 mm)

87 in (2210 mm)

With 1 gutter broom

110 in (2794 mm)

110 in (2794 mm)

110 in (2794 mm)

With 2 gutter brooms

142 in (3606 mm)

142 in (3606 mm)

142 in (3606 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

296 in (7518 mm)

270 in (6858 mm)

284 in (7213 mm)

Width (between outside tips of
stowed twin gutter broom bristles)

121 in (3073 mm)

121 in (3073 mm)

121 in (3073 mm)

Height (w/o cab bar light/beacon)

115in (2921 mm) @ fuel rack eye bolts

120 in (3048 mm) @ chassis engine exhaust

120 in (3048 mm) @ chassis engine exhaust

Empty weight (sweeper body &
chassis only)

19,400 Ibs (8800 kg)

21,675 Ibs (9832 kg)

21,975 Ibs (9968 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

© TYMCO, Inc. 2018 All rights reserved 1/24/19
This product is protected by numerous U.S. and International Patents.
Specifications subject to change without notice.
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REGENERATIVE AIR SWEEPERS

A Proiuc of TYMCO™

GENERAL SPECIFICATIONS

MODEL HSP® REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

SWEEPER AUXILIARY ENGINE

Engine .............. John Deere 4045 turbo, 4 cyl.
(Final Tier 4)

Displacement .........cccccceeevennnenn. 275in® (4.51)

Power........cco..... 99 HP @ 2200 RPM (74 kW)

Net torque......315 Ib-ft @ 1600 RPM (427 Nm)

Air cleaner ......ccccooceeeiiie i Heavy

duty, w/pre-cleaner, scavenge vacuum hose,
and in-cab air restriction indicator w/gauge.

Remote oil filter........ccccee........ Spin on, full flow
Auxiliary engine fuel tank shared with chassis
Diesel fuel tank capacity............. 51 gal (193 L)
DEF tanK.......occuvieeiiiiic e Dedicated
Capacity (volumetric).............. 5.4 gal (20.6 L)
Capacity (useable)................. 3.8gal (14.4L)

Auxiliary engine protection system
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, RUBBER LINED
Aluminum alloy, high volume, open face turbine

Purpose......cccceveeeennn. Creates blast and suction

Bearings ....(2) sealed lifetime lube, anti-friction

Bolt-on housing ................... Abrasion resistant,
replaceable liner

Drive ...cooviiiieeeei Heavy duty power band

DUST SEPARATOR, HIGH CAPACITY

TYPE e Cyclonic, multipass,
centrifugal separation
SIZE i 20 x 61 in

cylindrical area (508 x 1549 mm)
Located adjacent to blower within hopper
Particulate removal achieved through 61 in
(1549 mm) skimmer slot into skimmer hood
Hinged inspection door opened from hopper
exterior
Abrasion resistant housing w/replaceable wear
resistant liner

HOPPER
Capacity (volumetric)................ 7.3 yd® (5.6 m3)
Capacity (useable)...........cceeueen. 6 yd® (4.6 m?)
Construction ..........ccccceuuneee. Welded steel plate
with integral stiffeners
Floorangle......c.ueeiiii e 22°
Dump door opening ........cccceeeeeerneeenn 84 x 44 in
(2134 x 1118 mm)
Dumping method.......... Hydraulic with raker bar
Dumping height .........cccocveenee 36 in (914 mm)
PICK-UP HEAD, HSP, Patented
TYPE e Dual chamber
Function ............. Delivers air blast and suction
Width (inside dimension) ........ 87 in (2210 mm)
Pick-up head area................. 2784 in? (1.79 m?)
Suspension .........ccecue.. 4 springs, 2 drag links
SKids.....ccvvernen. DUO SKID®, long-life carbide
Suction hose diameter.............. 10 in (254 mm)
Pressure hose diameter ........... 14 in (356 mm)

Pressure bleeder.............ccceeennee.
leaf/light material pickup

Integral for

1-800-258-9626
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GUTTER BROOM, TWIN, Patented
Standard equipment includes floodlights and
parabolic mirrors

Drive ..o Constant speed
non-reversible hydraulic motor

Adjustment..........cccceeeieiiiiiiennen. Adjustable for
down pressure, pattern and wear

Down pressure .........cccceeeeeeeneee. Automatically
adjusts to requirement

Flexibility ........ccccoeeennnen. All directions integral
anti-damage "swing away" relief valve

Broom.....cccccoecvieieeiinn, 43 in dia. (1092 mm)

steel wire, vertical digger

HYDRAULIC SYSTEM

Operates gutter broom(s), dump and pick-up
head

Drive ........... Gear driven from auxiliary engine

Capacity......cccveereeeneennen, 8 GPM (30.3 LPM)

Reservoir... 25 gal (94.6 L) w/80 mesh suction
strainer, sight/temperature gauge, cooler

Fiter. ..o 3 micron in-line

Temperature shutdown system

DUST CONTROL SYSTEM

Water spray nozzles for dust suppression

Pump Electric diaphragm

Reservoirs ......... Polyethylene 220 gal (833 L),
total minimum

Filter oo 80 mesh in-line

Low water shut-off ..................... Safety shut-off

with low water warning light in cab coupled
with liquid level sensor
Spray nozzles:

Around pick-up head ..........cccociiiiiiiiniienns 4

Gutter brooms (each) ........ccoceeeviieeiiinrennne 2

Hopper (inSid€) .....cccvvveveeiiiiiiieeeeeieeeee e 1
Hydrant fill hose w/storage area....... 20 ft (6 m)
CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.
BlueLogic Display

Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data
to the operator and includes hour meters
(trip and total) for the auxiliary engine, gutter
brooms, pick-up head, blower, and water pump;
sweeper odometer (records curb miles swept
and sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components )
Leaf pressure bleeder control, BluelLogic
display, auxiliary fuse panel, illuminated control

switches: pick-up head, gutter brooms, auxiliary
engine RPM, dust control water system nozzles,
safety lights.

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES

Alternating LED rear flashers (2)

Back-up alarm

SAE Class 1/California Title 13 amber beacon
light with limb guard - LED

OPTIONAL EQUIPMENT
AOD water pump w/washdown hose/spray gun
Abrasion protection package
Auto Sweep Interrupt (ASI)
Auxiliary hand hose 8 in dia. (203 mm)
Auxiliary hand hose hydraulic boom assist
Auxiliary hand hose catch basin cleaning
package
Auxiliary hydraulic system
Camera/monitor system
COMDEX (extra water and tool box) 330 gal
(1249 L) total capacity
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
Hi/Low pressure washdown system
High output water system
Hopper deluge system
Hopper drain system
Lateral airflow nozzle
Linear actuator - pressure bleeder w/gauge
Liquid recovery system
Magnet, light, standard, or heavy duty
Pick-up head curtain lifter
Shop air purge, dust control system
Spark resistant skids
Stainless steel options:
Hopper:
Hopper weldment
Dump door
Inspection doors
Raker plate
High capacity dust separator
Hopper screen
Blower housing
High capacity dust separator
Hopper drain
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CONVENTIONAL CAB
CHASSIS AVAILABLE
International 4300

Freightliner M2-106

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL HSP® REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CONVENTIONAL CAB CHASSIS

INTERNATIONAL 4300 FREIGHTLINER M2-106
CAB/CHASSIS
GVW 31,000 Ib (14,061 kg) 31,000 Ib (14,061 kg)

Front Axle 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front suspension 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) taper-leaf front suspension
Rear Axle 21,000 Ib (9525 kg) w/31,000 Ib (14,061 kg) Vari-rate rear suspension 21,000 Ib (9525 kg) w/ 23,000 Ib (10,433 kg) variable rate multi-leaf
w/4,500 Ib (2041 kg) auxiliary rubber springs spring w/leaf spring helper
Gear ratio 6.43 (single speed), 6.17/8.42 (two speed) 6.43 (single speed), 5.57/7.60 (two speed)

Frame 50,000 PSI (3447.38 bar) 80,000 PSI (5515.81 bar)
Engine Cummins B6.7 Cummins B6.7

Displacement 409 in® (6.7 L) 409 in® (6.7 L)

Power 200 hp @ 2400 RPM 200 hp @ 2400 RPM

Torque 520 Ib-ft (705 Nm) @ 1600 RPM 520 Ib-ft (705 Nm) @ 1600 RPM

Transmission

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, and temperature gauge in cab

Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, and temperature gauge in cab

Alternator 160 amp 160 amp
Batteries (2) group 31, 12 volt, 1900 CCA total maintenance free (2) group 31, 12 volt, 1900 CCA total maintenance free
Wheelbase 165 in (4191 mm) 165 in (4191 mm)

Turning diameter (wall to wall)

48.0 ft (14.63 m) (approximate)

48.6 ft (14.81 m) (approximate)

Turning diameter (curb to curb)

45.8 ft (13.96 m) (approximate)

47.3 ft (14.41 m) (approximate)

Fuel Diesel Diesel
Fuel tank (shared with sweeper) 51 gal (193 L) 51 gal (193 L)
DEF tank 7 gal (26.5L) 6gal (22.7 L)

Tires (2-front, 4-rear)

Tubeless 11R x 22.5

Tubeless 11R x 22.5

Steering Integral dual power assisted w/18 in (457 mm) diameter steering wheel Integral dual power assisted w/18 in (457 mm) diameter steering wheel
wi/tilt and dual gauges wi/tilt and dual gauges
Brakes Dual anti-lock air brakes w/18.7 CFM (0.53 m*minute) air compressor Anti-lock air brakes, cam type, Q-Plus w/18.7 CFM (0.53 m¥minute) air

compressor

Instruments & lights

Full package as required

Full package as required

Seats Adjustable, individual high back air seats w/lumbar support and cloth Adjustable, high back air seats — driver and passenger vinyl w/cloth
inserts for operator comfort inserts and mechanical lumbar
Air dryer Yes w/heater Yes w/heater

Cruise control

Yes

Yes

Mirrors

Electric remote controlled and heated

Electric remote controlled and heated

Air conditioned cab

Yes, w/fresh air filters (primary and secondary) for cab filtration

Yes, w/fresh air filter for cab filtration

Windows and door locks

Power

Power

Exhaust system

Single, horizontal; after-treatment device, frame mounted right side,
under cab w/horizontal tail pipe

Single, horizontal; after-treatment device, frame mounted right side,
under cab w/horizontal tail pipe

Audio system

AM/FM auxiliary input stereo radio w/digital clock

AM/FM/WB auxiliary input stereo radio w/digital clock

Daytime running lights

Yes

Yes

SWEEPING WIDTH (Approximate)

Pick-up head only

87 in (2210 mm)

87 in (2210 mm)

With 1 gutter broom

110 in (2794 mm)

110 in (2794 mm)

With 2 gutter brooms

142 in (3606 mm)

142 in (3606 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

276/in (7010 mm)

276in (7010 mm)

Width (between outside tips of

stowed twin gutter broom bristles)

121 in (3073 mm)

121 in (3073 mm)

Height

118 in (2997 mm) @ auxiliary engine

118 in (2997 mm) @ auxiliary engine

Empty weight (sweeper body &
chassis only)

19,020 Ibs (8627 kg)

19,020 Ibs (8627 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

1-800-258-9626
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REGENERATIVE AIR SWEEPERS

A Product of TYMCO”

GENERAL SPECIFICATIONS

MODEL HSP® REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

SWEEPER AUXILIARY ENGINE

Engine .............. John Deere 4045 turbo, 4 cyl.
(Final Tier 4)

Displacement .........cccceeeviiineenne 275in® (4.5L)

Power......ccccoeueene 99 HP @ 2200 RPM (74 kW)

Net torque......315 Ib-ft @ 1600 RPM (427 Nm)

Air Cleaner ........oocceeeiiiiiiiee e Heavy

duty, w/pre-cleaner, scavenge vacuum hose,
and in-cab air restriction indicator w/gauge.

Remote oil filter.........cccccceee... Spin on, full flow
Auxiliary engine fuel tank shared with chassis
Diesel fuel tank capacity............. 51 gal (193 L)
DEF tank......ccceeviiiiiiieeiieeeeee Dedicated
Capacity (volumetric) ............. 5.4 gal (20.6 L)
Capacity (useable)................. 3.8gal (14.4L)

Auxiliary engine protection system
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, Rubber Lined
Aluminum alloy, high volume, open face turbine

Purpose ......ccccoeene Creates blast and suction

Bearings ...(2) sealed lifetime lube, anti-friction

Bolt-on housing .........c.c....... Abrasion resistant,
replaceable liner

Drive ...ccccoovviiiiiieiis Heavy duty power band

DUST SEPARATOR, HIGH CAPACITY

TYPE o Cyclonic, multipass,
centrifugal separation
SIZE oo, 20 x 61in

cylindrical area (508 x 1549 mm)
Located adjacent to blower within hopper
Particulate removal achieved through 61 in
(1549 mm) skimmer slot into skimmer hood
Hinged inspection door opened from hopper
exterior
Abrasion resistant housing w/replaceable wear
resistant liner

HOPPER

Capacity (volumetric) ............... 7.3 yd® (5.6 m®)

Capacity (useable) ........c.cccceenee. 6 yd® (4.6 m®)

Construction .......cccccecceeenne Welded steel plate
with integral stiffeners

Floor angle ........cccooeeviiiiniiiic e 22°

Dump door opening........cccoecvveeeeenne 84 x44 in
(2134 x 1118 mm)

Dumping method ......... Hydraulic with raker bar

Dumping height ........cccccovveenee. 36 in (914 mm)

PICK-UP HEAD, HSP, Patented

TYPE oo Dual chamber

Function ............. Delivers air blast and suction

Width (inside dimension) ........ 87 in (2210 mm)

Pick-up head area ................ 2784 in2 (1.79 m?)

Suspension .........cco...... 4 springs, 2 drag links

SKidS.....cvvvvernnns DUO SKID®, long-life carbide

Suction hose diameter.............. 10in (254 mm)

Pressure hose diameter ........... 14 in (356 mm)
Linear actuator - pressure bleeder w/gauge
Integral for leaf/light material pickup

1-800-258-9626
www.tymco.com

GUTTER BROOM, TWIN, Patented
Standard equipment includes floodlights and
parabolic mirrors

Drive ..o Constant speed
non-reversible hydraulic motor

Adjustment........ccooceeiiiiiiiiieens Adjustable for
down pressure, pattern and wear

Down pressure .........occceeeeeeeninns Automatically
adjusts to requirement

Flexibility .....ccccvvveeiieene All directions integral
anti-damage "swing away" relief valve

Broom......cccccceeiiieieniiienne 43 in dia. (1092 mm)
steel wire, vertical digger

HYDRAULIC SYSTEM

Operates gutter broom(s), dump and pick-up
head

Drive............ Gear driven from auxiliary engine

Capacity......cccovveereeneennn. 8 GPM (30.3 LPM)

Reservoir ... 25 gal (94.6 L) w/80 mesh suction
strainer, sight/temperature gauge, cooler

Filter. ..o 3 micron in-line

Temperature shutdown system

DUST CONTROL SYSTEM
Water spray nozzles for dust suppression

Pump Electric diaphragm

RESEervoirs .......cccoiiieeiiiiiiieeeeen, Polyethylene
330 gal (1249 L) total

Filter ..o 80 mesh in-line

Low water shut-off Safety shut-off
with low water warning light in cab coupled
with liquid level sensor

Spray nozzles:

Around pick-up head ...........ccccviiriieiiineen. 4

Gutter brooms (€ach) ........cceceviiiieeiiiecnns 2

Hopper (inSide) .....oovcvveveeiiiiiiieeeecieeeeee 1
Hydrant fill hose w/storage area....... 20 ft (6 m)
CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic
display.
BlueLogic Display

Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data
to the operator and includes hour meters
(trip and total) for the auxiliary engine, gutter
brooms, pick-up head, blower, and water pump;
sweeper odometer (records curb miles swept
and sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components
BluelLogic display, auxiliary fuse panel,
illuminated control switches: pick-up head,
gutter brooms, auxiliary engine RPM, leaf
pressure bleeder, dust control water system
nozzles, safety lights.

Exterior Components
Dump switch, BlueLogic multiplex module

SAFETY/WARNING DEVICES

Alternating LED rear flashers (2)

Back-up alarm

SAE Class 1/California Title 13 amber beacon
light with limb guard - LED

OPTIONAL EQUIPMENT
AOD water pump w/washdown hose/spray gun
Abrasion protection package
Auto Sweep Interrupt (ASI)
Auxiliary hand hose 8 in dia. (203 mm)
Auxiliary hand hose hydraulic boom assist
Auxiliary hand hose catch basin cleaning
package
Auxiliary hydraulic system
Camera/monitor system
Gutter broom tilt adjuster(s) (left, right, or twin)
Gutter broom variable speed
Gutter broom drop-down
Hi/Low pressure washdown system
High output water system
Hopper deluge system
Hopper drain system
Lateral airflow nozzle
Liquid recovery system
Low emissions package (required for South
Coast AQMD Rule 1186)
Magnet, light, standard, or heavy duty
Pick-up head curtain lifter
Shop air purge, dust control system
Spark resistant skids
Stainless steel options:
Hopper:
Hopper weldment
Dump door
Inspection doors
Raker plate
High capacity dust separator
Hopper screen
Blower housing
High capacity dust separator
Hopper drain
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CABOVER CHASSIS AVAILABLE
Peterbilt 220
Autocar Xpert

© TYMCO, Inc. 2018 All rights reserved 1/24/19
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MODEL HSP® REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE/CABOVER CHASSIS

PETERBILT 220 AUTOCAR XPERT
with Cabover Style Extra Water with COMDEX Extra Water
CAB/CHASSIS
GVW 33,000 Ibs (14,969 kg) 33,000 Ib (14,969 kg)
Front Axle 12,000 Ib (5443 kg) w/12,000 Ib (5443 kg) front suspension 12,000 Ib (5443 kg) w/12,500 Ib (5700 kg) front flatleaf suspension w/
shock absorbers
Rear Axle 21,000 Ib (9525 kg) w/21,000 Ib (9525 kg) rear suspension 21,000 Ib (9525 kg) w/21,000 Ib (9525 kg) rear suspension w/shock
absorbers
Gear ratio 6.50 (single speed) 6.43 (single speed)
Frame 120,000 PSI (8273.71 bar) 120,000 PSI (8273.71 bar)
Engine Paccar PX-7/Cummins B6.7 Cummins B6.7
Displacement 409 in® (6.7 L) 409 in® (6.7 L)
Power 220 hp (164 kW) @2400 RPM 220 hp (164 kW) @2400 RPM
Torque 600 Ib-ft (813 Nm) @ 1600 RPM 520 Ib-ft (705 Nm) @ 1600 RPM
Transmission Allison 2500 RDS 6-speed automatic transmission with PTO provision, Allison 2500 RDS 6-speed automatic transmission with PTO provision,
synthetic fluid, temperature gauge in cab, and push button shifter synthetic fluid, temperature gauge in cab, and push button shifter
Alternator 160 amp 160 amp
Batteries (2) 12V 2000 CCA, w/disconnect switch 12 volt heavy duty batteries - (2) maintenance free — 1900 CCA
Wheelbase 156 in (3962 mm) 152 in (4241 mm)
Turning diameter (wall to wall) 49.2 ft (15.00 m) (approximate) 54.43 ft (16.59 m) (approximate)
Turning diameter (curb to curb) 45.2 ft (13.78 m) (approximate) 49.53 ft (15.10 m) (approximate)
Fuel tank (shared with sweeper) 51 gal (193 L) 51 gal (193 L)
DEF tank 7.5gal (28 L) 5gal (19L)
Tires (2-front, 4-rear) Tubeless 11R x 22.5 Tubeless 11R x 22.5
Steering Left, right or dual integral hydraulic power assist steering w/18 in (457 Integral hydraulic power assist steering w/16 in (406 mm) diameter
mm) diameter steering wheel — tilt only steering wheel — tilt/telescopic steering columns
Dual sit down drive installed by Autocar
Brakes Dual Air w/18.7 CFM (0.53 m¥minute) air compressor Dual Air w/18.7 CFM (0.53 m¥minute) air compressor
Instruments & lights Full package as required Full package as required
Seats Adjustable, Individual high back air seats Adjustable, individual high back air seats
Air dryer Yes Yes w/heater
Cruise control Yes Yes
Mirrors Electric remote controlled and heated Heated/electric west coast and square convex mirrors
Air conditioned cab Yes Yes
Windows and door locks Power windows, manual door locks Power windows, manual door locks
Exhaust system Left hand outboard frame mounted vertical after-treatment device with Left hand outboard frame mounted vertical after-treatment device with
topstack topstack
Audio system AM/FM radio, CD/MP3 player, Bluetooth, USB and auxiliary input stereo | AM/FM/WB radio, CD/MP3 player, Bluetooth, USB and auxiliary input
wy/digital clock stereo w/digital clock
Daytime running lights Yes Yes
SWEEPING WIDTH (Approximate)
Pick-up head only 87in (2210 mm) 87in (2210 mm)
With 1 gutter broom 110in (2794 mm) 110in (2794 mm)
With 2 gutter brooms 142 in (3606 mm) 142 in (3606 mm)
OVERALL DIMENSIONS (Approximate)
Lengltf)'n (sweeper body & chassis 280in (7112 mm) 278 in (7061 mm)
only
Width (between outside tips of 121 in (3073 mm) 121in (3073 mm)
stowed twin gutter broom bristles)
Height (w/o cab bar light/beacon) 118in (2997 mm) @ auxiliary engine 120 in (3048 mm) @ chassis engine exhaust
Empty weight (sweeper body & 19,460 Ibs (8827 kg) 21,375 Ibs (9696 kg)
chassis only)
Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.
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REGENERATIVE AIR SWEEPERS

DST-6

Dustless Sweeping Technology

GENERAL SPECIFICATIONS

MODEL DST-6° REGENERATIVE AIR SWEEPER® :}/

SWEEPER AUXILIARY ENGINE
Er(1[<:;ine ............... John Deere 4045 turbo, 4 cyl.

inal Tier 4)
Displacement .........cccccccveeiinnennne 275in® (45L
Power........ccceue... 99 HP @ 2200 RPM (74 kW
Net torque......315 Ib-ft @ 1600 RPM (427 Nm

Aircleaner ... Heavy
duty, w/pre-cleaner, scavenge vacuum hose,
and in-cab air restriction indicator w/gau?e.

Remote oil filter..........ccccccee.... Spin on, full flow

Diesel auxiliary engine fuel tank shared with
cabover chassis, and independent from
conventional cab chassis fuel tank.

Aux. engine fuel tank capacity ....51 gal (193 L)

DEF tank.......ccocooviiiciiiiiieec e Dedicated
Capacity (volumetric). ..5.4 gal ?20.6 L;
Capacity (useable)................. 3.8gal (144 L

Auxiliary engine protection system
Fuel/water separator and separate fuel filter
Open crankcase ventilation (OCV) filter

BLOWER, RUBBER LINED

Aluminum alloy, high volume, open face turbine

Purpose........ccoceee... Creates blast and suction

Bearings ....(2) sealed lifetime lube, anti-friction

Bolt-on housing ................... Abrasion resistant,
replaceable liner

Drive ...coeeeieeeieee Heavy duty power band

DUST SEPARATOR, HIGH CAPACITY

TYPE e Cyclonic, multipass,
centrifugal separation

Size
cylindrical area (508 x 1549 mm)

Located adjacent to blower within hopper

Particulate removal achieved through 61 in
(1549 mm) skimmer slot into skimmer hood

Hinged inspection door opened from hopper
exterior

Abrasion resistant housing w/replaceable wear
resistant liner

HOPPER

Capacity %volumetric) ............... 7.3 yd? ?5.6 mag

Capacity (useable) ........ccceeeneee. 6 yd® (4.6 m?

Construction ..........ccccecueeee. Welded steel plate
with integral stiffeners

FIOOr angle ......c.coveviieiiiiiiiiee e, 22°

Dump door opening..........c.ceveeerveene 84 x 44 in
(2134 x 1118 mm

Dumping method.......... Hydraulic with raker bar

Dumping height ........ccccoveenee. 36 in (914 mm)

Abrasion protection package
Hopper deluge system

BROOM ASSIST PICK-UP HEAD (BAH®)

Type..oooveeee Dual chamber with broom assist
Function ............. Delivers air blast and suction
Width ..o, 87in (2210 mm
Pick-up head area ................. 3567 in? (2.3 m?
Broom.......ccccovenne 12 x 79 in (305 x 2007 mm
enclosed in rear of pick-up head

Suspension..........ccee...... 4 springs 2 drag links
Suction hose diameter.............. 14 in (356 mm
Pressure hose diameter 14 in (356 mm
SKids...ccovevernnne. DUO SKID®, long-life carbide

Pick-up head deluge
Reverse pick-up head system

FINAL TIER 4 AUXILIARY ENGINE

GUTTER BROOM, TWIN, Patented
Standard equipment, includes floodlights and
parabolic mirrors

DriVe . Variable speed
non-reversible hydraulic motor
Adjustment.........cccceeeinneen. Adjustable for down

pressure, pattern and wear
Down pressure ........ccccoceeeerneenn.
adjusts to requirement
Flexibility ........ccccevernnnns All directions, integral
anti-damage “swin% away” relief valve
Brooms ........c....... 43 in dia. (1.1 m) steel wire,
vertical diggers
Hydraulic tilt...........ccccveee. Twin gutter brooms
adjust for curb depth

HYDRAULIC SYSTEM
Oﬁer%tes gutter broom(s), dump and pick-up
ea

Automatically

Drive ........... Gear driven from auxiliary engine
Capacity......ccceeeerieeeiiieenns 8 GPM (30.3 LPM
Reservoir........ccoovevciiiicncnee 25gal (94.6 L

with 80 mesh suction strainer, sight/
temperature gauge, cooler
Filter. oo 3 micron in-line
Auxiliary hydraulic system
Temperature shutdown system

DUST CONTROL SYSTEM
Water spray nozzles for dust suppression

Pump .. Electric diaphragm

Resegvoirs ......... Polyethylene 220 gal (833 L),
tota

Filter. .o 80 mesh in-line

Low water shut-off ..................... Safety shut-off

with low water warning light in cab coupled
with liquid level sensor
Spray nozzles:
Gutter brooms (€ach).........ccceevrieiiieenennnnn. 3
Hopper (iNSIde) ........eeeereieiiieeerieeeeeee e 1
High output water system
Hydrant fill hose w/storage area........ 20 ft (6 m)

DUSTLESS FILTRATION SYSTEM

An external mounted modular filtration system
with automatic BlueLogic® control adjustment

Capacity (volumetric)................ 14 ft° (0.40 m?®)

Filters....cocovovviiniiicen (4) MERV 16 Rated

Particulate removal efficiency > 95% of 0.3 pm

Long life filters, not affected by wet sweeping
conditions.

Filters cleaned by intermittent air pulse

Air compressor ......... Beltdriven, liquid cooled,
engine lubricated
Compression rate .........cccceeeeeuvnnen... 13.2 CFM

(0.37 m¥minute) @1200 RPM
Shop air connection
Dust box deluge washout system

CONTROL SYSTEM

BlueLogic® Control System
Multiplexed electrical system includes
hardware and TYMCO designed software that
integrates the in-cab controls to the auxiliary
engine and all sweeper functions; as well
as provides intelligent safety features and
on-board diagnostics (OBD) for the auxiliary
engine and sweeper through the BluelLogic

South Coast AQMD Rule 1186 PM, Certified, ETV Canada / 1ISO 14034 Verified

1-800-258-9626
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e
display. Specific to the DST-6, BluelLogic
also monitors and automatically controls the
adjustments for the DST system, requiring no
operator adjustments.

BlueLogic Display
Pedestal mounted touchscreen display
provides sweeper and auxiliary engine data
to the operator and includes hour meters
(trip and total) for the auxiliary engine, gutter
brooms, pick-up head, blower, water pump,
BAH broom if applicable, and DST filters;
sweeper odometer (records curb miles swept
and sweeping hours), service reminders,
custom reminders, overspeed warning, low
water audible alarm, dust control system
winterization guide, and OBD.

Interior Components

BlueLogic displa?/, auxiliary fuse panel,
illuminated control switches: Pick-up head,
gutter brooms, auxiliary engine RPM, DST
mode, purge system, variable speed gutter
brooms, dust control water system nozzles,
safety lights

Exterior Components

Dump switch, BlueLogic multiplex modules

SAFETY/WARNING DEVICES

Alternating LED rear flashers (2)

Baok-ulp alarm

SAE Class 1/California Title 13 amber beacon
light with limb guard - LED

OPTIONAL EQUIPMENT
AOD water pump w/washdown hose/spray gun
Auto Sweep Interrupt (ASI)
Auxiliary hand hose 8 in dia. (203 mm)
Auxiliary hand hose hydraulic boom assist
Camera/monitor system
Gutter broom drop-down
Hi/Low pressure washdown system
Hopper drain system
Magnet (various options available)
Pick-up head curtain lifter
Pick-up head deluge (BAH®)
Shop air purge, dust control system
Stainless steel options:
Hopper & dust box:
Hoper weldment
Dump door
Inspection doors
Raker plate
High capacity dust separator
Hopper screen
Dust box
Blower housing
High capacity dust separator
Hopper drain
Dust box
Paint color (other than TYMCO standard white)

Special options are available for your individual
requirements. Contact your local dealer or
TYMCO.

CHASSIS AVAILABLE
Peterbilt 220

International 4300
Freightliner M2-106

fied

© TYMCO, Inc. 2018 All rights reserved 1/24/19

This product is protected by numerous U.S. and International Patents.
Photos may contain optional equipment. Specifications subject to change without notice.




MODEL DST-6° REGENERATIVE AIR SWEEPER®

FINAL TIER 4 AUXILIARY ENGINE

PETERBILT 220 INTERNATIONAL 4300 FREIGHTLINER M2-106

CAB/CHASSIS

GVW 33,000 Ib (14,969 kg) 31,000 Ib (14,061 kg) 31,000 Ib (14,061 kg)

Front Axle 12,000 Ib (5443 kg) w/12,000 Ib (5443 kg) front 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) front 10,000 Ib (4536 kg) w/10,000 Ib (4536 kg) taper-leaf
suspension suspension front suspension

Rear Axle 21,000 Ib (9525 kg) w/21,000 Ib (9525 kg) rear 21,000 Ib (9525 kg) w/31,000 Ib (14,061 kg) Vari-rate 21,000 Ib (9525 kg) w/ 23,000 Ib (10,433 kg) variable
suspension ;%e:irnztéspension w/4,500 b (2041 kg) auxiliary rubber rate multi-leaf spring w/leaf spring helper

Gear ratio 6.50 (single speed) 6.43 (single speed), 6.17/8.40 (two speed) 6.43 (single speed), 5.57/7.60 (two speed)

Frame 120,000 PSI (8273.71 bar) 50,000 PSI (3447.38 bar) 80,000 PSI (5515.81 bar)

Engine Paccar PX-7/Cummins B6.7 Cummins B6.7 Cummins B6.7

Displacement

409 in® (6.7 L)

409 in® (6.7 L)

409 in® (6.7 L)

Power

220 hp (164 kW) @2400 RPM

200 hp @ 2400 RPM

200 hp @ 2400 RPM

Torque

600 Ib-ft (813 Nm) @ 1600 RPM

520 Ib-ft (705 Nm) @ 1600 RPM

520 Ib-ft (705 Nm) @ 1600 RPM

Transmission

Allison 2500 RDS 6-speed automatic transmission with
PTO provision, synthetic fluid, temperature gauge in
cab, and push button shifter

Allison 2500 RDS 6-speed automatic transmission
with PTO provision, synthetic fluid, and temperature
gauge in cab

Allison 2500 RDS 6-speed automatic transmission
with PTO provision, synthetic fluid, and temperature
gauge in cab

Alternator 160 amp 160 amp 160 amp
Batteries (2) 12V 2000 CCA, w/disconnect switch (2) group 31, 12 volt, 1900 CCA total maintenance free | (2) group 31, 12 volt, 1900 CCA total maintenance free
Wheelbase 156 in (3962 mm) 189 in (4801 mm) 189 in (4801 mm)

Turning diameter (wall to wall)

49.2 ft (15.00 m) (approximate)

53.16 ft (16.20 m) (approximate)

53.8 ft (16.4 m) (approximate)

Turning diameter (curb to curb)

45.2 ft (13.78 m) (approximate)

51.0 ft (15.54 m) (approximate)

52.1 ft (15.88 m) (approximate)

Fuel Diesel Diesel Diesel
Fuel tank 51 gal (193 L) (shared with sweeper) 50 gal (189 L) (separate from sweeper) 50 gal (189 L) (separate from sweeper)
DEF tank 7.5 gal (28 L) 7 gal (26.51) 6 gal (22.7 L)

Tires (2-front, 4-rear)

Tubeless 11R x 22.5

Tubeless 11R x 22.5

Tubeless 11R x 22.5

compressor

air compressor

Steering Left, right or dual integral hydraulic power assist Integral dual power assisted w/18 in (457 mm) diameter | Integral dual power assisted w/18 in (457 mm) diameter
steering w/18 in (457 mm) diameter steering wheel steering wheel w/tilt and dual gauges steering wheel w/tilt and dual gauges
— tilt only

Brakes Dual air brakes w/18.7 CFM (0.53 m*/minute) air Dual anti-lock air brakes w/18.7 CFM (0.53 m*¥minute) | Anti-lock air brakes, cam type, Q-Plus w/18.7 CFM

(0.53 m¥minute) air compressor

Instruments & lights

Full package as required, back-up alarm

Full package as required

Full package as required

Seats Adjustable, individual high back air seats Adjustable, individual high back air seats w/lumbar sup- | Adjustable, high back air seats — driver and passenger
port and cloth inserts for operator comfort vinyl w/cloth inserts and mechanical lumbar

Air dryer Yes/heater Yes w/heater Yes w/heater

Cruise Control No Yes Yes

Mirrors

Electric remote controlled and heated

Electric remote controlled and heated

Electric remote controlled and heated

Air conditioned cab

Yes

Yes, w/fresh air filters (primary and secondary) for cab
filtration

Yes, w/fresh air filter for cab filtration

Windows and door locks

Power windows, manual door locks

Power

Power

Exhaust system

Left hand outboard frame mounted vertical after-treat-
ment device with topstack

Single, horizontal; after-treatment device, frame
mounted right side, under cab w/horizontal tail pipe

Single, horizontal; after-treatment device, frame
mounted right side, under cab w/horizontal tail pipe

Audio system

AM/FM radio, CD/MP3 player, Bluetooth, USB and
auxiliary input stereo w/digital clock

AM/FM auxiliary input stereo radio w/digital clock

AM/FM/WB auxiliary input stereo radio w/digital clock

Daytime running lights

Yes

Yes

Yes

SWEEPING DIMENSIONS (Approximate)

Pick-up head only

87 in (2210 mm)

87 in (2210 mm)

87 in (2210 mm)

With 1 gutter broom

110 in (2794 mm)

110 in (2794 mm)

110in (2794 mm)

With 2 gutter brooms

142 in (3606 mm)

142 in (3606 mm)

142 in (3606 mm)

OVERALL DIMENSIONS (Approximate)

Length (sweeper body & chassis
only)

280 in (7112 mm)

300 in (7620 mm)

300 in (7620 mm)

Width (between outside tips of
stowed twin gutter broom bristles)

121 in (3073 mm)

121 in (3073 mm)

121 in (3073 mm)

Height (w/o cab bar light/beacon)

118in (2997 mm) @ auxiliary engine

118in (2997 mm) @ auxiliary engine

118in (2997 mm) @ auxiliary engine

Empty weight (sweeper body &
chassis only)

20,360 Ibs (9235 kg)

20,800 Ibs (9435 kg)

20,800 Ibs (9435 kg)

Dimensions and weight may vary with equipment.
Cab/Chassis specifications above provided by truck manufacturer. Consult factory for additional specifications and other available truck chassis.

South Coast AQMD Rule 1186 PM, Certified, ETV Canada / ISO 14034 Verified
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